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THE ECLIPSE SSOTIOB7AL STEAK BOILEB. 

The invention herewith illustrated is a steam boiler com- 
posed of a number of separate sections, each by itself com- 
prising all the parts of a complete steam generator. Our 
engraving represents a double form of the device, so con- 
structed as to economize room and yet afford a large heating 
surface. The upright chamber, A, and < shaped series of 
tubes, B, compose one section; portions of others similarly 
constructed, placed beside each other so as to form the rear of 
the apparatus, are shown at C and D. Any required number 
of sections may be thus located. The chamber, F, and tubes, 
G, correspondingly arranged, constitute the first of a eerie? 
of sections which form 
the front of the boiler. 
All the chambers com- 
municate at the tops 
and bottoms, so as to 
form continuous mud 
drums at H and I, and 
water spaces at E and 
L, the latter connect- 
ing by means of the 
pipes, M, with the 
steam drum, N. The 
sections composing the 
front portion of the 
boiler are less in num- 
ber than those in rear, 
for the reason that eve- 
ry other one is omitted 
in order to afford the 
necessary space for the 
doors. 

Both parts of the 
apparatus, front and 
rear, have independent 
circulations, that in the 
former commencing in 
the mud drum, H, 
passing through the 
tubes, G, to the water 
space, K, and thence 
back ; in the latter, the 
circulation commences 
from the drum, I, pass- 
es through tubes, B, 
space, L, and return, 
and, being very rapid, 
prevents the accumu- 
lation of scale or sedi- 
ment in auy portion 
except the mud drums, 
which may be easily 
cleaned. The sections 
have man holes on both 
sides, and are held to- 
gether by short bolts 
on the inside around 
these openings. The 
facing strips are of suf- 
ficient thickness to hold 
the sections apart and 
to allow the smoka to 

pass, thus making the entire boiler into heating surface, ex- 
cept the steam drum and bottom of the mud drum. The 
drums will allow a man to enter and pass through the sec- 
tions, so that, in any case, should a tube become disabled, it 
may be replugged without loss in the service of the boiler. 

It is claimed that the angular form insures the greatest 
amount of heating surface, and at the same time allows for 
the unequal expansion of the tubes. One end of each pipe 
is screwed into a return bend and the other is fastened to 
the chamber by a long thread and lock nuts, making reliable 
steam joints, which may at any time be loosened if required. 
The tubes are also so arranged as to be readily cleaned from 
soot arising from the use of bituminous coal. 

The construction of the grate needs no especial reference. 
The heated air in rising passes around the tubes and out 
between the back sections into the flue, and thence to the 
chimney. The roof of the fire space is lined with fire brick, 
above which a layer of any non-conducting material is placed. 
It is claimed that, owing to the large heating surface, in- 
creased rapidity of getting up steam and a consequent less 
expenditure of fuel are effected. We are informed that 
steam has been obtained from cold water in the period of 
fifteen minutes. 

The water chambers are large enough to insure u free 
passage of the water, thus preventing foam and securing 
dry steam. 

These boilers can be readily taken apart for transporta- 
tion, put together by any engineer without injury to joints, 



and can be enlarged at will by adding sections. They are 
constructed double, as shown in the engraving, or single. In 
the latter case the form is easily understood by imagining 
the front sections, of the generator represented, to be re- 
moved. Corresponding alterations are made in other parts 
to accord with the single set of tubes, B, and chamber, A. 
The steam drum.N, is not used, the upper portion, L, of the 
sections answering the purpose. 

The device in both forms, it is claimed, has been founl 
well suited for high and low pressure, stationary, portable, 
and marine engines. It is also specially constructed for 
heating purpose?. 




THE ECLIPSE SECTIONAL STEAM BOILEB, 

We see by the Pittsburgh papers that Messrs. Jones & 
Laughlins, proprietors of the American Iron Works, have 
contracted with the Eclipse Steam Manufacturing Company 
for three large batteries of these sectional safety steam 
generators, of 240 horse power, to take the place of the four 
flue boilers which exploded on February 3. They have had a 
number of sections in use for a year, on trial. 

Patented September 6, 1870. For further information ad- 
dress G. W. Bollman, President of the E :lipse Steam Man- 
ufacturing Company, 87 Wood street, Pittsburgh, Pa. 



Scrap Iron. 

Manufacturers should look well to their scrap iron; do 
not waste a piece, no matter how small ; gather all together, 
assort, have different receptacles for steel, wrought, cast and 
malleable iron. The wrought iron from the carriage shop 
is the most valuable of scrap iron, but to bring the highest 
price there must be no malleable or cast iron mixed with it ; 
every pound of scrap has a market value, and it should be 
packed in barrels or boxes and sent to market. If there be 
any considerable quantity, it will pay to send it to the mills 
and have it worked up into bars. It is the small manufactur- 
ers who do not take care of their scrap, but allow year after 
year to pass without paying any attention to it, and scraps 
of iron can be found all over their factories, while boxes 
and out of the way corners are filled with it, and hundreds 
of dollars of what would make the best of bar fron Is allowed 
to go to waste. 



Vertical Grist Mills. 

The idea of placing the grinding stones on horizontal 
spindles, like common pulleys, is very eld, but has never 
come into much use except for small mills, where coarse 
grinding and speed are wanted. It does not follow, however, 
that this plan cannot be successfully applied to the finer 
kinds of flouring. According to Leffel's New*, "a vertical 
mill of somewhat novel character has lately been introduced, 
in which two or more pairs of millstones are combined on 
one horizontal shaft, or on sections of a shaft, and driven by 
one belt or gear, the power being applied directly to the 
shaft. No intermediate shafting is used, and the cost and 

care of a number of 
pulleys, belts, gears, 
etc., is thus in many 
cases saved by the 
adoption of such mill. 
Furthermore, the mill- 
stones are faced and 
furrowed on both sides 
instead of only one, 
and combined in groups 
of three or more. In 
a group of three the 
center stone is fast to, 
and revolves with, the 
shaft, with a stationa- 
ry orbed stone adjust- 
ed on each side of it. 
making two mills out 
of three stones; and 
each of the three stones 
being interchangeable, 
there is afforded, prac- 
tically, the grinding 
surface of three mills. 
As each stone is double 
faced, any one of the 
three may be taken out 
to be sharf ened at any 
time and another put 
in its place, so that the 
mill can be kept run- 
ning without interrup- 
tion. If one more stone 
be added to a group of 
three, there will be 
three mills with four 
stones, or five stones 
will make four mills ; 
and so on to any de- 
sired number, all be- 
ing driven by one belt 
or gear, and occupying 
only one foot in length 
of shaft to each mill. 
It is argued in behalf 
of this arrangement 
that a group of five 
stones, making four 
mills, will occupy only 
the space usually taken 
by one mill, and that 
the four have only two bearings to care for, while the step 
so troublesome to millers is entirely done away with. 

" There is evidently a very material saving of room in 
this arrangement, whatever may be its other merits or de- 
fects ; and it must also be admitted that any device which 
enables the miller to simplify his machinery, dispense with 
complicated and costly gearing, and bring the work in close 
proximity to the power, is so far a very valuable gain." 



Spontaneous Combustion. 

In the last report of the Fire Marshal of New York city, 
sixteen recent examples of fires caused by spontaneous com- 
bustion are recited. During the year 1872, there were 1,880 
fires in New York. IIow many were spontaneously caused, 
there are no means of knowing. Of the sixteen spontaneous 
cases above alluded to, nine originated among oily rags, 
cotton waste or rope materials, two in piles of coal, one in a 
mass of "excelsior" or fine wood shavings used for cheap 
upholstery purposes, one in salt hay, two in oily saw dust, 
one in rubbish. 

_. -.,«.. 

New Electrical Discovery. — Dr. Blake, of the San 
Francisco Aeadeniy of Sciences, and Judge Hastings, of the 
California State Geological Survey, announce the discovery 
of a current of electricity running north and south at a dis- 
tance of about 150 miles from the Pacific coast, along a belt 
of metallic deposi s, which serves as a conducting chain, 
between the poles, 
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SMALL FOX.— OLD AND NEW BEMEDIE8. 

Superficially considered, it appears singular that certain 
contagious diseases, especially small pox, spread more in the 
winter season (which, in other respects, is the healthiest time 
of the year) when the cold destroys the miasmata which 
flourish in tropical climes and, in hot summers, sometimes 
visit portions of the temperate zone. But in order to explain 
this apparent anomaly, we have only to consider that in 
winter a large number of the lower classes of people huddle 
together in ill ventilated rooms, in order to shelter themselves 
against the cold. Of course this is favorable to the growth 
of miasmata, which only need suitable conditions to propa- 
gate themselves. Microscopists have succeeded in tracing 
the origin of many contagions to parasitic growth, either 
vegetable or animal, and it is not improbable that this will 
ultimately be the case with all, the denial of many medical 
authorities notwithstanding. It should be kept in view that, 
formerly, equally high authorities used to deny most peremp- 
torily, to several diseases, the origin which is now, beyond 
the shadow of a doubt, proved to be the true one.namely, the 
growth of animalcule or vegetable parasites. It should also be 
considered that the fact of not finding such, in certain cases, 
is only a negative proof; they may be there and the investi- 
gator may have failed to find them ; but other searchers in 
course of time and with instruments more perfect than we 
possess at present, or by help of an improved modus operandi, 
will undoubtedly discover them. Microscopic investigation 
has only just commenced to be applied in medicine, and the 
most advanced physicians know now that it is one of the 
most powerful helps in medical diagnosis. 

Eruptive fevers are diseases of the blood ; they probably 
originate in a kind of catalytic poison in the system, which 
may be a lesult of parasitic growth, as is the case with fer- 
mentation and many other chemical changes. However, the 
futuie will decide the question definitely ; in the mean- 
time we must observe, use our best judgment, and apply all 
the light, as far as the present state of science allows, to 
combat this class of diseases, among which small pox is one 
of the most virulent, loathsome and dangerous. In order to 
be fully convinced of this, one has only to visit a small pox 
hospital and see this interesting disease in all its stages. 

In regard to the effectiveness of the protection afforded by 
vaccination, the statistics show that this discovery, made by 
Jenner more than n century ago, had the most startling in- 
fluence in staying the small pox ravages of that time, and it 
kept the nations who accepted it comparatively free ; the ex- 
perience of the physicians of the present day tends in the 
same direction, and all doubt fostered by some in regard to 
its effectiveness proceeds solely from want of acquaintance 
with the facts, which are overwhelming in proof of its great 
value to the human race. As the health and longevity of 
vaccinated persons is on the general average equal to that of 
others who escape the small pox without vaccination, there 
can be no serious objection on that ground. The rule, laid 
down by some, that persons must be vaccinated every seven 
years is totally arbitrary and without any foundation what- 
soever ; different individuals will differ greatly in this re- 
spect, and, in order to be safe, it is well to try if vaccination 
will " take" in case any danger is apprehended, even if it 
has been applied only three or four years ago. If no epi- 
demic is prevailing and the person is exposed to no danger, 
it is needless to revaccinate every seven years ; ten years or 
more may elapse, and we have known individuals who un- 
doubtedly, by a single effective vaccination in childhood, 
have been protected for their whole lives. 

In regard to the treatment, it must be kept in view that 
here, as in all eruptive fevers, it must have its course, and 
cannot be cut short without robbing the patient entirely of 
his chance of e tape. Careful guarding against taking cold, 
good nursing, the mildest possible diet, and abstinence from 



irritating food and remedial agents similarly objectionable 
are the first necessities of small pox cases. 

The latest medical journals recommend two new remedies, 
which experience has proved to be beneficial. Dr. Revillod, 
of Geneva, recommends glycerin as an exterior application ; 
this, through its soothing action, diminishes the intensity of 
the eruption. He mixes it with soap and some mercurial 
ointment. Dr. Carl Nagel, Royal Chancellor of Health in 
Berlin, recommends xylol; he has administered this inter- 
nally in eighty cases, thirty-six of which had the small pox 
in its worst form, and only four died, which is a better result 
than that of any other remedy thus far known. When ad- 
ministered while the disease is but surpected, xylol does not 
prevent it, but greatly eases the patient and facilitates a 
speedy recovery. 

Xylol, or xylen, is also called the hydride of xylenyl ; it is 
one of the hydrocarbons obtained by the distillation of coal 
tar, wood tar, or Burmese petroleum. The coal tar con- 
tains little of this ingredient, but one pound of oil separated 
from crude wood spirit contains about one ounce of xylol. 
It is aliquid similar to benzol and toluol, but has the antisep- 
tic properties of carbolic acid from coal, and of creosote from 
wood. It separates from the crude wood spirit by the addi- 
tion of water, and is purified, like other cognate products, 
by sulphuric acid ; the brown mixture, after standing, is 
washed witha solution of potashand then in water, dried over 
chloride of calcium or glacial phosphoric acid, and then sub- 
jected to a fractional distillation, when the xylol comes over 
as soon as the temperature has risen to between 258° and 266° 
Fahr. 

It is well known that many derivatives of tar, creosote, 
carbolic acid, benzol, toluol, xylol, etc., are all poisons for 
small organic growths, either vegetable or animal ; that they, 
for instance, at once destroy fermentation by killing the 
microscopic yeast plant ; it is also known that mercurials are 
especially poisonous to parasites of all kinds, especially ani- 
mal ones. These remedies now appear to be effective in 
small pox, and this raises the very natural question if it is 
not an argument for the probability of the theory that this 
disease also is due to a morbid organic growth, perhaps in 
the blood itself, which produces that violent fever, with the 
symptoms of pain, nausea, etc., and finally works itself out 
through the skin and mucous membrane by a copious erup- 
tion, which is often strong enough to destroy the skin like 
so many burns, and sometimes even so violent as to destroy 
the life of the patient, in the same way as an extensive scald- 
ing does, which is fatal by arresting the natural action of the 
skin, consequent to the annihilation of its organic structure. 

In consideration of the excitement about the spread of 
small pox in this country, we believe the above details to be 
of general interest and utility to our readers. 



A WOED WITH TEE BEADEB, THINSEB, AND WBITEB. 

We believe that there is no portion of our journal of great- 
er interest than the columns, devoted to our correspondence, 
and we should be unappreciative did we undervalue the 
practical suggestions and information imparted by its writers. 
We would take the present opportunity of requesting from 
our readers even more frequent communications. Let us 
have all possible ideas. Criticise everything that appears 
open to criticism ; and, if experience has taught you differ- 
ently, give the public the benefit of your wisdom. The mere 
fact of your finding any difficulty in committing your knowl- 
edge to paper need be no drawback. We want ideas, not 
words ; and if the brain work is there, we will put it into 
proper shape. Every week we publish a large number of 
questions on different subjects. Sometimes we are at a loss 
for a suitable reply which many of our readers can readily 
find ; in such cases responses from our subscribers are appre- 
ciated both by the enquirer and ourselves. 

The modern newspaper is the substitute for the ancient 
forum. Instead of a number of people meeting in some 
public place, as they used to do, and discussing various ques- 
tions of interest, they now write to their paper and inter- 
change their views through the medium of its printed 
pages. 

Necessarily, among the multitude of communications 
which reach us, there are many agreeing on some single topic. 
In such case we exercise our discretion in the publication of 
such as we consider the most sound and suitable. There are 
others devoted to the discussion of questions which it is only 
a waste of time to consider. We allude to perpetual motion, 
quadrature of the circle, and all of that class. We would 
earnestly impress upon all who entertain such chimerical 
ideas to turn their minds and labor to more profitable pur- 
suits. 

We believe that there is no better way of acquiring and 
and disseminating knowledge than to establish a co-operation 
between those who read and those who write — to place the 
opinions of the practical man beside those of the theorist, 
the worker beside the thinker, and thus obtain views clearer, 
better, and more comprehensive on subjects interesting alike 
to all. 



THE FHOTOHETEB APPLIED TO A8TB0N0KY. 

In a recent article on the physical nature of the planet 
Jupiter (see page 400 of our volume XXVII), we described 
the important results deduced from photometric observa- 
tions of that planet ; and we may add to this that photo- 
metry has often been applied to the starry heavens, in order 
to determine the comparative luminosity of the heavenly 
bodies. It is evident, however, that the common methods 
as applied here on earth to compare the relative intensity of 
different flames, and of which one was described on page 83 
of this volume, are entirely inapplicable ; and therefore other 



modes must be applied, and photometers based on totally 
different principles must be resorted to. 

The most perfect photometer adapted to measure and com- 
pare the light of the heavenly bodies is undoubtedly that in- 
vented by ZOllner, the famous astronomer and fpectroscopist 
of Berlin ; he invented it as early as 1860, but only recently 
has he applied it extensively to celestial photometry. It is 
based on the principle of the polarization of light ; and in 
order to accomplish his purpose, h;' makes use of the prop- 
erty of the analyzer (see Tyndall's lecture, page 35 of our 
current volume) to transmit or obstruct the polarized ray in 
proportion as it is turned round an arc of 90° ; for intermedi- 
ate portions of the angle of rotation, a strong light may bo 
gradually diminished till the transmitted rays are equal to the 
weaker light. 

The first thing Zollner had to do was to determine how far 
the angle would serve as a measure for the intensity of 
light. Mathematical theory teaches that the amount of light 
transmitted does not increase as the angles themselves, but 
as the squares of their sines. Zollner found this law per- 
fectly verified by practical experiment, in testing this photo- 
meter in many different ways. By attaching such a polariz- 
ing photometer to an astronomical telescope, he has been en- 
abled to determine the comparative luminosity of divers 
heavenly bodies with greater accuracy than had previously 
been possible ; and the results obtained will especially be 
most interesting to posterity, who will be able to determine 
what changes have taken place in the course of time, changes 
which are sometimes very great and of the utmost import- 
ance to the extension of our knowledge of the nature of the 
heavenly bodies. 

As a standard of comparison, he uses the light of a lamp 
shining through a pin hole; and in order to be independent 
of the perhaps variable light of this lamp, which may differ 
on different nights, he compares two stars with the lamp, 
and only notices the difference between the stars. If, for in- 
stance, the planet Jupiter has to be compared with Venus, he 
directs the telescope to Jupiter and turns the analyzer till 
its luminosity is equal to that of the lamp shining through 
the pinhole, and finds it was turned, say, 10° ; then he di- 
rects the telescope to Venus, and finds that he must turn it 
25° in order to diminish its light till it is equal to the lamp 
light. The relative luminosity will then be as the square of 
the sines of these angles, that is, as 0"0174 2 is to00389 2 , oras 
000030276 is to 000151321, or, approximately, as 3 to 15 or 
1 to 5. 

Among the results thus obtained by Zollner are the fol 
lowing : 

COMPARISON OF PLANETS. 

The fixed star Capella as compared to Mars is as 1 to 7 ; to 
Jupiter, as 1 to 10; to Venus, as 1 to 50; to Saturn, as 1 to 
04; to Uranus, as 1 to 00066; to Neptune, as 1 to 00007. 

COMPARISON OF FIXED STARS. 

The same star Capella as compared to Sirian is as 1 to 5 ; 
to Yega, as 1 to 12; to Betelgettse, as 1 to 05; to Regulus, 
as 1 to 0'4; to Pollux, as 1 to 0'3. 

THE MOON COMPARED TO THE PLANETS. 

The full moon as compared to Venus, when full, is as 150 
to 1 ; to Jupiter, as 700 to 1 ; to Mars as 1,000 to 1 ; to Saturn, 
as 18,000 to 1 ; to Uranus, as 1,159,000 to 1 ; to Neptune, as 
10,000,000 to 1. 

The sun as compared to the moon is as 700,000 to 1. Con- 
sequently the light of the sun surpasses that of the most dis- 
tant planet, Neptune, 7,000,000,000,000 times. 



DI8C0VEBIE8 OF TIN IN QUEENSLAND. 

The most recent reports substantiate the fact that tin fields 
of unexampled richness have been discovered in the English 
colony of Queensland, Eastern Australia, the presence of the 
metal being detected over an area of 550 square miles. Mr. 
T. F. Gregory, the mineral land commissioner, states that, 
at the present time, only about 225 square miles of this area 
have hitherto been found sufficiently rich for working, but 
there are many instances of* tin being found in paying quan- 
tities beyond these limits. The physical and geological 
character of nearly the whole of the area described is that of 
an elevated granite table land, intersected by ranges of abrupt 
hills, the highest limits of which are about 8.000 feet above 
the sea, its eastern escarpment forming the water ehed of 
the Clarence river, the northern that of the Condamine, and 
the southwestern, the Severn and Mclntyre rivers. The por- 
tion of the district over which the deposits of tin ore are dis- 
tributed is that comprised by the water shed of the Severn 
river. The richest deposits have been found in the stream 
beds and fluvial fiats, the paying ground varying from a 
few yards to five chains in width, occasionally broken by 
rocky bars ; but even in these instances large deposits are 
frequently lodged in the pockets and crevices between the 
granite bouldem. 

The probable yield of ore is stated at ten tuns per lineal 
chain of the beds on the various creeks. In some instances, 
this has been found to extend to thirty tuns per chain. Re- 
garding the mineralogical character of the rocks, it is stated 
that the ore is associated only with granite which is invaria- 
bly red. The granite generally is coarse grained and seems 
to disintegrate rapidly under atmospheric influence. There 
are numerous bands of loosely aggregated rock, granitoid in 
in character, highly micaceous and traversed by bands and 
veins of quartz in all directions, in which the crystals of tin 
areabundant. No tin floors, as at the Elsmore mine in New 
SouthWales, have yet been discovered. 

As the lodes and veins have as yet been but very partially 
tested, it would be premature to give any decided opinion 
upon them. It is probable that they will prove a source of 
great wealth, and perhaps render Australia one of the first tin 
producing countries in the world. 
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A FEWGBATTJITOUB HINTS TO INVENTOBB. 

It often happens that the germ of an important discovery 
is contained in a short paragraph ; but as it is the early bird 
that catches the worm, so it is only the most alert reader that 
seizes upon the obscure fact and appropriates it to his own 
use. We have inserted a short notice of a number of dis- 
coveries which we hope to have brought back to us in ma- 
tured plans for their application ; but, for fear that some of 
them may have escaped the vigilance of our readers, we refer 
to them again in a more conspicuous manner by way of gra- 
tuitous suggestion. 

Has the cupro-ammonium solvent for cellulose been em- 
ployed on a large scale in the manufacture of artificial wood, 
water-tight paper, incombustible fabrics and the like ? The 
name may frighten many persons from paying the regard to 
this important reagent which it deserves. It is very easy to 
make it, as it is only necessary to keep strips of copper stand- 
ing in concentrated ammonia, occasionally shaking it to ad- 
mit the oxygen of the air. Oxide of copper is produced, which 
dissolves with a blue color in the ammonia and gives the re- 
agent sought. There is certainly a large scope for invention 
in the use of this material. Paper bags can be rendered im- 
permeable to water by immersing them for a few moments 
in cupro-ammonium and running them between rollers. They 
can then be substituted for parchment for many purposes. 
If numerous sheets of paper were to be similarly prepared 
and pressed together, thick layers of great lightness would 
result, which could be employed as a substitute for wood in 
architectural structures and interior decorations. By impreg- 
nating the wood paper with tungstate of soda, it would be 
rendered wholly uninflammable, and in this manner theat- 
rical decorations, and the packing surrounding steam pipes 
and boilers, could be made of it ; and in its fireproof form, it 
is capable of a wide range of application which the inventor 
must think out for himself. It is said that paper bands, 
nearly as strong as leather, can be made on the same plan. 
The cupro-ammonia paper would find application for roofing, 
water pipes, hats, boats, clothing, collodion ; and as all kinds 
of cellulose are attacked by this reagent, much waste ma- 
terial, such as seaweed, grass, sawdust, shavings and rags, 
could be applied to many purposes. It is a question whether, 
by combining cupro-ammonium and tungstate of soda, wood 
and timber could not be rendered fireproof as well as water- 
proof and otherwise indestructible. There is evidently a 
wide field for research in this matter, and it would be well 
for inventors to give it attention. 

There is another question which sometimes occurs to our 
mind, which is this : Are there any practical applications of 
thallium in glass making and otherwise? Lamy exhibited a 
specimen of thallium glass at the Paris Exhibition of 1867, 
possessing a higher index of refraction than anything of the 
kind that had been previously made. Since that time a con- 
siderable quantity of thallium has been found in the various 
stages of metallurgical processes, and enough material could 
be found if there was any call for it. The whole astronomic- 
al world is turning its attention to the use of the spectroscope 
in observations on the stars : and it is of great importance to 
employ a highly refracting medium. Lead glass answers a 
very good purpose ; but if thallium glass is better, it'ought to 
be tried. For optical instruments of all kinds, a new mate- 
rial of this character would always prove most serviceable. 
The employment of thallium in medicine and in colors is also 
a matter to be investigated. 

A third suggestion we have to make is in reference to new 
applications of copal. We have seen it stated that gum 
copal can be vulcanized, so that it becomes very hard and 
closely resembles amber, for which it can be substituted for 
many purposes. The vulcanized amber can be turned on a 
lathe and is said to possess great durability. In what way 
the process is accomplished has not been disclosed. It ap- 
pears to be worthy of examination. 

The above are some of the paths that might be taken by 
industrious students in their search for new applications, and 
we commend them as being worth pursuing. 



PB0FE8S0B AGASSIZ ON OTJB COLLEGES. 

Professor Agassiz has evidently no very high opinion of 
our educational institutions, and publishes his adverse views 
with characteristic freedom. He says our colleges are nothing 
but high schools, and that even Harvard is far from being a 
university; while the knowledge imparted is "the tradition- 
ary learning of the middle ages," and only "the dregs of 
scholarship." 

In common with all progressive lovers of science, Profes- 
sor Agassiz strongly advocates a freer scope being given to 
the study of nature. This branch of education should begin 
in childhood, and not nominally be taught in normal schools 
from text books which are often unsuitable. With regard 
to our system of popular education, he acknowledges that it 
is better than the European, but declares that the substance 
is wanting. 

It is probable that these ideas, from so eminent an authority, 
will give new impetus to the war of science against classics 
which, for some years past, has been waged in our colleges. 
That there is a strong and growing popular taste for science 
is amply evidenced by the interest manifested in the dis- 
courses of Professor Tyndall and the writings of other distin- 
guished savants; but that, at the same time, there exists, 
even among people otherwise well educated, an inexcusable 
ignorance in scientific matters, is equally true. That the 
latter is, in a great measure, due to the imperfections of our 
college courses, we consider there is little doubt, and we ad- 
here to the belief that, were the classics in our seminaries 
made subservient to the thorough study of the ordinary prin- 
ciples of science, the graduates would leave their books 
much better prepared to encounter the world. 



BBAFEB AND 1TNDALL ON THE INVISIBLE BAYS. 

To the Editor of the Scientific American: 

In your issue of February 1, you gave an abstract of Pro- 
fessor Tyndall's lecture on "The Invisible Rays," in which 
I find the following statements: "On both sides of the 
spectrum there is a copious overflow of rays which are in- 
competent to excite vision, but which, however, are able to 
agitate the molecules of certain substances so as to shake 
them asunder and produce chemical decomposition," and, 
further on, " it is shown that the heat radiated from the non- 
luminous portion is seven or eight times as great as from 
the luminous or visible." The latter proposition is illustrated 
by a well known figure in which the invisible rays are re- 
presented by a curve very large in comparison with a simi- 
lar line indicating the visible rays. In the same number of 
your journal you publish Dr. J. W. Draper's researches in 
actino-chemistry, in which the author says: "As Dr. Draper 
demonstrated the heating power of radiation to reside in all 
equally, whatever their refrangibility, so in this he proves 
the power to produce chemical changes to be manifested by 
rays of every refrangibility, different substances being acted 
on by different rays." The discrepancy apparently existing 
between the views of Drs. Draper and Tyndall, thus plainly 
indicated by the two articles from which the above extracts 
are made, has led me to obtain a more extended report of 
the investigations of the former physicist. The conclusions 
therein contained seem to me to be flat contradictions of 
Professor Tyndall's assertions, as proved by the following : 
It follows that the true distribution of heat throughout the 
spaces of the spectrum is equal, and that " the figure so 
generally employed in works on actino-chemistry to indicate 
the distribution of heat, light and actinism in the spectrum 
serves only to mislead. The heat curve is determined by 
the action of the prism, not by the properties of calorific radi- 
ations ; the actinic curve does not represent any special pecu- 
liarities of the spectrum but the habitudes of certain com- 
pounds of silver." 

Can you or any of your readers reconcile such completely 
opposite ideas? How is it that Professor Tyndall did not 
allude to so radically different a theory, of the existence of 
which he must have been aware, in the course of his lectures ? 
When such eminent and learned doctors disagree, it is indeed 
a question who is to decide. A Perplexed Physicist. 

Remarks by the Editor. — The discrepancy between the 
views of Dr. Draper and Dr. Tyndall, pointed out by our 
correspondent, did not escape the attention of scientific men 
during the visit of the latter to this country ; and the subject 
was frequently discussed by them without the friends of 
either party being able to reconcile the differences. Dr. 
Draper, we are told, is disposed to think that the spaces in 
and out of the spectrum measured by Dr. Tyndall were so 
small that the chance for error was « very close one, and he 
intimates that an error was probably committed. On the 
other hand, Dr. Tyndall does not appear to believe in Dr. 
Draper's results. We suspect that Professor Tyndall did 
not allude to the radically different theory, of which he was 
fully aware, partly because it might have been considered a 
breach of hospitality and partly because the rostrum of a 
public lecture is not the place for the discussion of such nice 
points of physics. The question is one which can only be 
determined by actual experiment. The learned doctors must 
repeat their observations, and, if they still disagree, let a 
high court of arbitrators appoint competent physicists to go 
carefully over the same ground and report the results to a 
scientific congress. We take the opportunity to say that, in 
our opinion, Dr. Draper has never received the credit that 
fairly belongs to him for his early researches in prismatic 
analysis. In the Philosophical Magazine, for May, 1847, and 
February, 1848, are contained papers " On Methods for the 
Prismatic Analysis of Substances," in which will be found 
foreshadowed Bunsen's application of the spectroscope to 
chemical analysis. Bunsen at first proposed to substitute 
prismatic analysis for flume analysis as an aid to qualitative 
chemistry. In this he had been anticipated by Draper, but 
Bunsen went further and discovered a new element; that 
event fixed the method beyond all possibility of being for- 
gotten, and Kirchoff clinched the matter by his magnificent 
researches in solar chemistry. Still it must not be forgotten 
that Draper pointed out this line of research fourteen years 
before Bunsen took it up, and that if he had not been loaded 
down with the cares of administration and the toil and 
drudgery of teaching, he too might have pursued it to such 
a degree of perfection that no subsequent doubt could have 
arisen as to his share in the great discovery. The present is 
a good time to revive these points of history, and to accord 
credit where it belongs. 



BAFIO TBANSIT IN NEW TOBK. 

The venerable Peter Cooper of New York has sent to 
State Senuur Ticmann a new scheme to secure rapid transit 
in New York, which consists in locating a double railway 
track in the second story of the buildings along the line of 
the route. On these tracks he proposes to place a string of 
light cars in the form of an endless belt, to be moved by 
endless ropes. There are to i.e just as many cars as are re- 
quired to move the vast num'.ers of people who are expected 
to patronize the work. The right of way is to be purchased by 
the corporation, to the stock of which, if placed in proper 
hands, Mr. Cooper engages to subscribe the sum of one hun- 
dred thousand dollars. 

Peter Cooper, as all our readers probably know, is one of 
our most highly esteemed, generous, and practical fellow 
citizens. He rarely recommends to others a scheme in 
which he does not himself liberally engage. He was the 
originator of one of the earliest locomotives ever built in 
this country, and from that machine down to and including 



the Atlantic Telegraph Cable, to which he was one of the 
original contributors, he has been an assistant in many high- 
ly useful and successful enterprises. The Cooper Union 
Buildings, which have now for several years afforded the 
most splendid opportunities for education, free of charge, 
to working people, by its evening classes as well as day 
privileges, was a gift from him to our city, and will ever be a 
monument to his fame. Whether his present plan fo rapid 
transit is ever brought into practice remains to be seen. 

Mr. Speer and friends, whose plan for the Traveling Side- 
walk was illustrated not long ago in the Scientific Ameri- 
can, are also applicants before tl: ■ Legislature for a charter 
intended to afford rapid transit to our citizens. They would 
like the privilege of erecting their improvements on posts 
over the present sidewalks on Broadway. The route is a 
good one. The plan of Mr. Cooper is somewhat analogous 
to this. The Traveling Sidewalk consists of an endless mov - 
ing belt, in the form of a floor, on which settees and chairs 
are placed. You step on board the floor and away you go, 
and step off wherever you like. No stoppages. 

Another new plan for rapid transit in this city is the "Mid- 
Avenue Elevated and Surface Railroad," of John B. Church, 
who proposes to erect a railway on iron columns in the cen- 
ter of some street to be selected for that purpose. He thinks 
that such a road can be built strong enough to carry trains 
and locomotives at a speed of thirty miles an hour, for three 
hundred thousand dollars per mile, the right of way being 
granted free by the authorities. This is lower than any es- 
timate we have heard of. The estimate, we believe, for the 
Gilbert elevated rail way, which.bythe way, it is said is shortly 
to be built here, is from seven hundred thousand to one million 
dollars per mile. The construction is substantially what Mr. 
Church proposes, that is, in the street, on iron columns. We 
think that Mr. Church will find that one million dollars per 
mile are more nearly correct figures than those he has given. 

Still another scheme for rapid transit is proposed by a 
party of citizens who desire to have some of their number 
receive authority from the State to manage the road, the 
money to build with to be supplied from the city treasury. 

Meantime, while these various plans are being talked 
about, the committees of both branches of the State Legis- 
lature have unanimously recommended the passage of the 
bill authorizing the Beach Pneumatic Transit Company to go 
ahead and complete their railway under Broadway. When 
this bill passes we shall have a practicable route authorized 
for an underground railway, the construction of which costs 
one million dollars per mile, the same as the elevated ; and 
it will be a valuable acquisition to rapid transit facilities in 
New York. In London the underground railway is very 
popular, and carries between fifty and sixty millions of pas- 
sengers per annum. 

«-••>-* 

SCIENTIFIC AND FBACTICAL INFOBXATION. 
PORTABLE DRY INK. 

At a recent meeting of the Frankfort Polytechnic Associa- 
tion, Professor Boettger exhibited a novel kind of ink, 
which is admirably adapted to take on journeys and explor- 
ing expeditions. White blotting paper is saturated with an- 
iline black and several sheets are pasted to form a thin pad. 
When wanted for use, a small piece is torn off and covered 
with a little water. The black liquid which dissolves out is 
a good writing ink. A square inch of the paper will give 
enough ink to last for considerable writing, and a few pads 
would be all that an exploring party need carry with them. 
As water is always available, the ink is readily made. 
to clean silver. 

Dr. Eisner says that hot water poured off potato parings 
or boiled potatoes is admirably adapted to clean silver. The 
objects can be easily rubbed by the fingers with the settlings 
of potato meal, and they become as bright as they usually do 
when rubbed with tripoli. The process is particularly ad- 
vantageous for engraved and raised objects, where the pow- 
der is liable to collect in the cavities. German silver and 
plated ware can be cleaned in the same way. Potato water 
which has become sour by long standing can be substituted 
for acids to clean copper vessels. 

new uses of hydrate of chloral. 
The hydrate of chloral, which is now made on a large 
scale, has been found to be useful for other purposes than 
the original one of a hypnotic. It is said to be an excellent 
antiseptic ; it stops fermentation and destroys germs that 
would be likely to develope in organic substances. One per 
cent of hydrate of chloral will prevent the decomposition of 
glue and albumen for a grrat length of time. Another use 
of hydrate of chloral is as a reducing agent. It is said to 
precipitate metals from solutions, and this property suggests 
its possible application in photography and for depositing 
metals. 

AN INDELIBLE RED INK. 

Dr. Eisner states that an indelible red ink can be pre- 
pared as follows : Equal parts by weight of copperas and 
cinnabar, both in fine powder and sifted, are rubbed up with 
linseed oil with a muller and finally squeezed through cloth. 
The thick paste can be employed for writing or stamping 
woolen and cotton goods, and the color remains fast after 
the goods have been bleached. The reds usually employed 
are not fast colors, and do not resist the action of bleaching 

agents. 

•_.•,-. 

THE TBANSIT OF VENUS. 
The planet Venus, it has been calculated, will apparently 
cross the disk of the sun on December 8, 1874. A full ex- 
planation of this important astronomical event, and of the 
nature of the knowledge which, it is expected, will be de- 
rived from its observation, will be found in Professor Young's 
excellent lecture on " Our Present Knowledge of the Sun" on 
' another page of this issue. 



) 1873 SCIENTIFIC AMERICAN, INC. 



130 



Scientific ^mmcim. 



[March i, 1873. 









SORTING CORK.FROMJHIE ROUGH BALES. 



ISL'liNING THE OUTSIDE OF THE COMMON CORK WOOD 






CORK TREE WITH BARK ON. 



THE CORK BOILING DEPARTMENT. 



CORK TREE PARTLY BARKED 





SCRAPING THE CORK WOOD AFTER BOILING. 



FACING THE CORK WOOD FOl: THE MARKET. 



COSK FEODTTCTION AWL MANUFACTURE IB SPAIN. 



COM CUTTHTG IH BFAIH. 

The recent political revolution in Spain, involving the vol- 
untary abdication of the throne by the late King Amadeus, 
and the almost unanimous adoption by the Cortes of a Re- 
publican form of government, imparts a new interest, for 
Americans at least, in the industrial resources of that won- 
derful country. Not least among these resources is the pro- 
duction of cork. 

The cork tree is found in its wild state in the south of 
Portugal, Africa and Spain. In the latter country the pre- 
paration of the bark for foreign markets is one of the sta- 
ple industries, furnishing labor and subsistence to a large 
proportion of the population. 

The tree is a peculiar kind of oak, and the cork is the soft 



cellular interior bark, lying just inside the exterior woody 
covering. It is removed by making several longitudinal 
clefts up and down the trun'i, and then girdling the latter 
with horizontal incisions. This operation is not performed, 
however, until the tree has attained a certain age, generally 
fifteen years, and the first crop is employed only for inferior 
purposes. Seven years afterwards the tree will have an- 
other coating of bark, which is stripped and used for making 
corks, and so on every five to seven years, according to the 
quality of the ground. The tree does not suffer from the 
process of scraping as it generally lives from one to two 
hundred years. 

Between the cork and the free, there is another bark that 
is used for tanning; bat this is only removed when the tree 



is cut down. It is a carious fact that if any portion of this 
inner coating be destroyed, further formation of the cork on 
the injured spot ceases. After the layers of the cork are 
stripped, they are inspected and assorted, according to their 
sizes and quality, those of the finest texture being of the 
greatest value. The inferior portions ure generally sorted 
out, their crust burnt off and sold mostly for floats, thus 
receiving the name of fishing cork. The better qualities arc 
first boiled and scraped, and then blackened over a coal fire 
tho object being to make the surface smooth, and at the 
same time to conceal flaws. Some varieties, generally the 
best, are faced in order to exhibit the fineness of their tex 
tore. All these various processes will be found graphically 
depicted in engravings given herewith. After being for 
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warded to the warehouses, the largest slabs are cut into 
pieces of about three and a half feet in length, eighteen 
inches in width and ranging from one half inch to three 
inches in thickness. Drying and packing in bales weighing 
one hundred and fifty pounds each follows, and the cork is 
ready for exportation. 

From five to twenty- fire cents per pound is the unual 
price paid by the cork cutter in this country for the rough 
material as it arrives in the bale. It then undergoes another 
assorting, and a thorough steaming, in a chest designed for 
the purpose, the latter process softening the cork and ren- 
dering it easy to cut. To divide the substance special ma- 
chinery is employed. Rapidly revolving circular knives are 
used, which cut by a drawing motion.as crushing strokes sim- 
ply break the cork or cause it to crumble. The workman 
sitting in front of the machine places a piece of cork of suita- 
ble size in a revolving spindle by which it is firmly held. 
This spindle is raised a measured distance and the edges of 
the cork come in contact with the rotating knife, which 
smooths them off and leaves its work in a perfectly cylindri- 
cal form. Another method is to place the rough bits of cork 
in grooves on the circumference of a wheel which, working 
automatically, carries each piece to a point where its ends 
are received by a small lathe. The cork is then revolved 
slowly while a large circular knife removes a thin shaving, 
thus giving it the necessary taper, and a surface as true and 
smooth as if sand-papered. As fast as a cork is finished by 
the automatic lathe it is released and another substituted in 
its place. 

Every portion of the material is utilized, either as stuffing 
for cushions or life preservers, or as a non-conducting sub- 
stance for placing between walls or floors of buildings to 
deaden sound. 

It has been estimated that it would require 4,000 men to 
be continually at work to supply New York alone with corks, 
if all had to be made by hand. There are at present 60 
Manufactories in the United States, cutting and supplying 
corks to the value of $2,250,000 per year. 



TEXTILE FIBERS UNDEB MICROSCOPE. 
The present large demand for textile fabrics has led, not 
only to the discovery and application of new fibers, but also 
to several improved methods of disintegrating old rags that 
the fibers may be respun and used, either by themselves or 
in combination with new material. Wool thus treated is 
called shoddy, and its use has long been a common practice 
with makers of the lower qualities of woolen cloth. But as 
yarns are now spun for the making of mixed fabrics, wool, 
silk, cotton, and linen are so intimately blended that they all 
appear in the same thread, and a close examination with the 
microscope is necessary to detect the presence and the pro- 
portion of any of the four. Using a power of from 100 to 
150 diameters, we observe, as in the engraving, the scaly 
hairs of wool, W, the smooth thread of silk, S, the cylindri- 
cal fiber of linen, L, or the spiral one of cotton, C, the colon 
of these varying considerably. When the presence of all ot 
any of the four has been observed, a further test may be 
made by adding a drop of the ammonia te of peroxide of cop- 
per ; by this salt, silk and cotton will be immediately de- 
stroyed, linen will gradually follow, and wool only will re- 
main, its fibers being slightly increased in size. Concentra- 




OUB PBESEHT KNOWLEDGE OF THE BVK. 

Professor C. A. Toung concluded the annual course of lec- 
tures before the American Institute by an interesting and 
able discourse on the above topic. Modern science traces to 
the sun almost the whole range of terrestrial activity. We 
can easily follow out the solar action in our winds and no 
less easily in our waterfalls. The pumps that raise water 
to the hills are in the sun. The power that is expended in 
intercepting water in its downward flow is at the expense of 
solar fires. In a more remote way we may trace to the sun 
the steam power which is derived from fuel. The very force 
with which we move our limbs, the sound of our voices, even 
the power of mind, the impulses exerted in forming thought, 
in exciting emotions, are sun-derived, when traced to their 
ultimate source. 

DISTANCE OP THE SUN. 

The first point to be ascertained in relation to the sun, or 
indeed to any of the heavenly bodies, is its distance from the 
earth. The method of actually measuring the intervening 
space which can be most relied upon is by means of- the tran- 
sit of Venus. The planet will meet the eastern side of the 
sun's disk near the northern edge and will pass obliquely 
across. In Fig. 1, A and B represent stations on opposite 

Fig. 1. 



ted sulphuric uciu will dissolve ilie wool, producing a red 
color. The next step in the investigation is to determine 
whether some or all of the fibers of the wool have been pre- 
viously used. This is shown by the differences of the dyes, 
as the microscope enables the observer to discriminate be- 
tween indigo, purpurine, madder, aniline, and any other dye- 
stuff that may have been used, and worn fibers show traces of 
the bleaching to which they were submitted before being 
treated for a second process of manufacture. Another test 
for old fibers is the irregularity of their diameters, and the 
disappearance, in places, of the surface scales. A still fur- 
ther method of detection is the application of a lye of potash 
or soda, which attacks old wool with a rapidity to which new 
material is inaccessible. 

To ascertain the proportion of old fiber in any mixed fab- 
ric, the threads should be laid as nearly parallel as possible. 
A power of from 20 to 50 diameters is sufficient to enable 
the investigator to count the fibers, the relative number of 
each being shown by the appearances above described. The 
chemical tests already mentioned will reveal at once the com- 
position of the fabric to a careful observer. But there is ob- 
viously room for an improved method of distinguishing the 
different materials, and the importance of the interests en- 
gaged in the manufacture will probably induce the scientific 
world to bestow some attention on the subject. 

-m-ft-m 

Turpentine to be good should be as clear and white as 
water, of a strong penetrating smell, and very inflammable. 




sides of the earth and a a portion of the earth's orbit. V is 
the planet Venus and v a portion of its path. . C D"and E F 
represent the apparent paths of the planet across the sun's 
disk. Fig. 2 shows the track of Venus moro clearly. The 
upper and dark circle represents the planet as seen from 
the southern hemisphere, and the lower light circle, the 
planet as seen from the northern. The arrow shows the 
direction of the motion. The problem is to measure the dis- 
tance between the center of the black dot on the great face 
of the sun to the edge of the latter with the utmost accuracy. 
An error of a hundredth part of a foot, at a distance of about 
40 miles, would be fatal to any increase of the accuracy of 
our present knowledge. 

STATIONS OK THE EARTH. 
The earth must be regarded as seen from the sun the mo- 
ment when the planet strikes the disk of the sun, provided 
an observer on the earth were at its center. At that moment 
we must suppose ourselves transported to the sun, looking 
toward the earth. This will show the apparent path of the 
shadow of Venus upon the earth. Stations are selected 
around the edges of the world, all along in Japan, Kamschat- 
ka, Siberia, China and Siam in the northern hemisphere, 
and in New Zealand and some islands in the Southern Ocean. 

methods and instruments employed. 
In measuring this distance, there will be three different 
methods pursued. The old fashioned way was to note when 
the planet strikes the sun and when it leaves it, from which 
we may know the number of hours it takes to pass across the 
disk of the sua. Thus at the northern station we have the 
length of the chord which it passes over, and the same at the 
southern station ; and knowing the length of the two chords 
it is not difficult to compute the distance between them. Sir 
George B. Airy, the Astronomer Royal of England, is dis- 
posed to rely mainly upon that method. But there are great 
difficulties with it. The main difficulty is this : A bright 
object looks to the eye larger than its real size ; and a dark 
body projected upon it looks smaller than its real size, so that 
it is difficult to determine the precise moment when the plan- 
et enters upon the sun's disk. 

Fig. 2. 



is by photography. The English will use a common tele- 
scope, driven by clock work, with an eye piece to enlarge the 
image of the sun to about four inches in diameter. With 
this they will from moment to moment take photographs of 
the solar disk while the transit is going on, and they will 
afterward measure those photographs. The objection to this 
method is that the eye piece used to enlarge an otherwise 
too small image almost invariably produces a certain amount 
of distortion. The round image will not be round on the 
glass or paper, and it is very difficult to allow for that distor- 
tion. They propose to photograph with the same apparatus 
a scale of equal parts, putting up a board perhaps as long as 
this r.i >in, with laths nailed upon it at equal distances, to be 
photographed, and thus they propose to calculate, by com- 
parison, the distortion of the different parts of the field of 
view. The Germans will use a telescope of the same kind 
and an eye piece of the same kind ; but at the focus of their 
telescope they will place a piece of glass ruled with fine lines 
into squares. These will be measured beforehand very cam- 
fully, and the image of the sun and these ruled lines beisn 
photographed together, if there is any distortion it wH 
affect these little squares precisely as it affects the sun ; and 
they need only refer their measure to the nearest lines of this 
network to get an accurate result. 

The best plan will be that pursued by the French and the 
Americans and by Lord Lindsay's party from England. The 
telescope will be 80 or 40 feet long — it need not be very large 
in diameter — and the image will be large enough not to re- 
quire enlargement. Of course such a telescope would be 
very unwieldy if mounted in the usual way ; and the method 
proposed is to put the telescope horizontally, perhaps in a 
tunnel underground to protect it from currents of air, Though 
that is not essential, and to throw the image of the sun into 
the object glass by means of a flat mirror. In this case " flat " 
means a great deal. It is very difficult to make a mirror flat ; 
and that is the difficulty in this method. The mirror must 
be so flat that at no point shall the curvature equal a radius 
of 18 miles. 

national expeditions. 

Russia -will establish 25 stations in her Siberian dominions. 
France will send expeditions to Palestine, the Red Sea, Pekin 
and Japan, the island of St. Paul, New Caledonia, and pos- 
sibly to the Sandwich Islands. The Germans will send to 
the Falkland islands, McDonnel's Island, and Eerguelen's 
Island, in the southern hemisphere. The English will send 
to Oahu, to Roderick's Island, to the Falkland islands, and 
to Alexandria, in northern- India. Lord Lindsay will send 
a private expedition to Mauritius. The United States will 
Fig. 8. 




Another method, which will be used mainly by the German 
astronomers, is to measure the position of this spot from 
time to time in reference to the edges of the sun's disk by 
means of the heliometer, an instrument by which we can 
measure very accurately the distance of the little round spot 
from the edge of the bright circle on which it will be shown. 
The other method, which will be used by all the nations, but 
will be mainly relied upon by the French and the Americans, 




send out eight parties; four to Japan and China, and the 
other four to New Zealan d, the Falkland islands, Van Diemen's 
Land, and possibly Eerguelen's Island. 

illustrations of the sun's distance. 
At present we consider the distance of the sun from the 
earth to be 92,000,000 of miles, with a margin of error of 
about 500,000 miles. It would takearailroad train 263 years 
to move from the sun to the earth ; so that if the Pilgrim 
Fathers had started from the sun at the time they started 
from England, by a train whose only stopping places would 
be Mercury and Venus, they would not have arrived yet. It 
would take a cannon ball, going at full speed, about nine 
years to make the journey. Light takes eight minutes. 
Sound, if it could be carried over the celestial spaces, would 
be fourteen years on the way. You know, continued the 
lecturer, that if you touch a part of the body, one does not 
feel it instantly. If you touch the hand of any one with a 
pin, it will be an appreciable part of a second before he will 
feel it and draw his hand back. Now if I had an arm long 
enough to reach to the son, and should put my fingers into 
the solar flame and burn them there, it would be one hun- 
dred years before I should find it out, and another hundred 
years before I could remove my hand. 

dimensions and density of the sun. 

Once having found out the distance of the sun, it is very 
easy to find out its diameter, which is about 860,000 miles. 
If the earth were represented by a ball 2J inches in diameter, 
the sun would require a ball of 18 feet in diameter, which 
would just about lie between this stage and the ceiling. If 
the earth were placed at the center of the sun, the moon 
would be so far inside the sun's surface that there would be 
almost room for another moon beyond, the distance of the 
moon from the earth being 240,000 miles, and of the surface 
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of the sun from its center, 430,000 miles. In bulk, the sun 
is a million and a quarter times larger than the earth ; that 
is, it would take that number of earths rolled into one to 
make up the bulk of the sun. It would not take that num- 
ber to make up the weight of the sun, for the sun is lighter, 
bushel for bushel, than the earth. It weighs about 825,000 
times as much as the earth.- With that enormous mass, the 
force of gravity must be 28 times as great as on the surface 
of the earth ; so that the weight of an ordinarily heavy man 
on its surface would be about two tuns. 



THE HEAT OF THE SUN 

is estimated by French physicists to not greatly exceed that 
of the electric arc, being, perhaps, once and a half or twice 
as great. Secchi, on the other hand, estimates it at 2,000,000° 
Fahr., and Ericsson at from 6,000,000° to 7,000,000'. Sir 
John Herschel illustrates the quantity of heat given out by 
the sun, as determined by his experiments, as follows : Sup- 
pose ice should be formed into a rod forty -five miles in di- 
ameter, and that rod of ice should be darted at the sun with 
the velocity of light : if all the heat of the sun could be con- 
centrated upon the point of that advancing javelin of ice, it 
would never approach the sun, for the point would melt off 
as fast as it came. Or we may put it in another way : Sup- 
pose we should build a railroad from here to the sun, and 
should take to it two and one quarter miles square of solid ice, 
carrying it clear by the moon. Mercury, and Venus, and if 
we should concentrate upon that the heat of the sun, it would 
take just one second to melt it, and in seven seconds it would 
be volatilized, changed into steam, and invisible. 

TDE ORIGIN OF SOLAR HEAT 

has been attributed by some to chemical combinations, but if 
the sun were of solid coal, it would have been completely 
burned out in 5,000 years, giving out heat at the present rate. 
The proper view is that its heat is maintained by the influx 
of matter. As meteors fall upon the earth, several millions 
in a day, so they fall into the sun, millions of millions per 
day, and contribute to the solar heat. But that does not 
account for it all. Another cause, I doubt not, is the con- 
traction of its volume. If the sun were to contract one hun- 
dred and twenty feet in radius, or two hundred and forty 
feet in diameter, in a year, that would account for all the 
heat it gives off. Bodies may give off heat without growing 
colder. If we freeze a pail of water, it gives off heat while 
it is freezing, but the thermometer will indicate no fall of 
temperature until it is all frozen. So it is quite likely that 
the gases in the outer surface of the sun will enter into com- 
binations With each other, dissociating and uniting in other 
forms, and emitting heat in the combination. 

THE PHYSICAL APPEARANCE OP THE SUN 

in the telescope is like a mass of clouds, or rather curdled 
milk or cotton wool. It is much darker on the edge.-:, which 
is a very important point in explaining its constitution, and 
there are also numerous bright streaks, called f aculte, besides 
the solar spots. Mr. Nasmyth thinks that these irregular 
forms resemble willow leaves. I have not seen that, but I 
have seen in the sun what seemed irregular masses, dark 
spaces, and here and there apparently little holes. 

The bright spots, called f aculae, are elevations on the solar 
surface. But the most remarkable objects on the surface of 
the sun are the spots ; they are far more striking than the 
f aculie, and this before you (pointing to the diagram) may be 
taken as a good example or type of such spot, fairly formed 
and well established. In the center of it is a dark spot look- 
ing like a hole. The holes are not usually uniformly dark ; 
there are usually little bays formed in the surrounding 
region ; the edges of these are sharply defined, with no shad- 
ing. Around this center, called the umbra, there is a wide 
border called the penumbra, almost invariably darker toward 
its outside edge, and striped radially. This hole — the umbra, 
if it be a hole — is so large that the earth might be dropped 
through into it without touching its edge. It is over 12,000 
miles in diameter. The faculae are always very numerous 
near the spot. Where the faculae comes to the edge, there 
is a little projection. As to the nature of the 

SUN SPOTS, 
it is absolutely certain that the dark centers are depressed 
below the solar surface, but whether they are holes through 
to the body of the sun is another question, but they are 
cavities when the spot is first formed. You do not see the 
umbra, but the penumbra. To talk of temperate zones in a 
body as hot as the sun seems strange, but the spots are found 
in the temperate zones. They are not common in the sun's 
equator, or more than 30° from the equator. Rare examples 
have been found at 40° or 45° from it. 

VARIATIONS OF SUN SPOTS. 

The most curious thing about them is that they are not 
equally frequent in different years, and are regular in their 
irregularity or periodicity. After appearing in great force, 
they become infrequent for three years ; then they gradually 
increase in number until, in about ten years from the first 
period or maximum frequency, they are again abundant. 
Sometimes as many as 400 or 500 separate groups of spots 
have been remarked upon the sun in a single year, and again 
there is a year when spots are few, and there may not be 
more than 80 or 100 in a year ; so that in the year of maxi- 
mum spot-frequency, the number is four times as great as 
on the year of minimum frequency. The cause of this is not 
yet known, but it is surmised that it is connected with the 
motions of Mercury, Venus and Jupiter, though it is probably 
due to a periodical boiling over of the vast caldron. When 
we examine the sun with the spectroscope, we find outward 
motion. Under the cloudy surface there is an ocean of liq- 
uid, and slags are formed in this ocean, and there is a blow- 



ing out of matter which gives rise to the penumbral phenom- 
enon. There is undoubtedly an underfeed from the outside 
toward the center, but whether by a rush downward from 
the center of the spot, I cannot say. The English astrono- 
mers believe it is from the outside atmosphere to the center 
of the spot. 

Professor Young then proceeded to explain and illustrate 
by diagrams on the screen, the solar prominences and their 
spectra. Fig. 3 is a representation of the sun with chromo- 
sphere and prominences, showing the relative magnitudes 
of the latter as compared with the sun, and also their num- 
ber. Tile inner circular line is the boundary of the sun 
proper as distinguished from the chromosphere. The re- 
mainder of the lecture was devoted to the description of 
eclipses and the lecturer's observation of phenomena, the 
details of which have already appeared in our columns. 
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Extraordinary Parhelia observed Tat Independence. 

Mo. 

To the Editor of t/ie Scientific American: 

The inclosed diagram represents phenomena that occurred 
here on Saturday, January 25, at 9 o'clock A. M. In order 
that it may be better understood and more highly apprecia- 
ted, it will be necessary to give some few points of descrip- 
tion. 

A is the place of observation ; S the sun, E D a circle 
around the sun, or rainbow ; F G is what we term the first 
reverse circle or rainbow ; H I is a second circle or rainbow, 
whose brilliancy is cut short by the bright silvery belt, I) B 
C E, which extends the whole heavens around, from east to 
west, in a plane, the hight of the sun, and parallel to the 
plane of the horizon, having its origin in the two dazzlingly 
brilliant sun dogs, or false suns, b b; J K is the second re- 
verse rainbow, which was the most brilliant of all. The 
observations A B and A C, are west, and point to two very 
bright sun dogs, b' V, which seem to correspond to D E in 
the east, d and d' are in the north and south, and quite 
bright also. But what is more singular, two more are at c c. 




butthey are much the same as the others, except h b, in color, 
being bright and silvery ; and 'emanating from each, at right 
angles, are the silvery bright streaks shown in the figure, 
which neither absorb nor are absorbed by the semicircle, H 
I, but cross and produce the remarkably beautiful figure as 
seen in the misty clouds that morning. J K is a remarkably 
brilliant rainbow. E O is not so brilliant in the rainbow as 
J-K, but is made dazzlingly bright at the point of contact 
with E D, by the two streaks from c c. Part of the circle, 
E D, is very brilliant, and H I is nearly as distinct, if not 
more so. The two sun dogs, b b, were fiery red around the 
edges, and some colors of the bow attend, which made them 
dazzlingly brilliant. One very singular thing about it was 
the appearance of the entire upper part of the figure in a 
plane, horizontal to D B C E, instead of in a vertical one, as 
is usually seen in rainbows. The background for the streaks 
proceeding from cc was a dark hazy blue, somewhat deeper 
than a sky blue. 

The segment of the arc, J K, was apparently 90° ; that of 
H I, 125°. Radius of H I seemed about 1,000 feet ; J K, 750 
feet ; F G, 375 feet, and E D, 500 feet. The citizens here de- 
sire you to give or explain the philosophy of every part of 
the whole thing, either through your columns or by private 
letters. As we think it would be a very interesting matter 
to many of your readers, we hope you will insert the dia- 
gram and an explanation in your valuable paper. 

The sky was, generally, slightly cloudy, hazy, and misty, 
and the earth was, and had been for some time, deeply cov- 
ered with snow. 

Will you please explain, particularly, the reversion of 
these rainbows ? Some parts we understand, but what we 
want is an explanation of the whole thing as it was seen. 
The extreme upper part of the figure was east of a vertical 
line, and the whole was northwest of the sun's position. 

D. M. Woodson. 
Independence, Mo. 

Remarks by the Editor. — When the sun is seen in a 
clear sky, the luminous disk is visible to us without any atten- 
dant phenomena ; but if the air is loaded with moisture, or there 
are other favorable conditions, a great variety of phenomena 
present themselves and become the subject of investigation 
and study. The name halo is given indiscriminately to the 
circles which appear around the sun and the moon, and, for the 
purposes of precision, it has been proposed to call the rings 
about the sun " parhelia," and those about the moon, " para- 
selene. " The parhelia witnessed at Independence were of 



rare occurrence, and we can only give the explanation of the 
phenomena that has been propounded by Newton and ac- 
cepted by other philosophers. In cold weather, when parti 
cles of ice are floating in the higher regions, the sun is some- 
times surrounded with the most complicated rings, circles, 
and mock suns, formed at the points where these circles in- 
tersect each other. Sir Isaac Newton considered the rings as 
produced by the light passing through very small drops of 
water, in the same manner as colors are produced by thin 
plates. Descartes supposed that the halos were due to refrac- 
tion, through crystals of ice and snow floating in the air. 
The same view was taken by Ms.riotte, Young, Cavendish, 
and Brewster. In order to explain the larger halo. Dr. Young 
supposes that the rays which have been once refracted by 
the ice prisms fall on other prisms, and the effect is doubled 
by a second refraction, so as to produce a deviation of 90°. 
This explanation is not accepted by Brewster, who thinks 
that the external halo may be produced by the refraction of 
the rectangular terminations of crystals. All parties agree 
that such phenomena as were observed at Independence, Mo. , 
are due to solid particles of ice floating in the higher regions 
of the air, and that refraction through ice prisms is the prim- 
itive cause. The air has been unusually charged with frozen 
water this winter, and an extraordinary number of halos, 
around the moon as well as around the sun, have been ob- 
served. On Lake Superior, the sun has been known to sink 
below the horizon and then to come up again to view, owing 
to a sudden change in the refracting medium through which 
the light passed. At Independence there was an unusual 
number of mock suns; but the other features of the parhe- 
lia were the same as have been pictured and described in 
works on natural philosophy. In fact, our correspondent will 
find in Brewster's " Treatise on Optics," two diagrams, one 
of parhelia and the other of paraselenoe, witnessed in 1G30, 
which coincide very closely with the drawing shown by our 
engraving. The explanation of the whole set of phenomena 
is, therefore, resolvable into this, that the light was doubly 
refracted by ice prisms floating in the air, the sun being at 
a convenient hight above the horizon to produce the best ef- 
fect. Experiments to prove the accuracy of this theory have 
been prepared and shown in the lecture rooms of professors 
of physios; and until a better explanation is offered, we pre- 
fer to abide by the above decision. 

A Brilliant meteor In Massachusetts. 

To the Editor of Vie Scientific American : 

I notice in your journal mention of meteors seen in Mason 
City, 111. , and in England, and the perusal calls to my mind 
a very sharp flash seen on the evening of January 11, 1873. 
It was caused by a large bull of fire, about the size of a 
bushel basket ; it fell in Tyngsboro', Mass., some or 7 
miles from Lowell, on the Boston, Lowell, and Nashua Rail- 
road. The Hash was seen some twenty-five miles all around, 
and a dull rumbling sound was heard. It fell near or upon 
the railroad track, just in advance of an approaching pas- 
senger train, and caused quite a panic among the passengers, 
for a short time, until the conductor could satisfy them that 
there was no danger in proceeding. \V. II. R. 

Lowell, Mass. 

•-<•>-«. 

Tree Transplantation. 

To the Editor of the Scientific American : 

On page 37 of your current volume some one says; "Most 
persons make a fatal mistake in trimming trees when trans- 
planted. Never cut off a limb or a twig till they (the trees) 
have a secure foothold." 

This advice, in the Scientific American, at onre be- 
comes a powerful influence. Whatever affects the tree- 
planting interest is of national importance ; and I think I 
can show by reasons sufficient, as I could by the experience 
of all successful tree planters, that the advice referred to is 
radically wrong, and should read : "Always cut down the top 
of a tree transplanted, so that the relative proportion be pre- 
served between roots and branches." 

A tree to secure a foothold in its new bed must make a 
new growth of wood both at the top and root; otherwise 
death results in all cases after transplantation. Most trees 
lose, in transplanting, the larger portion of their roots; 
how does this operate when the top is left of full size and 
untrimmed? The leaves come out full with the advent 
of spring ; and it lakes all the nourishment supplied by the 
remaining roots to support the leaves, and no new wood is 
made. 

If the top of the tree is cut down and the leaf buds de 
stroyed, then, of necessity, in order to put forth leaves, there 
must be a new woody growth ; when this occurs, there is al- 
ways a corresponding root growth, and thus a foothold is se- 
cured. Many trees, like the sugar maple, only make wood 
during a brief period in spring; consequently, if transplant- 
ed with ever so much care after this season, they invariably 
die. 

A tree which continues making wood during the entire 
season, like the willow and locust, can with care be trans- 
planted at any time ; but it may be set down as a rule, with 
but few exceptions, that deciduous trees should only be 
transplanted when bare of leaves, and then the top left must 
be proportioned to the root. 

To further illustrate the fallacy of the no trimming theory, 
suppose that in putting out cuttings, as of the cotton wood 
or willow, a top was left. Does any one suppose that a new 
root would be formed ? It is the growth of the now top that 
is accompanied by new root growth ; in fact they are insep- 
arable. The everywhere popular white elm and sugar 
maple, although exceedingly difficult to transplant success- 
fully with large tops, will generally live and grow if every 
branch is cut off and the short bare poles only set. E.H.R. 
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A Spider Balloon. 

To the Editor of the Scientific American : 

If a description of a spider balloon will be of any interest 
to your readers, I will endeavor to give you particulars of 
one that I saw on the 10th of last October. It was a very 
calm and pleasant day, and not a breeze disturbed the still 
waters of Lake Seneca. In company with others I was cross- 
ing the lake, and when near the center one of the party no- 
ticed and called our attention to a small wake, caused by the 
moving of some insects ; and with some difficulty we succeed- 
ed in gaining a point where we could see that they were 
spiders, three in number, gliding at a rapid rate over the 
smooth surface of the water; and we were much surprised 
to see a single thread, the size of a knitting needle, extend- 
ing in the air to the hight of thirty feet, at an angle of sixty 
degrees, terminating with an enormous balloon-shaped web. 
I should think that it was eight feet long and five feet wide, 
with stays fastened to the main thread, something similar to 
those of a balloon ; and it was managed, apparently, by an in- 
numerable number of these insects stationed at proper inter- 
vals. Wishing to obtain a closer view, we undertook to 
approach it ; but when we were within a fe w feet, it began 
to rise, though the last spider, which proved to be about the 
size of a house fly, was brought back by the stroke of an oar. 
The balloon went onward and upward until it was lost to 
sight. Whether this is a mode of travel peculiar to spiders, 
and how the balloon is kept in its proper shape, I am at a 
loss to know ; and I should be glad to have an opinion. 

Rock Stream, N. Y. C. F. HATHAWAY. 



Heating of Journals. 

To the Editor of the Scientific American : 

I take great interest in reading the various articles in your 
paper, especially under the head of " Answers to Correspon- 
dents." I have watched the discussion lately in regard to 
running and standing balance, and last week I was called to 
look at an engine which was heating in the journals of the 
main shaft to such an extent that water had to be used to 
cool them off. I found the fly wheel about -J of an inch out 
of truth edgeways, the key being imperfectly fitted. The 
shaft was about 7 feet long and 5 inches in diameter, and the 
wheel, 10 feet in diameter. After properly fitting the key 
and trueing the wheel, I found the tendency of the shaft to 
" wobble " had disappeared ; and after a few days of careful 
usage, the engine ran quietly and the bearings were cool. 

C. C. C. 



Spinning Cotton In the South. 

To the Editor of the Scientific American: 

In your issue of January 25, a correspondent from Aiken, 
S. C, mentions the necessity for a machine to spin cotton, 
that can be operated by the same power which gins the cot- 
ton in the Southern States. 

This reminds me that, about thirty-five years since, some 
one introduced in this section a machine worked by hand, 
which ginned the cotton and spun it into yarns. These ma- 
chines were usually placed in the hands of slaves and soon 
became worthless. Now is it not possible that some scien- 
tific mechanic might so enlarge and improve this machine as 
to make it available for the purpose suggested 1 

Warthen's Store, Ga. JOHN H. Walker. 



Powder veraua Dynamite. 

The explosive power of dynamite as compared to that of 
blasting powder is 2 1 to 1, that is to say, the same quantity 
if dynamite will do 2 J times the work of powder. At the 
calamine mines of Chrzanow, the working effect of each 
hewer, driving in hard dolomite rock, is in an eight hours 
shift 6'5 cubic feet with dynamite against 3 '5 to 4 cubic feet 
with powder, and when using the former each man can bore 
and fire three holes of 16 inches against two with powder. 
The explosion of dynamite is very sudden, and the rock is 
far more shattered by it, without being projected, as is the 
case with powder. At the tin mines of Graupen, in Bohemia, 
dynamite only shows a decided advantage when deep bore 
holes can be used, but it is unquestionable that in water-bear- 
ing rocks, when a charge of dynamite has never failed when 
judiciously treated, it is considered as much safer than 
powder. When sinking a round shaft of 12 feet diameter at 
the Britannia colliery, near Mariaschein, in Bohemia,through 
a bed of very hard and tough clay, another explosive, 
"haloxyline," was employed. Three holes of 30 to 40 inches 
were bored in the bottom of the shaft, and inclined to the 
sides of the shaft with an angle of 60 \ They were charged 
each with 3 '5 ounces of haloxyline,and fired simultaneously by 
electricity, when the whole mass of the rock, about 226 cubic 
feet, covering the area of the shaft, and to the depth of the 
holes, was so completely shattered that it could be easily 
removed. 



— ♦f* 

A New Paper. 

Iron, the Journal of Science, Metals and Manufactures, 
is the name of a new first class weekly paper, of large size, 
which made its appearance in London, on the 1st of January. 
It is devoted chiefly to iron-producing interests and iron man- 
ufactures, including also other metals. The numbers before 
us give evidence of marked ability in the editorship of every 
department, and the paper promises to be a most valuable 
addition to the ranks of scientific and special journals. 

An old colored minister, in a sermon on hell, pictured it 
as a region of ice and snow, where the damned froze through- 
out eternity. When privately asked his purpose in repre- 
senting Gehenna in this way, he said : " I don't dare to tell 
dem people nuffin else. Why, if I were to say dat hell was 
warm, some o' dem old rhumatic niggas would be wantin' to 
■tart down dar de bery fust frost I" 



How to Search for Metals. 

SEARCHING FOR GOLD. 

The paying localities of gold deposits are the slopes of 
the Rocky and Alleghany Mountains. Gold need not be 
looked for in the anthracite and bituminous coal fields, nor 
in limestone rock. It is seldom found in the beds of rivers. 
The thing itself is the surest indication of its existence. 
If soil or sand is washed, and the particles of gold are not 
heavy enough to remain at the bottom, but float away, the 
bed will not pay. 

Along streams rather high up among the mountains, and 
in the gravelly drift covering the slopes of the valley below, 
are the best prospects. Where the stream meets an obsta- 
cle in its path, or makes a bend, or has deep holes, there we 
may look for " pockets " of gold. Black or red sands are 
usually richest. Gold-bearing rock is a slate or granite 
abounding in rusty -looking quartz veins, the latter contain- 
ing iron pyrites or cavities. Almost all iron pyrites and sil- 
ver ores may be worked for gold. When the quartz veins 
are thin and numerous rather than massive, and lie near the 
surface, they are considered most profitable. Few veins 
can be worked with profit very far down. As traces of gold 
may be found almost everywhere, no one should indulge in 
speculation before calculating the percentage and the cost of 
extraction. Gold hunting, after all, is a lottery with more 
blanks than prizes. 

The substances most frequently mistaken for gold are iron 
pyrites, copper pyrites, and mica. The precious metal is 
easily distinguished from these by its malleability (flattening 
under the hammer) and its great weight, sinking rapidly in 
water. 

SEARCHING FOR SILVER. 

This metal is usually found with lead ore and native cop- 
per. Slates and sandstones intersected by igneous rocks, as 
trap and porphyry, are good localities. Pure silver is often 
found in or near iron ores and the dark brown zinc blende. 
The Colorado silver lodes are porous at the surface and col- 
ored more or less red orgreen. Any rock suspected of con- 
taining silver should be powdered and dissolved in nitric 
acid. Pour off the liquid and add to it a solution of salt. 
If a white powder falls to the bottom, which, upon exposure, 
turns black, there is silver in it. Silver mines increase in 
value as in depth, whereas gold diminishes as we descend. 

SEARCHING FOR COFFER. 

The copper ores, after exposure, or after being dipped in 
vinegar, are almost invariably green on the surface. They 
are most abundant near trap dykes. The pyrites are general- 
ly found in lead mines, and in granite and clay slate. Cop- 
per very rarely occurs in the new formations, as along the 
Atlantic and Gulf borders, and in the Mississippi valley south 
of Cairo. 

SEARCHING FOR LEAD. 

Lead is seldom discovered in the surface soil. It is also 
in vain to look for it in the coal region and along the coast. 
It must be sought in steep hills, in limestone and slate rocks. 
A surface cut by frequent ravines, or covered by vegetation 
in lines, indicates mineral crevices. The galena from the 
slate is said to contain more silver than that from the lime- 
stone. The purest specimens of galena are poorest in sil- 
ver ; the small veins are richest in the more precious metal. 
A lead vein is thickest in limestone, thinner in sandstone, 
and thinnest in slate. 

SEARCHING FOR IRON. 

Any heavy mineral of a black, brown, red, or yellow color 
may be suspected to be iron. To prove it, dissolve some in 
oil of vitriol and pour in an infusion of nut gall or oak 
bark ; if it turns black, iron is present. If a tun of rich 
magnetic ore costs more than $4 at the furnace, good hema- 
tite more than $3, and poor ores more than $1.50 or $ 2, they 
are too expensive to pay, unless iron is unusually high. Deep 
mining for iron is not profitable. Generally speaking, a bed 
of good iron ore, a foot thick, will repay the cost of strip- 
ping it of soil, etc., twelve feet thick. Red and yellow 
earths, called ochers, contain iron. Magnetic ore is easily 
found by a compass. — Underground Treasures, by Professor 

James Orton. 
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[Dental Coemo8.1 
Treatment of Exposed Dental Pulps. 

BY DB. C. I. FEANCIB. 

If, by any unlucky turn of the excavator,' a healthy 
pulp gets suddenly uncovered and wounded, there is no 
necessity for destroying its vitality. Proper care and 
gentle treatment will almost invariably save it. Indeed, 
we have but to prevent inflammation by keeping away irrita- 
ting agents, and the pulp will soon heal by first intention 
and deposit a sufficient amount of calcif erous matter to fill 
the breach, and thus protect itself. Now let us see how 
this may be accomplished. If the tooth is aching, apply 
just sufficient carbolic acid to allay the pain ; then cover 
with a small cap of note paper, and carefully fill with a tol- 
erably thick paste of oxychloride of zinc. This has been my 
method for several years, as has been repeatedly stated and 
published. I have found, however, that though protected 
in this manner, pulps would sometimes become irritated by 
the application of the zinc, thus endangering their vitality. 
Recently I have overcome this trouble, and now have little 
fear of such danger. After applying the carbolic acid, and 
carefully mopping out the excess with a bit of soft spunk, I 
cover one side of the paper cap with a solution of balsam 
of fir with chloroform, and place it gently over the wound. 
The chloroform quickly evaporates and leaves a smooth, 
glossy coating of soothing balsam, which perfectly protects 
the pulp and holds the paper snugly in its position. The 
coating cannot be permeated by the muriate of zinc, and con- 
sequently bids it defiance. 



Having given reasons for using the balsam, let us consider 
the benefit derived from the use of the paper " cap." Cut 
from note paper, it is smooth and of just the thickness to be 
manageable, and is the best substance of the same bulk for 
protecting the pulp from thermal shocks that can be used. 

As for the zinc, its office is purely mechanical. It simply 
makes a good, firm cover to the pulp, and a floor or founda- 
tion for a gold filling. Some individuals seem to imagine 
that oxychloride of zinc possesses some medicinal virtue that 
acts with magic influence upon an exposed pulp. No such 
thing! Despite its "antiseptic properties," it tends to irri- 
tate wherever applied, and endangers the vitality of any 

pulp that it touches. 

»^o>«. 

Aerial Navigation. 

M. Hannel, Ingenieur des Arts et Manufactures, lately 
presented to the French Aeronautical Society some observa- 
tions upon the flight of birds, which are worth noticing. 
He assumes that, during normal flight, the speed of the cen- 
ter of movement of the wings is constant, and equals 115 
meters or 3 J feet per second. This center of movement is 
situated on the line which divides the triangle representing 
the wing in two equivalent parts. The weight which a bird 
can support without fatigue, may increase, according to cir- 
cumstances, up to one half of its own weight ; the mean 
value is equal to one fourth of its weight. The total load, 
that is to say, the weight of the bird, increased by the 
weight that it can carry, is thus, on an average, equal to five- 
fourths its proper weight. The relation between the total 
load and the breadth of wing is x— y log. 500, or,3!_ y 2 ' 69897 . 

In this formula x represents the total load expressed in 
kilogrammes, and y the breadth of the wing in meters. 
A kilogramme is 22 lbs., and a meter is 11 yards nearly. 
This formula can be applied to insects as well as to birds. 

Supposing this formula to hold good for all bodies passing 
through the air, and carrying with them their motive power, 
the application of it can be made to a man or a machine. 
For a machine weighing 3 '5 tuns, the spread of wing should 
be 26 feet, and 6 yards for a man weighing, with the 
necessary appliances, 220 lbs. 

The conclusions of M. Hannel have been discussed by a 
large number of the Society, who in the majority do not 
agree with them. They have been compared with those of 
M. Harting, according to whom the weight increases accord- 
ing to the cube of the lengths of the wings, modified by a 
coefficient which varies with different kinds of birds. M. 
Hannel and M. Harting do not consider the weight and 
spread of wings in the same manner, and they do not adopt 
the same speed. Besides, M. Hannel assumes a constant 
speed in the center of motion, an assumption which has 
not been proved mathematically. 



Improvement In the 



manufacture of Sul phurlc 
Acid. 

The platinum vessels employed for the concentration of 
sulphuric acid are extremely costly. £ small portion of the 
platinum is moreover constantly dissolved, and represents a 
money loss of considerable importance. Manufacturers 
have, for these reasons, long sought for a less costly material 
to replace the platinum. In 1844 M. Kulhmann, of Lille, re- 
marked that the temperature of boiling sulphuric acid at 66° 
Baume, when, instead of being subjected to atmospheric 
pressure, it was kept almost in vacuo, was reduced from 
325° to 190 or 195°. Now lead is not attacked by the acid at 
a temperature below 200 or 205°. 

M. de Heuiptume, a manufacturing chemist of Molenbeek- 
Saint-Jean-les-Bruxelles, has succeeded in establishing, on a 
commercial footing, a process of concentration in lead vessels 
and in vacuo. 

The vacuum is made to the degree desired by the conden- 
sation of steam injected into a cast iron boiler in communi- 
cation with the concentrating vessel. 

According to the calculation of M. Heuiptume, the concen- 
tration of one bottle of sulphuric acid, weighing 220 lbs. .costs 
17 '4 cents, if effected by the platinum process, and 9 '46 
cents if his vacuum method be adopted. The gain there- 
fore, resulting from this latter system would be 7 '94 cents 
per bottle, or 44 per cent. 

-»«•>» 

The Purification of Rivers. 

Mr. J. J. Lundy, of Edinburgh, Scotland, recently pub- 
lished a pamphlet on the above topic, in which he proposes a 
plan which will take, from foul water, impurities of every 
kind, whether of sewage or of manufacturers' and dyers' 
waste waters. 

The substance used is a peculiar kind of animal charcoal 
made from any substance which is not bone. It is stated to 
be not only a powerful decolorizer but has peculiar powers 
of absorbing not only organic but also inorganic substances, 
while it is from twenty to fifty times cheaper than ordinary 
bone charcoal. 

In carrying out the method proposed by the author, of 
using this material, the sewage is caused to fall into a bed of 
sand which lies on a thinner bed of gravel, under which lies 
a bed of the charcoal. After passing through ano.her layer 
of gravel, the liquid goes upward through more charcoal 
and flows over into a bed of sand. It is thus thoroughly 
filtered and purified. 

The charcoal after use may be laid aside in the open air 
without causing any smell, and in a little time will recover 
its original power, or it may be reburnt or distilled with 
great profit, as the whole of the nitrogen taken from the 
sewage would pass over in the distillation as ammonia, ac- 
companied by other valuable products. 



THE production of musical sounds from magnets, by Dr. 
Page, was effected in 1837. 
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CULINABY BOILEE. 

We leave the question to housekeepers generally whether, 
in all the varied routine of the kitchen, there is anything 
more extremely disagreeable — soul-trying we might say — 
than to elevate a heavy kettle from the range and pour off 
the water from its contents, thereby scalding one's fingers 
or, in an unguarded moment, dumping the cooked articles 
into the sink. With the presumption that the universal res- 
ponse will be that there is not, we present an illustration of 
an invention which, by the simplest possible method, does 
away with the whole difficulty. 

Here is a large kettle having a curved bale, A. Within is 
a smaller vessel, 8, having a cover and bale, the lower 
part of which, C, instead of being solid, is perforated. This 
inner kettle has a flange around its top so that it fits closely 
into and on the outer vessel. 




Water is placed in the large kettle, and the thing to be 
cooked in the small one, which, of. course, is tightly covered, 
and set down in place. Then, when the boiling is finished, 
the inside kettle is lifted by its bale and hung by a hook to 
a swivel attached to the bale of the outer vessel in the posi- 
tion shown in our engraving, and there it is left until its 
contents are properly drained or steamed. 

Ruth Russell, of 182 Union street, New Bedford, Mass. , is 
the lady to whom the credit of this excellent little invention 
is due, and from her further particulars may be obtained. 
Patented January 2, 1872. 

o-i+ i m 

Statue of Ellas Howe, Jr. 

The model for the statue of the inventor of the sewing 
machine, Ellas Howe, which is-to be placed in the Central 
Park in this city, is now complete. It is the design of Mr. 
Ellis. The work is eight feet in hight and the tall figure 
stands erect, the weight of the body resting on the left foot. 
In the right leg a certain stiffness is noticeable, and the knees 
are closer together than perfect proportion sanctions. These 
peculiarities, however, belonged to Mr. Howe's physique, and 
demand recognition in any honest portrait of him. The 
right hand holds a walking stick, the left a broad brimmed 
hat. The costume is simply a reproduction of that of the 
ordinary man of business in the upper walks of life. The 
long and many-ringleted hair, which constituted so impress- 
ive a chevelure, is exceedingly well rendered, and the coun- 
tenance expresses that intrepidity, obstinacy, patience, hon- 
esty and hope which sustained the inventor of the sewing 
machine through the quarter of a century through which he 
toiled to obtain permanent success. The statue is to be cast 
in bronze in Philadelphia, and is to be ready in May next. 
Three bas-reliefs are to adorn the pedestal. One of these is 
to illustrate the misery of the pre-sewing machine needle- 
woman, as indicated in Hood's " Song of the Shirt." The 
second will show Elias Howe, Jr., in his workshop ponder- 
ing over his first machine. The third will indicate the per- 
fected instrument under the easy manipulation of the aver- 
age worker. These bas-reliefs will adorn three sides of the 
pedestal. An inscription will probably find place on the 

fourth. 

■ ■♦» m 
magnetic Iron. 

Magnetic iron ore, or " magnetite," received its name in 
early times from its magnetic properties. A mass of the ore 
influences the needle at a great distance. The magnetism of 
the ore is polar, the same side which repels one end of the 
needle attracting the other, and vice versdwith the other side. 
It crystalizes in the cubical system, the octahedron and 
rhombic dodecahedron being common forms. It occurs in 
Sweden, Norway, the Ural Mountains, etc., and on a very 
much smaller scale in England. In the southeast corner of 
Dartmoor, a band of this kind of ore deranges a compass as 
It is carried past its vicinity, and sailors say that there is a 
place in Cardigan Bay where, on passing a reef of rocks, the 
needle is influenced, and set oscillating. A large mass of 
this deposit in the southeast extremity of the Island of Elba 
has a similar effect ; in Sweden, too, deposits are discovered 
by means of this property. Meteorites frequently contain a 
percentage of iron greater than magnetite, associated with 
nickel and chrysolite in some cases ; but the rarity of their 
occurrence precludes them from being classed as iron ores, 
by which term wc understand a mineral containing iron in 
sufficient quantity to be economically and advantageously 
extracted. 



OSCILLATING PUMP. 

The accompanying engravings represent a new form of os- 
cillating pump, the novelty of which consists in the use of a 
section of a hollow cylinder, oscillating on its longitudinal 
axis, in connection with a stationary packing and suitably 
arranged valves. By this construction it is claimed that in- 
creased efficiency of working parts is obtained, and that the 
usual boring out and much of the necessary fitting, incident 
to pumps of this class, are dispensed with 




Pig. 1 affords a perspective view of the device, and Fig. 2, 
a representation of the interior portions. A and B are the 
two sections of the shell or outer casing, each provided with 
a flange and bolted together to form an oblong cylinder with 
closed ends. C is the induction chamber, in which are valves 
opening upwards. The leather forming these valves is in 
one piece, passing over the abutment, E, thereby packing the 
joint between it and the shaft, F. Q is a plate supported on 
springs in a groove in the abutment and serves to hold the 
leather in close contact with the shaft. H is a sectional hol- 
low cylinder connected to the shaft, F, by plates through 
which are ports, closed by the valves, 1 1, opening upwards. 

The joint between the sections, A and B, is packed with 
leather, the inner edges of which are turned up as shown at 
J J, and, resting against the periphery of the cylinder, H. 
serve also as packing between said cylinder and the casing, 




K is the discharge opening leading from the air chamber 
formed by the upper portion of the section, A The outer 
ends of the shaft, F, are squared to receive a handle, as 
shown, by which the cylinder, H, is caused to oscillate in its 
bearings. By this means, through the action of the valves, 
1 1, the water is drawn into the interior of the cylinder, 
whence it passes through the opening, L, and finally escapes 
from the discharge, K. 

The invention, as is evident from the illustration, is very 
simple in construction. The cylinder, H, is turned off with 
great facility, and as the two sections of the case arc cast 
separately, each in a single piece, little is required beyond 
attaching the lower valves and bolting the flanges together. 



By removing the top section, the entire working parts are 
exposed for examination and repair. 

Patented November 12, 1872. For further information ad 
dress Messrs. Murrill & Keizer, machinists, No. 44 Holliday 
street, Baltimore, Md. 



HEW GTBOBCOPE GOVBBWOK. 
The accompanying plan of a recently invented gyroscopic 
governor, which we find in Engineering, is simple in form and 
very sensitive in action. The device is contained in a casing 
in which the steam from the boiler enters, as shown. Mo- 
tion is obtained from the bevel gearing, the horizontal wheel 
of which is keyed to a spindle which passes through the top 
of the case. This spindle is made in a single piece with the 
tubular portion represented as extending down into the pipe 
through which the steam passes. The upper end of this tu 




bular casting is closed, and being caused to fit tightly, by 
the pressure of the steam, against the lower extremity of 
the socket through which the spindle enters the casing, a 
steam-tight joint is obtained without employing a stuffing 
box. 

A brass sleeve, sliding freely on the tubular casting has 
formed in it a number of ports which, when the sleeve is in 
a certain position, correspond to similar orifices in the cast- 
ing. When the two sets of ports correspond, the steam has 
clear passage to the engine, but as the sleeve is raised the 
apertures are more or less closed until the steam way is shut 
off altogether. Upon a spindle which passes transversely 
through the sleeve and casting, is mounted a heavy " flyer," 
of the form shown in the cut. The spindle is attached to 
the sleeve and rises- and falls with it, oblong holes being 
made in the casting to allow of such motion. At the center 
of the spindle is a quadrant which gears in a rack inside the 
tubular casting. 

Suppose the various parts to be in the position indicated 
by the dotted lines, and the steam way full open. When the 
governor is set in motion, the flyer will become nearly hori- 
zontal, and in assuming such position will cause the spindle 
and its qua irant to partially rotate. The effeet is to cause 
the latter to climb up the rack, lifting with it the spindle 
and consequently the flyer and sleeve. This motion, of 
course, closes the steam ports to a greater or less degree. It 
will be seen that the principle of the device is to oppose the 
constant weight of the flyer and sliding sleeve to the centri- 
fugal force. 

m * ♦» ■ 
British Iron Manufacture In 18T2, 

According to Iron, the most noteworthy events connected 
with the British iron manufacture, for 1872, were the prac- 
tical introduction in England of two American inventions 
by which the business is being rapidly revolutionized. We 
allude to the Rotating Puddling Furnace of Samuel Danks, of 
Cincinnati, Ohio, and the Chemical Puddling process of James 
Henderson, of New York city. 

The latter consists in treating the molten iron with fluorine, 
by which all impurities are quickly eliminated. The com- 
mon cinder ore, which the ironmasters in this country 
have heretofore been accustomed to haul out at much ex- 
pense and throw away, will, when remelted and Henderson- 
ized, yield fifty-five per cent of the very finest quality of 
iron. The great masses of this refuse, which surround the 
vicinity of nearly all iron works, are, by this new process*. 
converted into deposits of precious value. One establish- 
ment in this country is said to have enough of this refuse at 
its doors to yield a profit of six millions of dollars over all 
expenses of re-working. The Henderson process produces 
pure iron, no matter what may be the impurities of the pig, 
whether phosphorus, sulphur.manganese, carbon or silicium. 
Even from iron pyrites the process brings out pure metal. 

Ebony wood weighs eighty -three pounds to the cubic foot ; 
lignum tit®, the same; hickory, fifty-two pounds; birch, 
forty-five pounds ; beech, forty ; yellow pine, thirty-eight ; 
white pine, twenty-five ; cork, fifteen ; and water, sixty-two. 



The Managers of the Nashville Industrial Exposition an 
nounce their third annual display, to take place during the 
whole of the month of May, 1878. Buildings have been 
erected specially for this exhibition, and the departments 
have been increased iu number and extended in range. For 
further information, so<> our advertising columns. 
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WOW-BAD IATIKG STEAK EHGIWE. 
The illustrations which we herewith give have been pre- 
pared for tho inventors, Messrs. Moy & Shilly, by Mr. N. 
P. Burgh, and show the machinery as fitted in a 17 tun 
yacht. We wish it to be understood, says The Engineer, 
from which we quote, that for the present we prefer to re- 
serve all expression of opinion as to the merit of the in- 
vention other than is contained in the statement that the 
principle adopted by the inventors is apparently consistent 
with the conditions essential to obtaining high economy of 
fuel. The difficulties which the inventors will have to con- 



tend with lie in devising such a mode of construction as will 
prevent the engine from being destroyed by the high tem- 
perature and excessive dryness of the fluid by which it is 
worked, which fluid is essentially what has been well termed, 
by the late Professor Bankine, " steam gas," which is a very 
different thing from ordinary saturated steam. 

It will be seen that the engine proper is constructed on 
the compound principle, with'two cylinders. These, with a 
portion of the boiler, are made in one casting. The heating 
surface is supplied by a number of horizontal s tubes pro- 
jecting from that portion of the boiler which surrounds the 



cylinders. The boiler and cylinders are together included 
within an iron casing lined with fire brick, which also in- 
cludes the furnace, as will be readily understood from a 
glance at our engraving, and the course taken by the pro- 
ducts of combustion, will be easily comprehended. By thus 
putting the cylinders in the boiler, and the whole boiler in 
the furnace, radiation of heat is of course practically pre 
vented, and for this reason the title of non-radiating engine 
has been selected by the inventors. 

The engine we illustrate is nominally 10 horse power, but 
it is anticipated that the efficiency of the steam will be so 



PfflJNT 



SECTIONAL PLAN 




NON-RADIATING COMPOUND STEAM ENGINE. 
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great that it can be worked up to 100 indicated horse power. 

The high pressure cylinder is • inches in diameter, and 
the low pressure cylinder 15 inches in diameter, the stroke 
of the pistons being 12 inches, and their depths or thickness 
6 inches, because the lowest working pressure of the steam 
is 200 lbs. on the square inch, and the highest pressure, 400 
lbs. on the square inch in the small cylinder. It will be 
noticed that the pistons have no rings or springs, but grooves 
are formed in them to keep them tight on a well known prin- 
ciple. .[Patented by Wm. S. Gale, of New York city, July 
21, 1857.] The cylinders have wrought iron liners for the 
purpose of renewal and strength. 

The steam valves are cylindrical, with the ports cut out as 
required ; the steam or cut-off valve is fitted in the larger or 
exhaust valve for the high pressure cylinder, while, for the 
low pressure engine, two single cylindrical valves are used — 
half cut in two for the exhaust. Mr. Burgh has had some 
experience, he informs us, in the working of those valves, 
and, with careful proportions, they answer well under steam 
of high pressure. 

The next features worthy of notice in the arrangement are 
the dimensions over all, in proportion to the indicated horse 
power. The diameter of the boiler or casing inclosing the 
cylinders is 2 feet 5$ inches, and the total depth from the 
dome to the stuffing boxes is 3 feet 3 inches. The tubes are 
each If inches outside diameter, 2 feet long, and 144 in total 
number, making an area of 122 square feet heating surface 
for the tubes only, to say nothing of the surface of the cylin- 
der casing, to which the tubes are secured. 

Another matter the inventors claim is that, in large vessels, 
the stoking, with inverted engines, is on the second deck, or 
it may be often on the weather deck, so that hot stokeholes 
low down in a ship are eliminated. 

It will probably be found in practice that the heating sur- 
face provided is too small ; but let opinions on the subject of 
proportion be what they may, it is certain that the scheme, 
as a whole, is sufficiently novel and promising in numerous 
respects to entitle it to the prominence which we have giv- 
en to it. 

^ ■#>»-♦ 

Salt Water for New York City. 

New York city, it is well known, is almost surrounded by 
salt water, as it occupies a tongue of land, some fourteen 
miles long and about a mile broad, the sea water flowing up 
along both sides. The city is at present supplied with fresh 
water, for extinguishing fires and all other purposes, by the 
Croton Aqueduct, 42 miles long, which conducts the Croton 
river into the city, But this supply is becoming rather in- 
adequate, especially in cases of fires, and the idea of using 
the river water is now being studied. 

A meeting of the municipal Committee to consider plans 
on this subject, was lately held. One proposition was to 
provide a series of floating fire engines to patrol around the 
city, and throw up water from the docks when required. 

Thomas Miller's plan was that water should be drawn 
from the river and forced into a column or receiver by a pair 
of heavy duplex pumps. The water would be carried into 
the sewers by the overflow when the column was full, and 
when the pumps were working at full speed the thirteen 
inch supply pipe would provide more water than the 22^ 
inch fire nomle could draw off. A house would be built 
around the base of the column for the purpose of keeping 
hose carts ready for use at any time. The upper part of 
the building would be reserved for the use of the employees. 
The streets could be excavated, pipes be laid from the river 
and the whole plan be carried out within eight months, at a 
cost of from $160,000 to $180,000. 

William Nelson, Jr., proposed that pipes should belaid 
from river to riyer every ten streets below Fourteen thstreet, 
beneath the surface of the river, so that there would always 
be a supply of water. The cost would be about $10 a foot. 

Captain Hugh McKay submitted a plan whereby salt water, 
as the tide ebbs and flows, may be forced into towers or 
reservoirs, placed on the wharves. 

^ «s>»-^ 

A. Simple Method of Warming Greenhouse*. 

The London Orocer suggests that greenhouses, containing 
half-hardy plants and in which no regular method of heat- 
ing exists, may be warmed even during a hard frost by light- 
ing and distributing a dozen or so common oil lamps, at con- 
venient localities. In selecting these lamps they should be 
ohosen with vases large in proportion to the size of the flat 
wick, in order that they may continue burning all night 
without refilling or other attention. It will be readily under- 
stood that, whether one or many lamps are used, the total 
amount of heat given off is proportionate to the quantity of 
oil burned, provided the combustion is complete. And in 
using a lamp, all the heat of combustion is utilized ; none 
goes up the flue as with stoves or fire places. * 

The same journal, we notice, refers to Pratt's Astral Oil as 
a very carefully and skilfully refined petroleum product. As 
this material, in addition to other advantages, possesses that 
of safety, it would be especially suitable for use as above de- 
scribed. 

^ «t>»-^. 

Sweden is taking her place among inventive nations. 
Some very ingenious and useful inventions have recently 
been sent to this countiy to be patented. Daring the 
past week we have filed in the Patent Office applications 
from two different parties, natives of Sweden, and have 
since received instructions to prepare a third case, the latter 
the invention of a Swedish lady, residing in Stockholm. 
— ■». « 

A Labge Water Wheel. — A correspondent, R. H. D., 
reminds us that there is at Rockville, Conn., a breast water 
wheel 65i feet in diameter and 10 feet wide. 



Cheap Postage Coming. 

We recently chronicled the passage of a law abolishing the 
franking privilege, as a result whereof a reduction of post- 
age was expected. We are glad to say that the House of 
Representatives has recently passed a bill reducing the post- 
age on all letters from three to two cents. We earnestly 
hope that the Senate will also pass the bill, so that it may 
become a law. 

The bill also provides that newspapers shall be prepaid at 
the office where mailed. 

— ^^t>«^B>»^t— ^^— 

The Way the Foreata Go, 

Some idea of the vast extent of the lumber trade and the 
rapidity with which our great forest trees are being consumed 
may be had if we notice the products of a single saw mill in 
Michigan, that of A. W. Sage & Co., in the Saginaw Val- 
ley. This firm does business in Brooklyn, N. Y., and in 
several other cities. The mill alluded to cuts and turns out 
as high as 370,000 feet of lumber in a single day. Five en- 
gines and eight boilers, yielding six hundred horses power, 
together with the services of 300 men, are required. The 
buildings are very extensive, lighted with gas, and supplied 
with every convenience for work that ingenuity can suggest. 
■»-»***. 

Danes' Rotary Puddler. — At a late meeting of the Na- 
tional Association of Iron Manufacturers at Philadelphia, 
Mr. Samuel Danks addressed the members in regard to the 
practical benefits of his rotary puddler. He has lately re- 
turned from England, where, after encountering considera- 
ble opposition, he succeeded in introducing about fifty of 
his furnaces, with a prospect that his invention will be gen- 
erally adopted. In the United States, these furnaces are in 
successful operation in Cincinnati, Chattanooga, Tenn., 
and at the Millville Works, Pittsburgh, where a new mill 
has just been added at an expense of $500,000, intended to 
contain five of these furnaces. 



Ten Thousand Reapers and Mowers a Year from one 
Concern. — The new reaper and mower works of McCormick 
and Brother, at Chicago, at the junction of Western Avenue 
and Blue Island Avenue, occupy an enclosed spaceof twenty- 
three acres. In 1847 they made 500 machines ; but they now 
manufacture 10,000 machines per annum. The present 
buildings cover three sides of a square, are five stories high, 
have a front of over 1,000 feet in length, and there is also a 
three story middle building. On the lake and canal, the works 
have a front of 1,800 feet. 

m ■#» m 

The Bar at the Mouth or the Mississippi. — E. E. R. 
writes to say that Mr. C. W. Stewart is in error as to the 
number and inefficiency of the dredge boats employed in 
keeping a clear channel through the bar. Only two boats 
are employed, and the channel is kept free to a depth of 17 
feet at mean low water. 

■ m it>i m ; . 

At a recent meeting of the Royal Astronomical Society, a 
paper by Mr. Hind was read, relating to the solar eclipse of 
the year 2,151, which, it appears, will not be total in London 
though very nearly so. It will be total, however, in Shef- 
field. Mr. Dunkin suggested the possibility that no consid- 
erable proportion of those present would see the eclipse in 
question ; and the meeting appeared to agree with him. 

■ -«-•«»-• 

The navigable balloon of M. Dupuy de Lome, the distin- 
guished French engineer, is varnished with a composition 
made up of 3 equal parts of gelatin, glycerin, and tannin, 
dissolved in 12 parts of pyroligneous acid. The varnish 
has been on fourteen months and is in perfect condition. 

-~*0^m 

If the total length of railroads in all countries is 146,248 
English miles, as has been computed, it is not surprising 
that their maintenance, together with the new construction, 
takes more than half the iron production of the world. Eu- 
rope has 48 per cent and America 47 per cent of the whole. 
•_•#•-» 

Not only will the repeal of the franking privilege save so 
much, directly, to the Department, but it will lead to the 
suppression of a large portion of Congressional printing, 
heretofore ordered by Congress. 



The Commissioner of Patents has granted a patent to 
George C. Campbell, for putting a mixture of corn meal and 
rye meal into a package, as a new article of manufacture. 



Facta Tor the Ladies.— Mrs. D. W. Torrance, New York, uses ;rhe 
Wheeler ft Wilson Lock-Stltcb Machine for her own family sewing, and be- 
sides doing her housework, earns more than a dollar per day as pastime. 
Bee the new Improvements and Woods' Lock-Stitch Ripper. 



WHEBE AHD HOW TO ADVERTISE. 

The value of advertising Is so well understood by old established business 
firms, that a hint to them Is unnecessary ; but to persons establishing a new 
business, or having for sale a new article, or wishing to sell a patent, or find 
a manufacturer to work It : upon such a class, we would Impress the Impor- 
tance of advertising. The next thing to be considered Is the medium 
through which to do It. 

In this matte discretion Is to be used at first ; but experience will soon 
.determine tha papers having the largest circulation among the class of 
persons moe , likely to be Interested In the article for sale, will be the 
cheapest and bring the quickest returns. To the manufacturer of all kinds 
of machinery, to the vendors of any new article In the mechanical line, and 
for proposals for all kinds of engineering works, we believe there Is no 
other source from which the advertiser can get as speedy returns as through 
the advertising columns of the Soixktifio Ajubic ax. 

We do not make these suggestions merely to Increase our advertising pat 
ronage, but to direct persons how to Increase their own business. 

The Buiaii'ifio Axibio ah has a circulation of more than 49,000 copies per 
week, which la probably greater than the combined circulation of all tha 
other papers of Its kind published In the world, and ten times (Tester than 
that of any other publication of Itsclssa. A business man wants something 
more than to see his advertisement In a printed newspaper. He wants cir- 
culation. If It Is worth 96 cents per 1 e to advertise In a paper of three 
thoasaad emulation. It la worth 18.75 per line to advertise In one of forty- 
fire thousand. 



PATEHT OFFICE DECISIONS 

IMPBOVMKHT I» BILLIAmo TABLB8.— OOU.INDIB VS. SXIFnTRz-nraBTU- 

avoi. 

. i's.hap.Pltcatlon Is filed for a mechanical patent for construction, and if 
iSFVSSJ!?* whlch i Pftent has been granted can be produced only V that 
and the at "if " m,ertere,lce should le declared between the application 

Thaobib, Acting CommUHontr ; 

fJ?ii"„i ,a ™ appea i lfromad ,? cl " 1 , on J P f the Examiner dissolving the Inter- 
ference. The main reason for the dissolution Is that an interference Is lm- 
iesPen betweel1 * n application for a mechanical patent and a patent for a 
The decision of the Examiner dissolving the Interference Is overruled. 

rxpsovxaiirr in habvistbbs.-chas. e. dioxikbox.-ixtfjcsiok. 
... W i , „ e .^^* M, P eeo '. a 5 atentna i hl,dlt reissued, and the Inventor has 
In « P te«foVo"ferSjin.?. ,,e "*" °' "" re "' Ued patent ' he C " not h " e 
Thaohib, Acting Commtuioner: 

i- I ?i?? S . D,c r' la > oa assigned to J. R. Parsons all his right In the patent "and 
ft,*ii e ^ n 41!?n'JS 1 lK rei '* ue " > . f the same." In May*1871, Parsons surren- 
"^.Ski^S?!*- 'he new Patent being granted to nlm as assignee. • 
•..££?. 1 lm t0 , "PPl* for a ? extension, applicant has obtained from 
SfJ!S°* a "-transfer ofone half his Interest In the Invention. He petitions 
ill 5SS, eX K t ^ n ". l0,, °f the orte'oal patent, and bases his right to the saie on 
•Sd ViSf. iS at .ii!. r t 1 " ue J' a " obtained without hU knowledge and consent, 
USiiJffi 1 " "everhas taken an Interest therein. If this was the fact the 
application would be proper, and the prayer of petitioner, the testimony 
being sufficient, might be granted. 

mJSJ f e !X' a !" 1 ?? n !S nt t0 TJlckinsoH, however, Parsons transfers to him 
„.£ni "SSSihS bal J part S? mT entlre Interest In said invention and letters 
Enin..™?..^"?.'™- " N ow. the only patent In which the assignor had 
£L n l er fS t j a Ai he i lme o' making the Instrument was the reissue obtained 
kS ?■! 1 " ]' "evident, therefore, from the terms of the assignment, that 
b Jii h .f./i ra,l "' er . tl,< i a, " l8 5 ee became Invested with a one half Interest in the 
J? _Sf?. p . a . te - nt - Judge Blatchf ord, In Potter r«. Brauntdorr. 7 Blatchford, 
V\'.7Jk ere 'J* extenslonofan old patent which had been reissued was de^ 
£?«? J.. I "J!".*. 1 ' decision 1P<M> the fact that the original patentee had 
8JJ2. . a HS5ff d !? "» reissue or acquired any title thereunder. This Is set 
rortn so distinctly as to authorize the conclusion that the conversemust be 
X.J ?ST that '"■ " ™ e 'ayeator by any act of his own has adopted the reissue. 
2. • an J way assented thereto, the extension of the original patent would 
BLSZ . T h . e Porehase by the original patentee of an Interest In the re- 
i„.™7 patent stamps the act of surrender and reissue with his approval ; an 
assent In words could not be stronger. 

..i "iTf- . .™ 6 ^? toe conclusion, therefore, that the extension of the origi- 
ns patent in this case would be Invalid, and the prayer of the petitioner 
must consequently be denied. 

DECISIONS OF TEE COTJETS. 

United state* Circuit Court— Southern District or 

New York. 

T ^i2?°, lfOTlTlt ****** SAFBTT TRUCK COUP AXT VS. TH« BBIB BAILWAT 
tO»MOTl'v« PAT * 1 * T ° r *" '" **"*• »»»BUABY U. 1868. 'OB TBUCIS FO» 

[In Equity.— Before Blatchford, Judge.— Decision December 90, 1878.] 
Blatchfobd, Judge : 

This suit Is founded on letters patent granted to Alba F. Smith, February 
11, 1862, for an* 'Improvement In trucks for locomotives." * 

The claim Is : 

" The employment, lu a locomotive engine, of a truck or pilot wheels, 
fitted with pendent links to allow of lateral motion to the engine, 
as specified, whereby the drivers of said engine are allowed to remain cor- 
rectly on the track, In consequence of the lateral motion of the truck al- 
lowed for by said pendent links, when running on a curve, as set forth." * 

ThelBSuels as to thenovelty of the Invention. I order to determine this 
question, It Is necessary to clearly see what Invention Is claimed In Smith's 
patent. 

He does not claim laterally moving trucks— that is, trucks with laterally 
swinging bolsters. Nor does he claim pendent links, by themselves. Lat- 
erally moving trucks applied to railroad cars which had at each end one of 
such trucks, free also to awlvel around a king bolt which connected the car 
to the truck and passed through the center of the swinging bolster, which 
was the center of the truck, were old. The specification so admits. But 
Smith's Invention, as claimed, Is for the use In, and the combination with, 
a locomotive engine— that la, ^structure having at Its rear end, not a swlv- 
ellng truck, but non-ewlvellngftrlvlng wheels, w'th axles rigidly attached 
to the body of the engine— of a swlvellng pilot or leading truck, provided 
with pendent links to allow the forward part of the engine to move later- 
ally over the track when the truck and the driving wheels are not together 
In a straight track, whereby the forward part of the engine can move on- 
ward In a line tangent to a curve, while the axles of the driving wheels are 
parallel, or nearly ao, to the radial line of the curve, and the axles of the 
truck wheels also become parallel to the radial line of the curve, because 
the truck Is made to swivel around the king bolt by the action of the rails 
on the flanges of the truck wheels. * 

The patent granted to Bridges and Davenport, May 4, 1841, for an "Improve- 
ment In railway carriages," shows a swinging oolster in a truck awivellng 
on a king bolt, the body of the car being connected to the track frame by 
pendulous links, from which such body Is hung, whereby a lateral motion 
of the truck Is permitted, Independently of the body of the car, the side- 
wise motion being checked by springs In the truck. But the specification 
of that patent does not suggest the use of such truck In any other structure 
than a car having one of such trucks at each end and two king bolts. Nor 
did it, orthe use of two of such swinging bolsters In a car, suggest, from 
1848 to IBM, the combination of such a swinging bolster truck with a loco- 
motive engine, for the purpose set forth In Smith's specification. • 

The oely other pre-existing Invention brought up to affect the novelty of 
the Smith Invention Is the patent granted to Levi Blssell, August 4, 1867,f or 
an " Improvement In trucks for locomotives." Blssell's truck Is shown un- 
der the forward part of a locomotive engine. It has a provision designed 
to allow a lateral motion of the truck Independently of the motion of the 
body of the engine ,and a provision to cause the forward part of the engine 
to mount up an Incline toward the outer side, in a curve, and thus check 
the sldewlse movement, and to descend by Its gravity to the normal posi- 
tion on resuming the straight track. The specification of Blssell s patent 
»ys that the obfect of his Invention Is " to retain the truck with the axles 
waysat right angles to the rail, whether on a straight or curved track, 
and prevent the truck swinging around on Its center pin in case of meeting 
with any obstruction, and to make the curvature of the rail the, means for 
turning the truck, so that the axles are parallel to the radial line of the 
(taw Curve, In which position they are retained firmly until the direction 
ortn track again changes." The specification then points out the dimcul- 
ai».«stbe use of locomotive engines on curves wlih the ordinary pilot 
tratt, resulting In a "constant sldewlse sliding motion on the rail, to con- 
••eneiice of the driving wheels belngforced In a line deflected from that 
orKyltndrical forward rolling motion, and in a constant bearing of the 
tniek to the outer side of the curve, and in the tendency of the engine to 
go off the track, "particularly In case a broken rail or obstruction occurs, 
when the truck swivels around on its center pin." • _■„,■_._- 

It Is apparent that the truck in Blssell's locomotive has no awivellng mo- 
tion around Its center pin or king bolt-that Is, around the center pin in the 
center of the truck which connects the truck with the engine. Blssell ex- 
pressly states that such center pin loses Its character as a center of motion, 
and becomes simply adraft block or pin, and that the center of motion of 
the truck— that Is, Its only center of motion— Is thrown back to the point h 

°Ui the engine ofBmlth the truckwheels and the drivers can at all times 
when the engine Is on a curve, and when It Is leaving a curve, and when 
Is passing from a curve In one direction to a curve In another direction 
taletheir proper positions, respectively, without either being controlled 
or toterfered wlthVy the other. The reason for this Is that the truck In the 
Smith engine has a awivellng motion on its king bolt, -nd also admits of 
the swlnglngmotlon across the track of the engTne over the truck or the 
truck unSer the engine. Neither of taese motions affects the ! other. It 
either motion interfered with the other the same result would follow as In 
Blssell's engine, and the position of the drivers would at times control the 
position of the Tailes of the truck wheels. But with Smith's arrangement 
the ^nck alone controls the position of the axles of the truck wheels, and 
therefore they assume their correct position on any track, straight or 
curved, and on any form of curve, and whether the drivers areon a straight 
track with the truck wheels, or on the same curve with the truck wheels^ 
or on a straight track while the truck wheels are on a curve, or on a curve 
while the truck wheels are on a straight track, or on one curve while the 
track wheels are on a different curve. This Is a result not attained In Bls- 
sell's engine, and It results from the tact that the arrangements and modes 
of operation of the two structures are different. TRe truck wheels In 
Smith's engine are never twisted on the track, and the direction of tbe lon- 
gitudinal center line of the engine does not affect the position of thelraxles. 

It results from these considerations that, In the engine J* a whole, the 
Smith arrangement of truck Is not merely an equivalent for the Blssell ar. 
ranmment of truck, because, when the former Is substituted for the latter, 
™ renting structure has a 'different mode of operation, and produces re- 
suits which The other structure cannot produce. The thing to be looked lat 
la the combined and mutual action of the drivers and Ihe truck wheels, for 
thaf was "he prSblem which "both Blssell and Smith were trying to solve. 
SniltVs claim is substantially a claim to the combination, with the drivers, 
ofa truckarranged as he describes, allowing of the lateral motion described, 
and securingthe proper position of the dr vers on the track on curves. That 
combination Is not found In Blssell's engine. _.,j„.,.„.. 

It needs no argument to show, In view of the foregoing considerations, 
that there was a patentable novelty In the combination wllch Smith made 
In his engine , altfiough the truck which he employed existed before, as the 
Klpple aid Bullock track. The combtoatlon produces a new mode of opera- 
tion and new results In the structure aa a whole, although the truck, at re- 
spects Itself, In ewlveUng and In having a lateral movement operates In the 
same way It did In the car which had two of such trucks. 

Decree with costs to the plaintiffs. 

Seller <t Blake, tor complainant. 

C. A. Seward, for defendant. 



HEW BOOKS AHD PUBLICATIONS. 
The Tale Natjght-ical Almanac for 1873. C. C. Chat- 
field * Co, 460 Chapel Street, New Haven, Conn. Price 
35 cents. 
An amusing little pamphlet, something after the "Josh Billings' Allmlna x 
style, Illustrated with humorous tketchet of student life at Tale. Graduates 
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Condensed Milk Can Holder. 

Robert J. Tanner, Lake View, N. J.— This Invention consists of a new ar- 
ticle of manufacture, which is a mug or cup adapted to hold the small tin 
cans of condensed milk used ou the table, the object being to provide means 
for using the said milk cans on the table without exposing their unslghtll- 
ness, It having a neat external finish. 

Improved Cotton Seed Planter* 

Francis £. Habersham, Old Church, Ya.— This Invention has for. Its object 
to furnish an Improved machine for planting cotton seed. The frame of 
the machine consists of two long side bars connected near their ends by 
two short cross bars. The axle revolves In bearings attached to the side 
bars, to the ends of which are attached the wheels so as to carry the said 
axle with them in their revolution. The seed hopper ,1s placed Just 
In front of the axle and Is hinged at Its forward side to the frame by suita- 
ble means. The hopper 1« held in position by a spring, the elasticity of 
which allows the hopper to be shaken to shake down the seed. To the cen- 
ter of the axle Is secured a plate with three or more arms. Upon the onter 
ends of the arms of the plate are formed saw teeth. As the machine Is 
drawn forward the armed plate Is revolved, and as Its arms enter the hopper, 
blocks upon them strike an Inclined plate attached to the Inner surface of 
the rear side of said hopper and depress Bald rear side. As the blocks Blip 
from the Inclines the elasticity of the spring raises the hopper with a Jerk, 
shaking down the seed. As the arms of the plate move down through the 
hopper, the saw teeth draw out a quantity of the seed. To the center of the 
front cross piece of the frame is adjustably attached an opening plow for 
opening a deeper or shallower furrow to receive the seed. 

Improved Head Block tor Saw Mills. 

Charles Lertdel, Morristown, N. J.— In this Improved log setting apparatus 
there Is a long toothed rack on the back side of the log beam, parallel with 
It and movable In the direction of its length. This rack gears at each head 
block bo that by Its movement the log beam will be moved forward or back 
alike on all the head blocks. The pinion shaft al the head of the carriage 
rises as high or higher than the hlght of the largest logs, and has a ratchet 
wheel on lis upper end, with which wheel 1b a pawl lever and other mechan- 
ism, for actuating the lever from the sawyer's position in front of the saw, 
and to prevent the back pressure of the log from turning the ratchet wheel, 
all being arranged so that the aforesaid wheel may be worked by the sawyer 
to set tnc log and shift the log beam back for a new log. The Invention also 
comprises a knee for setting out the log to saw tapering stuff, worked Inde- 
pendent of the aforesaid apparatus, which Is for setting the log to be sawed 
Into stuff with parallel bldcB. The device also comprises a novel arrange- 
ment of a scale and movable pointer to show the distance of the dogs from 
the saw and guide the operator in setting the log. 

Improved Reel Rake forlHarvester. 

Munson K. Church, Stamford, Canada.— This invention has for Its object 
to furnish an automatic trip for opening the gate or operating the lever 
that controls the rake of n harvester, and which Is so constructed that It 
can be act to open the gate each time, at every second, third, fourth, fifth, 
or sixth time n rake passes the table. 

Improved Organ Case* 

George Woods, CambrlJgeport, Mass., assignor to himself and George P. 
Carter, of same place.— This Invention consists, first, In a construction of 
the front projection ol the organ, calculated to expose the keys and stops 
very prominently to view, when seen from the ends, thereby greatly In- 
creasing the beauty of the Instrument. This construction Is also designed 
to dispense with the projecting front. The invention consists, secondly, In 
a novel construction of the" key slip " orfret work piece In front of the 
keys, also of the ledge or projection below, whereby the sald"key slip" and 
ledge arc extended around the corners so as to show the aforesaid end 
vlewB in a manner to lend additional features of beauty to the Instrument; 
and, thirdly, In a construction of the fall or cover whereby It is adapted to 
the peculiarities of the organ front above mentioned. 

Improved Cotton Press. 

John T. Williams, Blakely, Ga.— This Invention Is an Improvement In the 
class of cotton presses wherein two followers are simultaneously operated 
In opposite directions by means of toggle levers. When the windlass is 
turned by hand or otherwise, a pin will be moved with the band forward or 
backward, according to the direction of rotation of the windlass. When 
the pin Is moved backward— that Is, away from the press— It will cause the 
toggle levers to be vibrated so as to f oree the followers together, and com- 
press the contents of the press. When the pin Is moved toward the press It 
will cause the toggles to draw the followers apart to allow the removal of 
the bale and the Insertion Into the press of fresh material to be pressed. 

New Combined Water "nud Liquor Cooler* 

William A. Jones, Erie, Pa.— This invention has for Its object to furnish 
an improved cooler which shall be so constructed as to enable liquors to be 
cooled by the same lec that cools the water. The body of the cooler, in 
which the water and lec arc placed, is made with donble walls, the space be- 
tweensald walls being filled with suitable non-conducting substance. The 
body of the cooler Is provided with a faucet, through which the Ice water is 
drawn out, as required. In the cover are formed holes leading Into sockets, 
the nppcr ends of which are attached to the cover, and which are made of 
such a length that their closed lower ends will not touch the bottom of the 
cooler, so that there may be a space for Ice water between. In the bottoms 
of the sockets are placed colled springs, upon the upper ends of which rest 
the bottles that contain the liquors to be cooled. To the cover, around the 
holes In which the bottles are placed, are securedrnbber rings, so as to fit 
snugly upon said bottles, and prevent the entrance of warm air Into Bald 
sockets. 

Improved Breech Loading Fire Arm* 

Francois Gueury, Paris, France, assignor of one half his right to Ernest 
Dubois, of same place.— This invention relates more especially to that class 
of breech loading fire arms In which the breech is closed by a bolt, which has 
a sliding movement In the line of the barrel for opening and closing the 
breech, and a movement abont Its axis for the purposeof locklngor unlock- 
ing It. The invention consists in the provision of an arched shield or cover 
which Is susceptible of being turned laterally by the axial movement of the 
breech bolt for uncovering the breech receiver, In which position It Is re* 
talned when the breech bolt is drawn back, and again returned to Its normal 
position by a reverse movement of the bolt when the breech Is belngclosed. 

Improved Grate Barn* 

James A. Sinclair, Bridgeport, Ohio.— The Invention consists In pivoting 
one end of each bar to a vibratory eross piece, while the other end slides 
loosely In grooves of another cross piece. The object and effect of this mode 
of putting together a grate Is to allow convenient room for the expansion 
and contraction In the bars themselves, and to afford Increased facility In 
maintaining the Interstices clear of all deposit. 

Improved Imbricating Compound* 

Henry R. Hutchinson, Empire Iron Works, Ky.— The object of this Inven- 
tion Is to furnish a compound for lubricating car axles and similar frlctlonal 
surfaces, which shall prevent the friction and heating of axles and boxes, 
and be lasting and durable when applied. It consists of tallow and mineral 
oil, melted and burnt until the more volatile or light portion has been 
consumed and all watery particles vaporized and expelled, and the melted 
tallow or oil Is reduced to the required consistency. It 1b then allowed to 
cool until it becomes semi-fluid, when pulverized snlphnr, pulverized plum, 
bago, animal charcoal and hydrated lime are added. The composition 1b 
mixed by grinding, when It Is ready for use. 

Improved Furnace for Locomotives* 

Thomas Davles, Cleveland, O.— This Invention relates to a new and usefnl 
Improvement In the furnaces of locomotive steam boilers ; and consists In 
the means employed for supplying atmospheric air to the fire box. An arch 
extends across the front of the fire box, and extends back toward the fire 
door one half the depth of the fire box, the crown of the arch being Just 
beneath the tube section. The doors or apertures are placed just below the 
arch. This arch confines the admitted air and forces It to mingle with the 
smoke and gaseous products of combustion. 



Improved Manser for Horses. 

Joseph C.Hlgglns, Millstone, N. J.— The object of this invention is to bo 
construct a manger for horses that the bone will be prevented from biting 
or gnawing It, and from what is known among horsemen as " cribbing;" and 
It consists In pivots or Journals In the ends of the manger by which the 
manger Is supported and on which It freely turns. 

Improved Chill for Casting Smoothing Irons. 

James F. Bless, Newark, N. J., assignor to himself and Robert Drake, of 
same place.— This Invention relates to a new form of mold for casting a 
smoothing Iron In, with the object of obtaining a chilled surface for the 
entire Iron. The Inventor obtains the desired result by making the mold 
jointed and applying the hinge at one end, so that it can be freely opened to 
release the Iron and handle when finished. The Invention also consists In 
providing the mold with a certain advantageous form of handle, which 
relieves the hinge from strain during expansion. 

Improved Cigar Tuck Cutters. 

Le Grand Scholfleld, Providence, R. I., assignor to National Cigar Machine 
Company, New York city.— This Invention consists of a machine for auto- 
matically feeding, adjusting, cutting, and discharging cigars, In which the 
cigars are placed on an Intermfttlngly acting endless carrier, and delivered 
by It Into or upon a cutting bed, when a plunger pushes them along the 
ri^ht distance for presenting the "tuck" ends to a pair of cutters, which 
cut off the said end, and there a discharger ejects them from the bed, the 
said discharger at the same time opening a discharge passage by raising a 
movable Bide of the bed, used to prevent the cigars from bounding off when 
falling upon said bed, and closing It again ready for the next. 

Improvement in Producing Chlorine. 

Louis Emlle Aubcrtln, Paris, France.— This invention relates to a new pro 
cess for producing chlorine by causing a mixture of air and gaseous or liquid 
ydrochlorlc acid to pass over sesquloxlde of chrome, heated, by preference, 
oahtemperature of about 600° Fahrenheit. 

Improved Truck for Moving ''Buildings. 

William E.Walker, Albion, Iowa.— Two broad truck wheels arc fixed on 
theaxle with a space between them, which admits the sand board. This 
sand board rises up to the surface of the wheels, and the board bolster rests 
thereon. The upper end of the kingbolt projects above the bolster and 
plate, and is a little tapering, and Is Intended to enter the under side of the 
sill of the building to be moved. The regulating arms are attached to each 
end of the bolster, to which they are firmly secured by Iron straps. Stay 
braces are so attached and connected with the axle and sand board that the 
bolster may be turned to the right or left, as may be desired, to vary the di- 
rection of the building. By means of holes In the bolster, the bolster may 
be attached to the sill of the building by screws. The trnck will run on a 
track, laid for the purpose, of planks or timber. Chains are attached to the 
ends of the axle, or to the llnch pins and to the regulating arms when the 
line of motion Is straight. When It Is necessary to turn In either direction 
one of the chains Is let out and the other one Is taken up, so that the bolster 
Is held stationary in any desired position. Fonr, more or less, of these 
trucks are placed under the building to be moved. 

Improved Machine for Making Baskets* 

James Moore and Samnel W. Day, Oak Creek, Wis.— This invention has 
for Its object to furnish an Improved machine for use In making splint mar- 
ket baskets, laundry baskets, etc., for turning up the sides and putting on 
the hoops, enabling the baskets to be made rapidly. The invention consists 
In the table upon which the woven splints of which the basket Is to be made 
are laid, and which should be of the size required for the basket, so that the 
saM woven splints may be cut off to the desired size before the Bides are 
turned up. The woven splints are secured to the '.able by a form which is 
made of the exact shape and size of the bottom of the basket. To the cen- 
ter of the form is secured a bar so arranged that It will always move up and 
down in a vertical line. The upper end of the bar Is pivoted to a lever, to 
the free end of which Is attached a cord that supports a weight sufficiently 
large toralse theformawayfrom the table when the leverls unlocked for 
convenience In removing the basket. The lever Is locked to hold the form 
down firmly upon the woven splints by a bar to rest upon the said lever and 
press it down. The sides of the basket are turned up over the edges of the 
form, and are held In place by flaps hinged to the table. A form, which 1 
slides up and down upon the bar, is made of such a shape and size as to fit 
into the mouth of the basket. The form Is bound with an Iron hoop, and 
around it Is placed the Inner hoop of the basket. After the corners of the 
basket have been woven, and the form and Inner hoop lowered Into place, 
the outer hoop is placed around the mouth of the basket, and is secured in 
place by the clamps, one leg of which Is Inserted In a hole in the form, and 
In a screw hole In the end of Its other leg Is Inserted a hand screw, which is 
screwed against the said outer hoop. The outer and Inner hoops are then 
secured to each other and to the body of the basket by nails driven In 
through the outer hoop, which are clinched by being .driven against the 
Iron band of .the form. 

New Machine for Chamfering and Crozlng Barrel Staves. 

Joel W. Jones, Mlddleport, Ohio.— This Invention consists In certain Im- 
provements upon machines forcrozlng barrel staves. The machine Is com- 
posed of the end cutting saws, chamfering cutter heads, and grooving saws ; 
also of stationary curved beds on which the staves are held and carried dur- 
ing the operation by projecting pins on rotary feed disks ; and also of a vi- 
brating feed dash, which places the staves upon the curved bed In the re- 
quisite order. The grooving saws cut a square crozlng, which will be adapt- 
ed to receive the full edge of the barrel head and Insure greater firmness 
and durability of the barrel. 

Improved Wheel Plow. 

Harlow M. Freeman, John Lowe, and John F. Stevens, Lathrop, Mo.— 
This Invention has for Its object to furnish an Improved wheel plow, sim- 
ple In construction, convenient In use, easily controlled, and effective in 
operation. The wheels revolve upon the Journals of the axle and the one 
that Is to rnn in the furrow Is made slightly larger than the other. The axle 
is made deep ; the Journals are so arranged that the frame work, when the 
machine Is at work, may run level. The axle frame consists of bars which 
form a rigid frame, rigidly attached to the tongue. The plow beams are 
curved downward, upward, and downward, and to their rearendsareat- 
tached the plows. The arms of the U shaped guide bars are slotted longitu- 
dinally, so that the plow beams may have a free vertical movement while 
being held against any lateral movement. By this construction the plow 
can be ralsedfrom the ground by operating either a foot lever, or a hand 
lever, or both. When the plows are fully raised a bent lever locks Itself 
and thus holds the plows raised, In which case, by moving the foot lever 
slightly with the foot, the plows will drop to the ground. Suitable arrange- 
ments cause the plows to work shallower or deeper In the ground. 

Improved Horseshoe Nail Machine. 

Albert D. Bingham, Vergennes, Vt.— This Invention consists of a machine 
comprising two pairs of rolls with dies and one pair of plain rolls, or It may 
be hammers between the two pairs with dies. The first pair have grooves 
of the width of the body of the nail to be formed and suitable depth for the 
thickness, with depressions at suitable intervals to form the necessary en- 
largements for the heads, but only the same width as the shanks. The sec- 
ond pair are plain and arranged at suchdistance apart as not to affect the 
shank, bat to flat down the head to some extent; and the third have 
grooves of the requisite width and depth for finishing or nearly finishing 
the body with wider and deeper shapes for the head, to complete the reduc- 
tion of the blanks. These are to be formed from a rod or bar of suitable 
size, the blanks being connected at the heads and points when they escape 
from the rolls, to be separated and finished at the points by punching dies 
to be used for cutting them apart and trimming or finishing the points at 
the same time. 

Improved Folding Chair. Bed* and Ottoman Combined. 

Eugene Fauh, New York city.— This Invention relates to a new folding 
bedstead, which when folded together will produce an ottoman, and there- 
fore be in the most contracted form possible, and which when extended can 
have Its head piece raised and Its foot piece lowered to form a convenient 
easy chair. The Invention consists in forming the bed In three Jointed sec- 
tions, which contain at their under sides the supporting legs that can be 
folded under them respectively, each leg when extended being stiffened by 
Jointed braces that connect It with the section to which it Is attached, so 
that a strong and reliable support will be given to the bedstead . 



Improved Knitting Machine. 

Hugo Gunther, New York city, assignor to himself and Charles Lupprlan, 
of same place.— In this machine the needle bed Is extended downward, and 
also the grooves In the same, for the reception of an additional series of 
needles, which are pusher or setter needles only, for pushing the latch 
needles up, the downward motion of the latter being produced by wing 
cams directly moving the same In the ordinary manner. The Invention con- 
sists, also. In a new arrangement of cams In the lock of the slide or carriage 
of the knitting machine, In which arrangement the upper or wing cams are 
set as usual to move the latch needles downward while In the lower part of 
the lock. The V shaped driving or raising cam Is set further down than 
usual, In order to apply to and operate the setting needles, and not to the 
latch needles. This will, of course, allow power to be applied to the setting 
needles, so tl.at, when raised, they will move the latch needles. The latter 
will thereby be greatly protected, and if any injury Is done by the elevating 
cam it is only done to the Betting needles, which are Inexpensive and easily 
replaced. 

Improvement in the Extract of Yucca. 

Louis G. Fellner, Las Vegas, New Mexico.— This Invention has for Its ob 
ject to furnish yucca tin or extract of yucca root, so prepared and pnt up 
that It will be protected from moisture, and may be put Into market as an 
article of commeree ; and It consists In yucca root ground, steeped In wa- 
ter, and pressed. The liquid thus obtained Is evaporated to the propercon- 
slstence, and then molded In forms. Yuecatln cleans the skin, hair, wool, 
and other animal Bubstancesfromforelgn matters without destroying their 
softness. Samples, neatly prepared by Dr. Fellner, have been sent to this 
office, and from what he says of his extract It seems to have peculiarly 
good properties. 

I m proved Pedal Attachment for Pianos. 

Charles W. Held, Jr., and Alphonso M. Baugh, Brooklyn, N. Y.— This In- 
ventlon consists of a vertical bar adjustably attached to the pedal frame, 
with a vertically adjustable foot rest supported on it, having pedals upon it 
and rods extending from the pedals down upon the ordinary pedals through 
suitable guides, and having certain controlling springs, all constituting a 
very simple and efficient attachment, to enable children to work the pedals 
and so contrived as not to Interfere with the working of them by adults 
without the attachment. 

Improved Die for Capping Screws. 
George W. Brlggs, of New Haven, Conn.— This Invention has for Its object 
to furnish an Improved die for capping screws. By suitable construction 
should the edge of the circle piece be battered or worn.lt may be turned,' 
and, should the Blot In the screw head not be exactly trne, the said circle 
piece can adjust itself to said slot. By this construction, also, a spring will 
allow the guide or circle piece to yield and be forced down into the rest 
should the Blot In the screw head be shallow, or otherwise defective or 
wanting, so that no part of the die need be broken. 

Improved Scroll Saw. 

Frank H. Hardenbergh, Hawley, Penn.— The Invention relates to n new 
construction of saw blade for use In scroll sawing and other fine work, and 
consists In filing a double set of teeth on the cutting edge of the saw by a 
series of oblique Incisions In opposite directions, whereby the saw is made 
more effective, and whereby It can be sharpened on an ordinary grindstone 
In the same way as other edge tools are sharpened. 

Improved Wheel for Vehicles. 

Hiram Kellogg, Floyd, Iowa.— The invention consists in securing the Inner 
ends of the spokes in tubular projections of rings that are adjustable on the 
hub, so that said rings can be set closer together on the hub the more the 
felloe Is expat: 'led, and the spokes placed more In line with the rim, to b 
adapted to the hi'-jrer diameter of the wheel. 

Improved Exhaust Valve for Air Brakes. 

William Riley, Terre Haute, Ind., assignor of one half his light to Charles 
R. Peddle, of same place.— This invention has for its object to furnish an 
Improved valve, designed especially for the escape of air or steam from the 
brake cylinders upon railroad cars, to allow the air or steam to escape In- 
stantly and simultaneously from the cylinders of all the cars. By suitable 
construction, when the engineer admits the air or steam It presses open the 
ingress valve, and passes Into the cylinders, and at the same time holds the 
exhaust valve firmly to Its seat. When the engineer lets off the air or steam 
from the inlet pipes, the pressure In said pipes will be Instantly reduced, 
and the expansion of the air or steam within the cylinders forces open the 
exhaust valve and allows the said air orsteam to cseape Into the air through 
the openings. By this construction, the air or steam will escape Instantly 
from all the cylinders, withdrawing all the brakes at the same time. 

Improved Balanced Slide Valve. 

Thomas Becsley, Museatlne, Iowa.— This Invention consists of two valve 
seats on opposite sides of an elevation above or projection from the ordi- 
nary valve seat, with a slide valve upon each scat connected by pressure 
bars at their ends, which project beyond their scats, by temper screws, which 
adjust the valve so as to work steam tight on the Beats, and so as to relieve 
them of the pressure of the steam on the valves, which Is mainly sustained 
by the pressure bars. 

Improved Crib Attachment for Bedsteads. 

Edwin F. Bryan, Savannah, Ga.— This Invention has for its object to fur 
nlsh an Improved attachment for bedsteads, to form a bed for a child, or to 
form a table or support to receive articles required by an invalid. It is simple 
In construction and convenient In use, being readily detached when not 
required. 

Improved Soldering Iron. 

James D.Norton, St. Louis, Mo.— The object of this Invention Is to im* 
prove the common t inner's soldering Iron, and to render It easy to renew or 
change the copper; and It consists In a shank which screws Into the cop- 
per, and In a sleeve screw which screws to the copper, and In a holding nut 
on the shank. By this arrangement a variety of coppers may be kept on 
hand and used as occasion may require, as the copper on the shank Is 
readily detached, so that a new one or a different form may be put on. 

Improved Grocers* Sample Cnsc. 

N. Barker McCreary, Phelps City, Mo.— This Invention relates to a new 
box or case to be used by grocers and others for containing and displaying 
spices and other goods and the prices of the same, and for protecting the 
contents against Injury from atmospheric Influences, Insects, etc. The In- 
vention consists In providing the box with a sliding ({kiss top, through which 
the contents can be inserted, removed, and Inspected, and In combining it 
with a shield or plate near one end for indicating the price of the contents. 

Improved Ejecting Apparatus for Bottles. 

William S. Ward, New York city.— This invention consists of a simply 
contrived force pump, let Into a perfumery or other bottle or vessel, with 
Its stem or piston rod passing through the cork or stopper In such manner 
that by suddenly pushing the rod down a small quantity of the fluid In the 
bottle will be ejected, preferably through the piston rod made hollow for 
the purpose, constituting a simple and convenient contrivance for perfum- 
ing the handkerchief and otherarticles, and calculated to prevent the waste 
of perfume which takes place when the stopper Is removed. 

Improved Sliding Support for Clothes Lines. 

Michael Bubser, Jersey City, N. J.— This Invention relates to an Improve- 
ment In the class of supporters for clothes line holders consisting of a slot 
ted bar provided with one or more pulleys, the same being In practice so 
applied that two lines pass through the slot. The Improvement consists In 
adapting the support by dividing or cutting through one of the sides to 
form a spring, whereby it can be pressed Inward. 

Improved Fluting Machine. 
David R. Saunders, Houston, Texas.— This Invention relates to a machine 
for fluting or crimping articles of ladles' apparel ; and consists, mainly, it 
a gage which Is attached to the bed piece, by means of which the width ol 
the fluted part Is regulated. By the use of the gage the flutes In the article 
are made to terminate In a straight line, and the fluted part may be located 
wherever It may be desired. The article to be fluted maybe spread over the 
bed, and the gage adjusted thereon to govern the position of the roller. 

Plow. 

John Love, Cusseta, Texas.— This Invention consists In the mode of apply- 
ing several plow irons to the same plow frame, so that they may beeonve • 
niently fattened and adjusted relatively to each other. 
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Water Front, also Stores or Lots to Rent, 

Delancy St., E. River. Andrews Bro.,414 Water St., N. Y, 

Vienna Exposition — A gentleman (a native 
of Germany), long a merchant Id New York, wishes to 
represent some American Hannfactnrer at the Vienna 
Exposition. Is an American citizen, and 1b familiar with 
the English, French, and German languages. Requires 
no compensation, except personal expenses and such 
commission secured, as may be arranged for. Refers to 
prominent bankers and merchants. Further particulars 
may be obtained by addressing C. G. R., Box 11*71, N. T. 

Wanted — An experienced manufacturer of 
Door Locks and light hardware, with $10,000 Capital, to 
take charge of Shops. Edward Rowe,Jr.,Mansfleld, Ohio. 

Wanted — The address of the manufacturer 
of Cotton Gin Saw Sharpeners. P.Kyle, TuBkegee, Ala. 

Tin Ware Manufacturers should see the 
patent Weighing Scoop. For Sale, or Worked on Roy- 
alty. D. H. Priest & Co., 3 Trcmont Row, Boston, Mass. 

The Amana Society, Homestead Post Office, 
Iowa Co., Iowa, generally cultivates from four to five 
thousand acres of grain. The Society Is In want of a 
supply of horse forks, capable of holding the straw In 
loading, unloading, and stacking. Manufacturers of 
forks will please address as above. 

Buy Gear's Improved Wonderful Paneling 
Machine, Boston, Mass. 

Wanted — To negotiate with parties to man- 
ufacture a Patent Sash Balance and a Combined Blind 
and Shutter Fastener, both composed of cast metals and 
springs. Specifications sent upon appllcatlon,andmodels 
furnished to thecontractlngparty. AddreBsH.D. Chance 
& Son, Llewellyn, Pa. 

J.R.Abbe, Manchester,N.H., sells Bolt Vises. 

Send stamp for beautifully illustrated cir- 
cular of La Dow s Balance Hay Rake, with traction Hay 
Tedder Attachment, to C. La Dow, So. Galway, N. Y. 

Stuffing boxes kept tight and free from 
friction by W.C. Selden's Improved Packing, 8M Oliver 
Street, Boston, Mass. Send for circulars, &c. 

Circular Saw Mills.with Lauc's Patent Sets; 
more than 1200 In operation. Send for descriptive pam- 
phlet and price list. Lane, Pitkin & Brock, Montpe- 
Her, Vermont. 

We wish to correspond with some party who 
understands bleaching and refining oils. Any one who 
can bleach a dark, mixed oil, so as to make It a clearmer- 
charitable article.will be well paid for doing It, or for the 
process. Samples sent on application to Lock Box 19$i 
Pawtucket, R. I. 

To Purchase — A large amount of Second 
Hand Machinery. Any parties having Engine Lathes, 
Iron Planers, Drills, &c, In large numbers, who wish to 
dispose of them cheap for cash, will find a purchaser on 
application to W. A. James, Roche & Spencer, 278 South 
Canal Street, Chicago, 111. 

For 8, 10, 12 & 15 horse Steam Engines, with 
Link, cut-off, and reversing motion, address, for circular, 
E. West, Lockport, N. T. 

Tree Prunera and Saw Mill Tools, improve- 
ments. Send for circulars. G.A.Prescott,Sandy Hfll.N.Y. 

Grindstones, founded 1810 — Mitchell, Phila. 

Locomotive builders' grindstones, of suita- 
ble grit and all sizes. J. E. Mitchell, Philadelphia. 

A complete set of the Scientific American 

for Sale— 41 volumes, 1846 to 1873. Also, 28 volumes from 
volume 2, 184C, to volume 18, 1889. All neatly bound. 
D.J.Colton, 53 Walnut Street, Newark, N.J. 

Five different sizes of Gatling Guns are now 
manufactured at Colt's Armory, Hartford, Conn. The 
larger sizes have a range of over two miles. These arms 
are Indispensable In modern warfare. 

The Berryman Manuf. Co. make a specialty 
of the economy and safety In working Steam Boilers. I. 
B. Davis & Co., Hartford, Conn. 

Indispensable to every Manufacturer and 
Machinists— Boston Journal of Commerce ; send for a 
specimen copy. $3 per year. 

Carpenters — For Sale, a Sash Factory, run 
by water power, at a lumber landing, with a profitable 
run of trade. For particulars, address P. O. Box No. 2, 
Charlestown, Jefferson County, West Virginia. 

Mining, Wrecking, Pumping, Drainage, or 

Irrigating Machinery, tor sale or rent. See advertisement, 
Andrew's Patent, Inside page. 

Needle and Clock Machinery of every de- 
scription of the most Improved Styles. HendeyBro's, 
Wolcottvllle, Ct. 

Steam Boiler and Pipe Covering — Economy, 
Safety, and Durability. Saves from ten to twenty per 
cent. Chalmers Spencc Company, foot East 9th St., New 
Vork-1202 N. 2d St., St. Louis, Mo. 

For best Presses, Dies and Fruit Can Tools, 
Bliss & Williams, 118 to 120 Plymouth St., Brooklyn, N.T. 

A Superior Printing Telegraph Instrument 

(the Seldeu Patent), for private and short lines awarded 
the First Premium (m Silver Medal) at Cincinnati Expo* 
sit ion, 1(^72, for "Best Telegraph Instrument for private 
use "— la offered for Bale by the Mercht's M'f 'g and Con 
struct lou Co., 50 Broad St., New York. P. O. Box 8865. 
Iron Roofing. Scott & Co., Cincinnati, Ohio. 

Shafting and Pulleys a specialty. Small or- 
ders filled on as good terms as large. D. Frlsblc & Co., 
Xew Haven, Conn. 

Peck's Patent Drop Press. Milo Peck & Co., 
New Haven, Conn. 

Hydraulic Presses and Jacks, new and sec- 
ond hand. E. Lyon, 470 Grand Street, New York. 

Machinists — Price List of small Tools free ; 
Gear Wheels for Models, Price List free; Chucks and 
Drills, Price List free. Goodnow & Wlghtman, 28 Corn- 
hill, Boston, Mass. 

Patent Gearing — Great Strength, Durable, 
Noiseless, Cheap. J. Comly, 148 Ten Eyck St., Williams- 
burgh, N. Y. 

All Fruit-can Tools,Ferracute,Bridgeton,N.J. 

English Patent — The Proprietors of the 
•*' Heald & Cisco Centrifugal Pump" (triumphant at the 
recent Fairs), having their hands full at home, will sell 
their Patent for Great Britain, just obtained. A great 
chance for business In England. Address Heald, Sleco & 
Co., Baldwlnsvllle.N. Y. 

Buy Steam Pumps and Packing of Gear, 

Boston, Mass. 

Read the article on " The Machinists," now 
being published In the Boston Journal of Commerce. 
Senator Specimen Copy. 

Dickinson's Patent Shaped Diamond Carbon 
Points and Adjustable Holder for dressing emery wheels, 
grindstones, etc. See Scientific American, July 21 and 
Nov. 20, 1869. 64 Nassau St., New York. 

You can't afford to go on cutting nuts and 
bolts without a Grant machine. Prim $85. Wiley & 
Russell, GriM-ntMd, Mass. 



American Boiler Powder, for certainty, saf e- 
ty.and cheapness, " The Standard antl-lncruBtant." Am. 
B. P. Co., Box 797, Pittsburgh, Pa. 

Williamson's Road Steamerand Steam Plow, 
with rubber Tlres.Address D. D. Williamson, 82 Broad- 
way, N. Y., or Box 1809. 

For Steam Fire Engines,address R. J. Gould, 
Newark, N.J. 

Iron Ore Crusher Jaws and Plates, Quarts 
Stamps, &c, cast to order by Pittsburgh Steel Casting 
Company. All work warranted. 

Brown's Coalyard Quarry & Contractors' Ap- 
paratus for hoisting and con vey Ingmaterlal by Iron cable, 
W.D.Andrews & Bro.414 Wuterst.N. Y. 

Always right side up — The Olmsted Oiler, 
nlarged and Improved. Sola everywhere. 

For Solid Wrought-iron Beams, etc., see ad- 
vertisement. Address union Ii on Mills, Pittsburgh, Pa., 
for lithograph, etc. 

The Berryman Heater and Regulator for 
Steam Boilers— No one using Steam Boilers can aflord to 
be without them. I. B. Davis & Co. 

Scale in Boilers. I will Remove and prevent 
Scale In any Steam Boiler, or make no charge. Send for 
circular. Geo. W. Lord,Phlladelphla, Pa. 

Gauges, for Locomotives, Steam, Vacuum, 
Air, and Testing purposes— Time and Automatic Re- 
cording GaugeB— Engine Counters, Rate Gauges,and Test 
Pumps. All kinds line brass work done by The Recording 
Steam Gauge Company, 91 Liberty Street, New York, 

Traction Engines and Plows. Address W. 
H.H.IIeydrlck, Chestnut Hill, Philadelphia. 

Boynton's Lightning Saws. The genuine 
1500 challenge. Will cut five times as fast as an ax. A 
six foot cross cut and buck saw, 16. E. M. Boynton, 80 
Beekman Street, New York, Sole Proprietor. 

Absolutely the best protection against Fire 
-Babcock Extinguisher. F. W. Farwell, Secretary, 407 
Broadway, New York. 

Steel Castings " To Pattern," from ten lbs. 
upward, can be forged and tempered. Address Collins 
ft Co., No. 212 Water St., N. Y. 

The Berryman Steam Trap excels all others. 
The best Is always the cheapest. Address I. B. Davis & 
Co., Hartford, Coun. 




1. — Our correspondent, T.W. Bakewell, who 
addresses us on the subject of calculating strength -of 
boilers, refers to a letter of Professor Henry upon the 
subject. We also have been Informed that Sir William 
Falrbalrn has furnished a letter on the same subject. 
We should like to be able to publish these letters, as the 
opinions of those gentlemen, when correctly presented, 
are entitled to unusual consideration, and the fact of 
the existence of skepticism In relation to the proposi- 
tion of our correspondent, on the part of nearly all well 
known engineers, will secure for them unusual atten- 
tion. 

2. — S. asks how to get sulphate of nickel 
and how to convert It Into a nickel solution ? 

1. — H. J. H. asks: How can I give a bril- 
liant black finish to a quantity of wire goods, such as 
hair pins ? 

3. — F. C. would like to know how to temper 
a steel screw driver, that has been put In the fire by mis- 
take. 

4. — A. T. Y. asks : Is there any preparation 
with which I can blow a bubble (similar to a soap bubble) 
strong enough to bear being knocked about the room ? 

5.— D. R. W. says: Can anyone tell me of 
a process by which common pitch may be purified for 
optical purposes, such as polishing lenses and specula ? 

6. — W. N. asks for a detailed description of 
the cupola furnace designed by Henry Krlger, of Berlin, 
Germany, mentioned In the Scientific American a few 
months ago. 

7.— D. asks : How can I color 'extract of 
lemon a light yellow In manufacturing It ? By manufac- 
turing It from oil of lemon and alcohol, and exposing It 
to the light, It will fade nearly to white. 

8.— T. N. says : When a bevel wheel is be- 
lng geared with wooden cogs, what method Is adopted. 
Then turning off the outer ends, to find when the pitch 
circle 1b of the proper diameter ? 

9.— S. D. P. Jr., says: How can I make a 
cheap coloring material to apply to paper or board, a 
sort of sizing; also a cheap varnish for the same? For 
varnish I have used alcohol and shellac, but It Is too 
costly. 

10. — H. asks if there is any way to make a 
fountain something on the principle of Hero's, as ex- 
plained fn the school books on philosophy. " I wish one 
to set on a table f ordecoratlon,and Hero's will not throw 
a stream high enough." 

11.— S. asks: Which is the most probably 
true and best established theory In regard to the polar 
attraction, Its causes, etc.? Is the Idea that the atmo- 
sphere, acting as a prism, condenses all the violet light 
of the spectrum at the poles and thereby magnetizes 
them, at all reasonable ? 

13. — C. A. S. says : Given a cylinder of the 
Internal capacity of 1,000 cubic feet: if I force ordinary 
Illuminating gas Into It to a pressure of forty pounds to 
the sqnare Inch, how many cnblc feet of gas will It con- 
tain? Iu other words. If I had taken the gas through an 
ordinary meter, how many feet would the meter have 
registered? Can you give a rule for finding the number 
of feet at any pressure? 

13. — J.E. G. savs: In your issue of February 
you answer to'G. W. b.'s question " will a wagon be as 
easily drawn by a long as by a short rope" that there Is 
no difference. Now suppose 1 receive a dray load of 
each, rope and su|;ar, which must be drayed up a long 
hill. The drayman loads the sugar on the wagon, then 
attaches the team to one end of the rope and the wagon 
to the other ; can he haul my two loads of goods at one 
time ? Will I get the rope and sugar hauled for the price 
of hauling the sugar, according to your answer? 

14. — D. H. S. ? Jr., says : Most of the wheat 
produced here Is generally of good quality, but contains 
considerable smut. In many cases this Infection has 
been avoided by steeping the seed grain for 21 hours In 
a solution of blue vitriol. For eight bushels of seed 
about one pound of the copper Bait Is used with enough 
water to cover the grain. As a preventive, this seldom 
falls. Can any or your readers tell us how to remove 
the smell and taste of smut, by a method practicable 
with considerable quantities of wheat? We have heard 
that qnlcklime is used. Is that the best deodorizer, and 
If so, in what proportions and how ought It to be ap- 
plied? We have machinery which removes all risible 
fltnnt. 




H. M. says: In view of the fact that light 
will preserve the original color of white paint Inside a 
house, while its exclusion will turn It a deep yellow, we 
asks you for a solution. Answer: The action of light Is 
to bleach all colors which are not of flxcdmlneral origin. 
White lead being already white remains unaffectedin the 
light, but In the dark it gradually absorbs sulphur from 
coal gas or other sources in a room and turns black. 
Zinc white Is not bo readily changed In color. 

D. B. asks : Would the sulphuric acid in 
plaster applied In any quantity liberate phosphorus where 
It is combined with Iron In the soil ? Where and at what 
price can Fresenlus' " Chemical Analysis" be had? An- 
swer: Sulphuric add In combination with lime In plaster 
cannot -liberate phosphorus. Free sulphuric acid de- 
composes phosphates and Is employed for that purpose. 
Wiley and Son,Ne w York, are the publishers of Johnson's 
translation of Fresenlns' " Chemical Analysis." 

C. J. K. asks : What chemicals will keep 
water as near as possible to freezing point wlthoutgolng 
much below It? What work on chemistry would give 
me the most instructions on freezing and thawing? An- 
swer: Ice floating In water Is the only "chemical" that 
will keep the water as near as possible to freezing. When 
that melts, the water will assume the temperature of the 
room In which It Is placed. Good books on chemistry 
have been written by Towne, Barker, and Eliot and 
Storer. 

J. W. B. asks: How long will human bones, 
the skull for instance, preserve their form In the open 
air, or burled In moist earth? Answer: The precise 
time cannot be stated. Human skulls have been found 
In caves associated with the bones of extinct animals, In 
such a way as would Indicate un antiquity of manv 
thousand years. The skulls In the catacombs of Home 
are known to be very ancient. 

C. T. S. says: I haven fine scale, enclosed 
in a glass case. What shall I place In the case to absorb 
the moisture, to prevent the steel parts from rusting? 
Can yon tell me the cheapest way of making sulphurous 
gas In large quantities, and what would be the best man- 
ner of keeping It, and how long does It remain In fit con- 
dition to use as pure gas ? Would a bladder or India 
rubber bag answer for a gage, attached to the vessel In 
"which the gas is stored, to indicate what quantity was 
always on hand ? Answer : To prevent chemical balanc- 
es from rusting, put a lump of quick lime In the box con- 
taining the Instrument, In a saucer. It will absorb the 
moisture and finally swell up and become air slaked ; It 
must then be renewed. We give elsewhere a process for 
the manufacture of sulphuiouBacld on a large scale. It 
is difficult to store It In anything but glass vessels. 

P. M. asks : What is the rule for finding 
the Bag of a belt, passing over two pulleys, with their 
centers say 100 feet apart? The belt Is to stand on the 
rake, the center of the upper pulley being 10 feet out of 
plumb with the center of the lower one. The lowerpnlley 
Is 3f eet and the upper one, 4 feet diameter. The belt Is of 
f ourply rubber, and 22lnches wide and tightened In work- 
ing order. In some cases It Is Important that this should 
be known. The late lamented, long-winded Ranklne, 
gives the rule, but the hieroglyphics In which It Is given 
areall Greek tome. Now I havea prcttyfalrknowledge 
of theoretical and practical geometry and arithmetic, 
and Irish, English and French, but I am puzzled with 
nearly everything in Ranklue's works. Answer: The 
mis referred to may be translated thus : Divide the 
square of the distance between centers by eight times 
that length of belt which would give, by Its weight, a 
strain equal to the tension on the belt, and the quotient 
will be the deflection below the straight line Joining the 
centers of the two surfaces carrying the belt. If onr 
readers desire to accomplish much In mechanics, and to 
avoid the troubles of our correspondent, they will find It 
well worth their while to devote a good share of leisure 
time to mathematics and the principles of natnral phi- 
losophy. They would also be better prepared then to 
appreciate the labors of Professor Ranklne, who has 
earned a splendid fame by pursuing Just such a course. 

W. H. •. is making a toy engine and boiler 
and says : The size of boiler la 8x5 Inches j It Is made of 
tin ; now would I gain anything by fixing 3 or 4 half Inch 
tin tubes or flues in the bottom of boiler f our Inches 
long, or Is a common flat bottom better ? The tubesare to 
be closed at one end. How would air work, pumped Into 
a boiler at bottom or top (In steam space) or will It not 
work at all ? Ho wmnch does alrexpand ? Answer : The 
proposed tubes will be likely to Increase the power of 
the boiler as they Increase the heating surface. Tubes 
closed at one end are sometimes used, and where the 
lire Is not forced, do well. If the Are Is forced, they are 
defective in not allowing free circulation of water. In- 
troducing air In so small an apparatus would probably 
not pay for the trouble involved. Look In a recent num- 
ber of the Scientific American for answer to last ques- 
tion. We hope to be able to help thousands of others 
among onr young readers as »*e have aided W. H. G. 

J. McC. says: How can I measure a coal 
barge according to the government measurement ? The 
barge 1b 124 feet long, 24 feet wide and 5 feet deep. An- 
swer: The tnnnage of a barge Is legally measured by 
multiplying the length, breadth and depth together, to 
obtain the cubic feet of contents, and dividing by one 
hundred to obtain the burden In tuns (tnnnage law of 
U. S. 1865 ; "open vessels.") for registry. Thus, a barge 
124 feet long, 24 feet wide and 5 feet deep would register 
14*80 tuns. Such a barge would carry, of " dead weight," 
about 400 tons, If loaded down to the water's edge. It 
wouldhave storage capacity for about 300 tuns of Cannel- 
ton coal, or for, say, 8,400 bushels. 

A. 8. S. says : I wish to use exhaust steam 
for heating or for boiling water. Can I Immerse the end 
of exhaust pipe In water without any very great detri- 
ment to power of engine? The length of the exhaust 
pipe Is 60 feet. Answer: For each two feet of depth of 
water, above the opening of the exhaust pipe, the engine 
will be subjected to an increase of one pound hack pres- 
sure. 

A. G. K. says : I have a boiler with 3 inch 
flues, which does not make steam as fast as I would like. 
Do you know of any objection to putting In \% or 2 Inch 
flues between those that are In? Answer: The most se- 
rious defect of the tubnlar boiler, as frequently con- 
structed, arises from the endeavor of the builder to In- 
crease Its power by crowding too many tubes Into It, and 
thus checking the circulation of water. It often hap- 
pens that removing tubes is found to increase the 
steaming capacity of a boiler. We should doubt If the 
introduction of additional IK Inch or 2 Inch tubes Into a 
boiler fitted with 8 Inch tubes would afford advantages 
commensurate with the risk, which It might produce, of 
burning some of the tubes, even If It were to slightly 
increase the steaming capacity. 



J. H. P. says : Will you let us know if there 
Is any patent method of turning an engine off from the 
center without the use of a tackle? Please write what 
would be the cost of such a patent. Answer : Many de- 
vices are in use, but we know of no purchasable patent 
which covers one generally adopted. 

Novelty Glass Cutter. — Letters of en- 
quiry for this article come to us from all directions. We 
know nothing of It, or who sells It. 

E. M. B. says: I want to know the simplest 
and surest manner of putting up long lines of shaft- 
ing correctly; also, commencing at the engine, how 
to calculate the speed of pulleys of various sizes. Ma- 
chines come from the maker with a driver pulley of a 
certain size, marked to run so many revolutions per min- 
ute. I want to know bow to calculate the size of pulley 
on main shaft by which the machines shall be run. I 
suppose the speed of main shaft must be known. How 
can I find out that ? Answer : Dub oil the under sides of 
the beams to which the hangers are to be attached, or 
pack them up, until a stretched cord, or sighting along 
their line, shows them to be accurately In line. Put up 
the hangers In their places, and again try whether the 
center line of bearings U a straight and level line, ad- 
Justing any that are found out of place. Finally pnt up 
the shafting and set up the couplings. The best makers 
use swivel bearings that will adjust themselves to any 
slight deviation from line, and the couplings are made 
with an eye to the same contingency. The speed of 
shafting 1m, to some extent, determined by the character 
of the work driven. For heavy work a speed of 180 rev 
orations a minute Is common, and for light work the 
speed rlees often to 300, or even higher. The tendency Is 
continually to higher speeds, In consequence of the fact 
that It allows the use of lighter belts and pulleys. The 
size of driver pulley Is detcrmlnetl by multiplying the 
dlamc tcrof the driven pulley by the fraction obtained by 
dividing the speed of the driving line of shaftlngby that 
of the driven shaft. 

\V. S. B. The use of the common sewing 

machine treadle Is uot productive of special Illness or 
discomfort If Intelligently used. But there several form* 
of Improved treadles that are claimed to have advanta- 
ges, and they are on sale In your city of BoBton. You 
will there aiso And, doubtless, sewlngmachlnes operated 
by springs, without treadle. Iu this city you may pro- 
cure sewing machines which are operated by electilclty. 
If you wish for devices not advertised in our columns, 
you might Insert a few lines under "Business and Per- 
sonal." 

J. H. asks how much space there should be 

between piston and cylinder head of an engine with an 
8 Inch piston and 16 Inch stroke. Answer: The space 
between piston and cylinder head, when the former Is at 
either end of stroke, should be as little as possible where 
economy Is aimed at. In a direct acting engine of the 
size given, a clearance of one eighth Inch at the backcml 
and three eighths at the forward head Is a fair allowance 
with those whose workmanship 1b first class. Ports arc 
made of from one tenth to one twentieth the piston area, 
being given the greater proportional areaf or high speeds 
of piston. Clearance, Including space In steam passages 
of cylinder has, In rare canes, been reduced to i per cent 
of the cylinder capacity. In good engines, 5 per cent 
Is a nsual figure. 

W. H. M. says : Is there any rule for esti- 
mating the thickness of material required to be used in 
constructing cylinders of certain diameters to withstand 
certain pressures ? Of what kind of material and how 
heavyshonlda cylinder 181nches diameter by 3 feet In 
length be to withstand Internal pressures of 18 and 24 
pounds per square Inch respectively ? Docs the length 
effect the strength of the cylinder ? How do copper and 
brass compare with Iron for this purpose? Would the 
same cylinder withstand the same pressure externally ? 
Answer: Any work on the strength of materials will 
give the desired Information. We gave a list of such 
works at page 106 of our current volume. A cylinder of 
sheet Irou, with single riveted Joints, 18 Inches In diam- 
eter and 3 feet long, would be made of about No. 22 or 24 
Iron, measured by wire gage, If Intended to bear safely a 
pressure of 16 pounds, and of No. 20 or 21 for a pressure 
of 24 pounds. The length does not affect the power of 
resisting internal pressure, but it does Influence greatlj- 
the power of resisting collapse. Copper and brass cyl- 
inders, with Joints perfectly made with hardsolder,have 
a strength about equal to single riveted Iron cylinders, 
but the Joints are rather more Inelastic. Copper and 
brass are weaker than good iron. Expending a small 
amount of money In standard books will often save, In 
cases like this, considerable outlay In experiments which 
may have been already made with far greater accuracy 
and completeness by others. The first step to be taken, 
before commenelngexperlmental research, Is always to 
ascertain what has already been done by others. 

B. says : A friend thinks the small steamers 
plying on the Thames (England) submit to the useless 
cost andcomplexity of having the wheels constructed 
for vertical posltlou of the paddles. Answer: Some, 
not all, of the steamers alluded to have feathering pad- 
dles, and gain In speed by the adoption of that system. 

T. X. links; Will the reports of the Patent 

Office, which are to be printed every month, be for salt' 
In the book stores? If not, where can they be got, and 
what is the price ? Answer : The publication referred t '► 
by our correspondent Is the Qfftctal Gazette of the Patent 
Office, issued weekly. It can only be obtained at the 
Patent Office, Washington, D. C. Subscription. *!• per 
annum. 

F. A. S. asks: Will you tell me how to 
make "Coumarln"? It Is prepared from "sweet venial" 
grass (anthoxanthum odor a turn) and Is used for giving 
strongeraroma to other flower essences. Answer: Cut 
up the herb, and macerate Inhot alcohol ; strain through 
cloth, and distil off the greater part of the spirit. The 
slrupy residue deposits, on standing, crystals of couma- 
rln, which must be purified from fat oil by pressure, and 
then crystallized from hot water. 

A. C. says: Enclosed please find specimen 
of ore, of which I would like to have the name and value. 
Answer: It Is not an ore, but a variety of hornblende. 

G. S. Y. sends a mineral specimen and uskn 
our opinion of Its quality. Answer: Ifthcartlcle Is as 
homogeneous as the fragment sent, It will undoubtedly 
prove an excellent fire-clay. But "trying," on a larpi* 
scale, " Is the naked truth." 

L. C. M. has read our article on pickles, pub- 
lished on page 145 of Volume XXVII., and would like to 
knowhow to make bright green pickles, free from sus- 
picion of copper and sulphuric acid. He asks f or a des- 
cription of the method produced In mannf actorle * . 
Auswcr: In a pickling establishment of wide renown 
the boiling Is done In copper vessels, thickly coated In- 
ternally with silver, and a very strong malt vinegar, pre- 
pared for the purpose, 1b used. The pickles are perfect- 
ly wholesome and pure, but they have not the bright 
green color, for which many foolish people sacrifice the 
quality and genuineness of what they eat. 
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J. Q. B. says : On January 2, 1 sent you eight 
small rough stones, requesting you to Inform me what 
they are, and their value. If you hare received them, 
and No. 6 or No. 81b a diamond, I would like to sell them, 
If you would be so kind as to send them to a diamond 
dealer In New York and take out 1200 for your trouble, 
Bending me therest byezpress. Answer : J. G. B.'ft quarts- 
diamonds are at his own disposal. 

J. S. and D. P. N. say: A., B., and C. wish 
to carry a stlckof timber, 12 feet long andl2lnches square. 
A. and B. are In front with a hand spike, andC. brings up 
the rear end alone. Where should A. and B. be under the 
log, so that each man will have an equal share of the 
weight ? Answer : 3 feet from the end of the bar op- 
posite to C. 

S. B. K. says : I have a small lead pipe lead- 
ng down from a tank In the second story of my house 
nto the cellar, to feed the waterpan of my furnace. The 
lower end of the pipe Is so much In contact with the fur- 
nace that the water there Is a good deal heated. Will 
this heated water rise, and cold water from the tank pass 
down, In the same pipe ? If this pipe does not pass down 
from the tank to the furnace by a regular descent, but 
runs for some distance horizontally, with several small 
rises and falls In the horizontal part, will that prevent 
the circulation of hoi water up and told water down, In 
the same pipe? Answer: The circulation of water In 
the manner described cannot occur where the pipe un- 
(lultites as supposed, and In a straight pipe of a small di- 
ameter, as we presume this to be, such circulation could 
only take place very slowly Indeed. A very moderate 
downward current would, we suspect, effectually prevent 
the ascent of the warm water. In a large pipe leading 
directly from top to bottom , a circulation would undoubt- 
edly be likely to take place, the w'arm water being 
displaced by the heavier cold water, the latter settling 
at the bottom, th'.j former rising to the top. 

C. \V. K. Hays : Imagine a body moving in 
one direction, then Its course to be suddenly changed 
ISO , returning, In the same line It proceeded In, from the 
polut of reversion. What I wish to know Is whether a 
reciprocating body must necessarily stop when It changes 
ils direction; for lustaucc, a piston head In an engine? 
Is It a self evident fact that It must stop before return- 
ing, or is the following reasoning cogent, and a proof to 
the contrary? From A to B, two points of conceivable 
distance apart, are projected two bodies, C and D (one 
body from each point, towards the other) with sufficient 
force to carry them through the Intervening space be- 
tween A and B. C weighs ten times as much as D. They 
meet between the points, both running In the same Hue. 
As a natural consequence both bodies are found near B 
as C, having the preponderance, would convey D back- 
ward. Now according to the law of the Inertia of mat- 
ter, C could not have stopped Intermediately, If found 
at B. Then did D stop when It changed Its direction 
'.vhen met by C ? AnBwer: It matters little practically 
whether It Is considered that a body, whose direction I. 
reversed, stops during an infinitesimal space of time, or 
does not stop at all. The question is too nearly a meta- 
physical one. In the case given, an Indentation would 
be produced In the one or the other, or both bodies, C 
andD,aud,Bofarafi the argument Is baseduponnatural 
facta, It Is not conclusive. D might be brought to a stop 
while Indenting C and then take up Its reversed move- 
ment, finally moving backward with C. This Is one of 
many examples, freqnently presented, lu which an argu- 
ment Is based on false premises. 

A. L. asks: Will an ordinary local telegraph 
battery make platinum wire red hot; and M" So, how can 
I attach It? How can I make a galvanic battery out ot 
the same? The telegraph battery Is composed of two 
glass Jars, copper, zinc, and blue vitriol. Answer: Why 
not disconnect the local battery and try the experiment? 
If you find that two cups won't answer, try more until 
you accomplish the result. 

J. C. C sends a specimen of boiler scale and 
asks why It Is so hard. "I had It In a bottle of oil of vit- 
riol for five hours, but It would not dissolve. We use 
about two hundred barrels of water per twelve hourB, 
half of which Is sulphur spring and the rest surface 
water, the largest portion of which runs through sewers 
accumulating all kinds of filth (human deposits) which 
makes the water In boilers foam very badly, bo much bo 
that the engines Buck It up five feet and Into the cylin- 
ders ; but it does not make the pistons pound like some 
water does. .1 have put. In surface cocks to draw the 
foam aff, but they clog up with mud In two or three days. 
This scale formed on the boilers before I took charge of 
them, two years ago, and I have tried nearly everything 
that will loosen scale, with no effect. About nine 
months ago, the firm put In a heater and filter, by 
which I can get the water so hot as to require a small 
stream of cold water to eondens ■ the steam lu the feed 
water, so that a No. 3 Cameron pump will force It Into 
the boilers. There Is not much new seal* forming, but 
the oM scale remains as fast to the flue nsevpr. We have 
hammered as much oil us wr could, but the li,ill;re are so 
oullt that It Is hard to use a hammer. The; are four feet 
■u diameter, twenty-eight feet long, with 2 twelve and 2 
thirteen Inch flues In each. We blow out every two 
weeks, and find the mud drum full of mud, very black 
and thin. We filter through hay packed tight. I have 
tried everything except taking the flues out of the holl- 
ars, and a steel square linked chain to take scale off. 
Answer: The boiler Incrustation Is Bulphatc of lime or 
gypBum, discolored with Borne organic matter. Oxalate 
of baryta Is sometimes sold to purify water, but Is too 
expensive for use on a large scale. If the water could be 
filtered through alternate layers of gravel and charcoal, 
<l would help. When yon are obliged to use such dirty 
water, the best way Is to blow offmore frequently, other- 
wise the deposit of gypsum in the flues will become un- 
manageable. 

F. I. says: 1 have been rending the lectures 
of Professor Tyndall In your valuable paper, and am very 
much puzzled regarding his explanation of the comple- 
mentary colors. I heretofore understood that the mix- 
ture of two prlmarycolors was the complementary of the 
third. The Professor says that themlxtureof the yellow 
and blue ray produces white light ; If so, I would be very 
glad t o know what la the use of the red ray a b a compo- 
nent part of the Illuminating power of the sun or any 
other white light. Answer : Professor Tyndall showed 
by experiment that the yellow and blue rays of the sun 
when combined produced white light, but he expressly 
stated that the same result did not follow when yellow 
and blue pigments are mixed. It was to Illustrate this 
difference that he Introduced the experiment. 

0. A. B. says : In your article on balancing 
machinery, on page SS of the current volume, you give a 
formula, and proceed to compute the centrifugal force 
of a crank, weight BOO pounds, with Its center of gravity 
revolving In a circle of four feet In diameter, at the rate 
of fifty revolutions per minute. Correcting a clerical 
error, you wouldhave : centrifugal force =500(4x8-14l6xj) 3 
+(16 1 <,x4)=852 ponndB. AlewUnesbelowyonsay: "Were 
It attempted to effect a balance by a piece placed opposite, 
at a double distance, but of half the weight, the counter- 
balance would have a double centrifugal force, and 



hence, although a standing balance would be obtained , 
It would not give a running balance." Let ua try It : 
F=2K)x(8x81419Xi)'-i-l«i , I XS=8M pounds. Just the 
same, Instead of double, and because It Is Just the same. 
It will of course give a perfect running balance, as well 
as a standing balance. It Is thus shown that, In this In- 
stance, a standing balance and a running balance are 
secured by tne same conditions, without regard to the 
via vita. And this Is equally true In all cases, as may be 
shown lu any case by applying the formula as above, or 
It may be proved algebraically In general. This conclu- 
sion Is of course based upon the supposition that no 
" couple" la produced by what I may call a diagonal bal- 
ance. Answer : The erroneous calculation here correct- 
ed and the deductions therefrom have been pointed out 
and the proper statement of the laws of cent rlfugalf ore e 
has already been given at page 81 and In an earlier lsBne 
of the BctxxTiric Avzbioas. No better proof that our 
paper has a circulation among the most Intelligent of 
readers than the f a?t that this problem has attracted 
such prompt attention, and has elicited so many accu- 
rate statements of the principles Involved, could possi- 
bly be offered. 

J. O.says: Seeing, in your paper for Janu- 
ary 8, a drawing of a "perpetual motion," I will Btate 
that I made one, on the same principle but different In 
construction, several years since. I do not believe In 
perpetual motion, bnt I thought I could gain more 




Iiuhit than I should use. 1 found that the power gained 
in going down one side was used In going up the other 
side. 

J. K. E. says: Here arc two of your subscri- 
bers and three or four others In trouble about the veloc- 
ity of falling bodies. Some would have It that large and 
small will fall through the same space In the same time, 
without regard to the resistance of the element they 
pass through, air or water, and theytateParkerforthelr 
authority. The others admit this all. theoretically, In 
vacuum. But they say that there Is difference In passing 
thrmiKh the atmosphere, and more through water, In 
favor of thelarge bodies, owlugto the resistance. These 
lust take Comstock for their authority. We would like 
to have you settle the question. Answer: The abstract 
law,; of falling bodies have been determined with perfect 
accuracy, both by experiment and by logical deduction 
from known conditions. When the falling body Is unin- 
fluenced by forces other than that of gravitation, when 
fulling freely as If In a perfect vacuum, the velocity .(an 
be predicted with perfect certainty and precision. *nm 
this fact, It results that astrouomy.lta calculation Being 
based upon these well established principles, 1b an aopet 
Bcience.and that astronomers determine the niofAdvj «*f 
theneaventy bodies, calculate the perttptatttanajMS** 
duced by tnelvniatfral attractions, anil even dlsc</mcj*B 
did Leverrier and Adams, a new- member of the solar 
system whose distance Is bo great us, despite- Its tremen- 
dous : magnitude, to have been previously undetected 
by the teleBcope. In all familiar examples of the effect 
of the force of giwvUatlon, however, we find the motion 
of bodies, moving nnder Its Influence, to be affected by 
the actlonof other and retardlngf orces, as the resistances 
of the all and of friction. In any given case, when these 
resisting forces can be exactly determined, in magnitude 
and direction, the. motion of the bodies con still be de- 
termined precisely. In some cases, aB that In which the 
ilr reBlatB the motion of a body moving with very great 
velocity, It 1b difficult, or even Impossible, to calculate 
the resultant motion with exactness, In the present Btate 
of our mathematical knowledge. Where no resisting 
forces occur, the velocity of any falling body can be deter- 
mined by the following rule: Multiply the bight, In feet, 
from which the body has fallen by MX and extract the 
square root of the product. The result Is the velocity 
acqulred, measured lu feet per second. Or, multiply the 
time, In seconds, that the body occupies In falling by 32>. 
and the product gives the velocity acquired. For all 
cases other than that Just supposed, the velocity will be 
modified to an extent wblch will vary with each In- 
dividual case. Generally, It may be stated that falling 
bodlOB of rqual size but differing densities will fall 
through any resisting medium with differing velocities, 
in consequence of the fact that the lighter materials 
offer greater extent of surface to the resistance of the 
air or other oppoBlng fluid, and, therefore, were retard- 
ed to a greater extent than are the denser substances. 
Where bodies of similar material, but of different sizes, 
are allowed, to, fall through a resisting medium, the 
larger will fall most rapidly for a somewhat similar rea- 
b jn. As an illustration, a sphere of two Inches diameter 
contains eight times aB much matter aB does a sphere of 
the same material an inch In diameter, but It only has 
four times as much surface, and four times the cross 
section of the smaller ball. It therefore 1b less retarded 
and will be f onnd to reach the limit of ltl fall first. In 
the air this difference Is seldom noticeable ; In the water 
It la more frequently observed, and It 1b for a similar 
reason that a large vessel requires less proportional ateam 
power than does a small one driven at the same speed. 

C. H. D. says, in answer to T. who asked 
how to construct a flaring vessel, such as a hopper : Fig. 
1. Draw a square abed, the size of hoppenat th£ top 
minus the desired size of hole to be left at the bottom, 
then draw the diagonal lines c b e d ; then measure frv, 
e the depth of hopper: from thence draw the line f d, 



boards, and dotted line c Is the required width. If It Is not 
desirable to use'eomer posts, cut the ends of the boards 
to the bevel a b (Fig. 2), and set out the dovetail square 
from the end. 

T. M. says to A. H. S., who asked for di- 
rections for building a warm and rat proof house : If you 
use Band to fill the space between the weatherboardlng 
and plastering of your house, the pressure upon both 
plastering and weatherboardlng can be lessened by In- 
serting pieces of Inch board between the studs, like 
shelves, a foot or two above each other, fastened with 
nails "toed In" at each end. They should extend to 
within one Inch of the weatherboardlng bo as to allow 
space for the Band to run down and fill up. The liability 
of the sand to run out through cracks or warps In the 
weatherboardlng may be obviated by tacking on to the 
Btuddlng, before the boardB are put on, coarse wrapping 
paper, wblch can be had In rolls of great length .and 
width at a cheap cost. Nail pieces of board vertically 
between the ends of the Joists to keep the sand from 
running between the floor and celling. 

T. M. replies to D. M.'s question about a 
leaky roof : Your tin roof leaks, probably, because It la 
bo steep that the solder runs down from, Instead of up 
under, the lap ; In that case the bond Is but slight, and 
the remedy 1b a plentiful use of solder. Cover your par- 
apet wallB with a tin trough, Inverted, (of convenient 
length), the Inner Bide or flange being deep enough to 
extend over the roof tin where It reaches up the side of 
the parapet, and nail It to the Joints between the bricks. 

H. M. W. says : J. asks for a simple method 
of detecting explosive oils. The following Is about the 
simplest method extant, and Is mfflclently accurate : 
Pour Into a cup about 2 Inches of the coal oil to be test- 
ed; light a match and, when fairly lu a blaze, throw It 
Into the oil. Standard oil (say of 150 degrees) ought to 
extinguish the burning match, as would water or any 
fixed oil. 

J. E. G. says : The beBt mode of analyzing 
such questions as the balance wheel controversy 1b to 
take the two extremes Into consideration. One would 
be a perfect and true wheel and the other would be a 
wheel with the rim lying on the shaft at opposite points 
of the circumference, which would be no balance wheel 
at all, and conld not be kept lu Its hearings because of 
Its unequal distribution of weight from the center. 

G. B. D. Bays, in answer to H. & B. who 
asked how to draw- water 400 feet horizontally and 60 feet 
vertically without a pump ; If a pipe or any suitable con- 
ductor be placed horizontally with 1*b thickness below 
the surf ace of the water, It will naturally fill to the dis- 
tance of 400 feet as required : at this polut n reservoir 
should be sunk entirely below the pipe; then at the high- 
est polut (6!) feet) hut lu an old fashioned wooden pump 
running Its pipe down Into the reservoir. The plunger 
of this pump should work at a point not to exceed 20 
feet above the reservoir, and the valve should be near 
the bottom, so us to be always below the water In the 
reservoir. 

A. B. says, in reply to H. C. K., who nuked 
for a rule for laying off wagon axles, that the length of 
the spindle should be 8K times the diameter of the butt. 
The length of the hub should be nearly one and a half 
times Its diameter. The spindle should taper Jnst so 
that the bottom side of axle may be straight throughout 
Its whole length, when the wheel stands on a plumb 
Bpoke ; and every wheel should stand on a plumb spoke 
wbetherthe bottom side of spindle Is level or not. The 
■rodnet artaing from malt Inlying one nf ty-dxth by the di- 
ameter of the wheel win give you the proper amount of 
dish for your wheel ; then the spindle should taper one 
Inch In twelve. Tq lay oft wooden axles, first obtain the 
dish of wheel by laying straightedge, CD, against face of 




which will give the length of corner post, fo form the 
square, Fig. 2, take the lines e f and f d (Fig. t); draw the 
diagonal lines a b, which will give the correct bevel for 
comer post line a. Fig. 3 Is the full size of hopper at 
the top. Take the length of line f d (Fig. 1), for the 
Unci b b, which gives the angle on which to cut ate 




felloes ; then, at the hub, measure back to the center of 
spokes, or to center line of spokes, If they are placed 
" dodging" as at A B, It being, for example, 1ft Inches ; 
then subtract one half the thickness of the felloe, x of 
an Inch, leaving X of an Inch as the dish of the wheel. 
Then measure the diameter of wheel, It belngsay 42 Inch- 
es ; then the length of hub, say 12 Inches ; then the dis- 
tance from center of spoke or line of spokes to back end 
of hub, 6 Inches, the diameter of Urge end of back box 
bemgBJa' Inches ; then the small end of front box, which, 
intbn case, should be 2X Inches. Then on axle stick A, 
make a Hue, E, the whole length of stick ; then measure 
from end of stick the distance from center of spokes to 
front end of hob, In this case being six Inches, and make 
awlnt x, then from x measure half the diameter of wheel, 
or 21 Inches, to I on line E. Then measure up the dish of 
wheel or \ of an Inch ; then draw line F from point last 
obtained through x; said line will be perpendicular to 
the face of the wheel, thus bringing the spoke on a plumb 
line. Now on line F measure each way from x.slx Inches 
to points n and m. Then with compasses set at IK Inch- 
es lay off from n, the butt of spindle, and 1% Inches from 
m, lay off tip of spindle ; then draw lines O and P, which 
will be the top and bottom of aptndle. Then on line E 
from x, measure the track you wish, and then lay off 
other end of axle In same manner as described above. 
If a Unch pin Is used, allowance must be made for it on 
end of spindle, aire as little gather as possible, only be 
sure and give a little. After the wheels are on the axle, 
they ought to measure not more than half an Inch farther 
apart on back aide than on front, measured at the run on 
a level line with center of axle. Byf ollowing these rules 
you can make wheels track every time and be sure of an 
easy running wagon. Iron axles may be act by the above 
rule by using a straight edge with some screws In the 
ends, one «et for either end of spindle. 



■ T. H. C. says that if P. S. will wtsli his 
ether, that is, put In a bottle with water andshake It up ; 
then pour off the ether after settling, he will find It will 
dissolve pure rubber. Perhaps he may be trying to dis- 
solve the vulcanized rubber; If bo, he might aB well 
give It up. Washed sulphuric ether will dissolve pure 
rubber, unwashed will not. 

J. E. S. says, in reply to J. W.'s answer on 
transmission of motion : I saw the thing tested In the 
summer of IBM, with the result stated In the communi- 
cation to which J. W. takes exception, however new It 
may be to him. 

A. O. says in answer to L. H. \V„ who asked 
how to temper small steel wire, one slxteenthof an Inch 
In diameter and less, and one inch long : You may follow 
the method In vogue for small screws, pins and needles. 
Put them upon an Iron plate which can be heated from 
below, or place them in a sheet Iron drum, to be turned 
on a Are like a coffee roaster. With regard to the heat 
required, It necessarily differs according to the degree of 
tempering you want to Impart to the steel. A yellow 
tempering color, In Its various tints, Is Imparted to In- 
struments that are to remain hard, Buch aB razors, sur- 
gical Instruments, lancets, pen knives, etc. Articles 
that are to possesB elasticity and the hardness of a 
spring, need a violet or dark blue color, and In some 
cases, especially when a particular hardness Is required, 
as la desirable for the edges of astronomical and physical 
Instruments, It may be proper to conduct the tempering 
at such a low temperature that no color appears at all. 

J. F. says, in replv to M. D. K., who asked 
for statistics of presses forprlntlngcards, circulars, etc., 
that ho uses a card printing machine that will print at 
the rate of 6,000 per hour. This Is possibly true ; but our 
answer referred to a press for all kinds of work, even 
printing on the thinnest tissue p. per. 



COMMUNICATIONS RECEIVED. 

The Editor of the Scientific American 
acknowledges, with much pleasure, tho re- 
ceipt of original papers and contributions 
upon the following subjects : 

On the Correlation of Forces. By W. B. 8. 

On Certain Instances of Combustion occa- 
sioned by Superheated Steam. By E. R. D. 

On the Secrets of a Kernel. By F. R. R. 

On the Creeping Railway Problem. By 
C. T. 

On Fast Printing Presses, and on an Im- 
proved Galvanic Battery. By J.. F. 

On the Recent Boiler Explosions By T. L. L. 

On the Rupture of Cylindrical Steam Boil- 
ers. By B. W. 

[OFFICIAL.] 

Index of Inventions 

FOB WHICH 

Letters Patent of the United States 

WBBE GRANTED FOR THE WEEK ENDING 

January 28, 1873, 

AND EACH BEARING THAT DATE. 
[Those marked (r) are reissued patents.] 



Animal, food cutting, R. Fanslau 13333s 

Artist's scraper, H.J. Halght 135,103 

Bedstead fastening, J. F. Mancha 185,279 

Bench, carpenter, J. Jones 135312 

Boiler, wash, R. Lawyer 135,349 

Boiler, wash, A. Sluthour 135,371 

Boiler, waBh, Jeff era and Bockoven 135,225 

Boot heels, burnishing, J. Beasley 135,209 

Boot sole burnishing, J. W. Maloy 185,229 

Dottle Btopper, D. M. Cumlngs 185,367 

Brewing beer and ale, L. Pasteur 185,245 

Brick machine, J. W. Metz 135353 

Buckle, breeching loop, J. H. McGarrah 135,238 

Bullet mold, revolving, J. Bradford 185,197 

Bungs, machine for making, R. Boeklen 135,19a 

Bustle, T.S. Sperry 185,379 

Butter printing machine, D. E Dutrow 183,828 

Button, glass, A, M. Smith 135,875 

Car coupling, D. Bradford 185,814 

Car coupling, W. Todd 135,887 

Car coupling, S. H. Zlnk 135,235 

Car coupling, Brown and Jedklns 183,262 

Car starter, P. Bates, Jr 135,193 

Car, street, W. T. Jenks 185,217 

Car brake, railway, J. F. Elder 185,212 

Car axle box, J. Klnzer 189343 

Car axle box, O. Evans 135,218 

Car axle lubricator, T. B. Tlmby 135,366 

Car windows, dust gear for, O. C. Rife 135369 

Cars, plow for unloading, J. McMullIn 185,351 

Car buffer spring, C.W. Saladee 186369 

Card rack, J. J. Gray 189,272 

Carriage, T.B. Patten 185,287 

Carriage wheel, etc., Fischer and Bruhn 135,827 

Carriage, seat for, 8. W. Beach (r) 5.262 

Cart saddles, chain for, W.B. McClure 185,235 

Caster.furnlture, J. Parry 135,288 

Chalrt.u, rocking, Nlsale and SchSberl 186,282 

Churn, rotary, W. McClure 135,281 

Cigar flUere, shaping, C.R. Palmer 135,243 

Clothes wringer, A. Albrecht (r) 6.2J1 

Clothes wringer, T.E. McDonald 135,231 

Collar, etc., W. E. Lockwood (r) 5,259 

Corn coverer, J. Tweedy 139,301 

Corn shelter, A. Adams 186306 

Corn shelter, J.Rankin 186,362 

Cooler, milk, F. S. Oakes 185,284 

Corpse cooler, E. S. Earley 139,210 

Cultivator, Colver and Priest 185,261 

Die plate, F.D. BUsa 136,314 

Digger, potato, H. G. Barrows 135,307 

Door button, O. F. Fogelatrand 136,215 

Door check, J. and A. Kolb 139346 

Drilling machine, P. Blaiulell 189,318 

Duster, G.M. Smith 139376 

Engine, rotary, J. C. Culver 186,207 

Engine, rotary steam, J. B.Bennett 185,811 

Engine, compound steam, L.Huntoon 186,223 

Engine governor, G.W. Clark (r) 9,293 

Exercising machine, C. Kolle 139,347 

Filter, P. Hueme 185,222 

Fire escape, E. R. Morrison 135,85 1 

Fire klndler, J. Y. Marks 185,280 

Fire arm, revolving. O. A. Smith ,...185377,185,378 

Flowerpot, M.B. Gould.. 185,271 

Food, article of, O. G.Campbell 135304 

Funnel, C. G. Way 136318 
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Furnace grata, T. Von Bolzano 189,390 

Fnrnace, hot air, H. N. Longfellow 135,227 

Furnace, J. Tissot 185,293 

Gage, diamond, W. Shumard 185,249 

Gear cutting machine, J.J. Greenougb 185,218 

Generator, T. Barang 185,219 

Generator, steam, A. R. McDonald 185,286 

Gun lock, safety, D. H. Mapother 185,233 

Harvester, C. M. Young 185,394 

Beater car, Michaels and Broadwell 185,239 

Beater, Are place, W. Maglll 135,278 

Book, security, J. K. Macdonald 185,228 

Book, snap, W. W. Kltch 185,814 

Horse power, A. G. Bagerstrom 185,331 

Borses, check for, J. W. Domett 185,203 

Hose bridge, Orr and GUdersleeve 185,285 

Inhaler, etc., E. Schofleld 135,872 

Inkstand, Thurston and West 135,296 

Iron and holder, J.Hewitt 185,885 

Jack, lifting, J. D. Odstot (r) 5,263 

Jug or pitcher, molasses, M. J. Bennett 135,260 

Lamp wicks, treating, St C. F. Satherland 135,252 

Lantern, ship's, H. Saunders 135,371 

Leathercuttlng machine, R. Crocker 185,26;; 

Leather dressing compound, F. G.Bell 135,310 

Lock nut, W. H. Nichols 185,242 

Lock, sash, C. T. Gibson 135,*!17 

Locomotive, traction, T. S. Mlnnlss 185,210 

Loom picker, W. Taylor 185,253 

Lumber chute, Van Name and Waketteld 185,302 

Meat chopper, J. Battey 185,253 

Metsl bars, breaking, W. Rlcuter 135,364 

Mill, cider, J. E. Sauge 135,870 

Mill stones, adjusting, A. W. Winall 135393 

Mortising machine, L. Houston 135,337 

Movement, mechau leal, C. W. Can- 135,263 

Movement, mecban. 1,J. Feabody 135,288 

Music leaf turner, G. V miny 135,322 

Nail separating machine, :'. Bevelander 135,312 

Nails, etc., selecting, A. Enowlton 185,345 

Oikum, twisting, L. and C. Howard 135,838 

Ofl.il, treating, A. Edwards 135,324 

Offal, treating, J.J. Storer 185,383 

Ore w sher, J. M. Allenwood (r) 5,255 

Ozone apparatus, C. B. Johnson 135,226 

Paper bag machine, T. Botchklss 135,275 

Pillow spreads, frame for, P. W. Van Est 135,889 

Pitmen, adjusting, N. C. Stiles 185,880 

Plane for scraping, J. Jones 185,341 

Plane edge, F. F. Baumann 135,303 

Planer, feed roll for, S. Inman 135,224 

Planter, cotton, W. E. Rhodes 135,290 

Planter, hand, S.S. Stults 135,294 

Plow, J. W. Reed 185,289 

Plow, E. Reese 185,363 

Plow coupling, J. R.Pitts 185,8 

Plow gang, S. E. Parr 135,357 

Power, transmitting, R. T. Smith 135,293 

Press, cheese, Broomer, Morse & Boschert (r) 5,256 

Press, glass, A. M. Smith 135,292 

Press, hay and cotton, P. A. Shearer 135,291 

Printer's lead casting machine, J. S. Sturgls 135,384 

Propeller for vessels, vibrating, D. Balnbrldge... 135,257 

Pump handle, I. N. Frazer 135,269 

Pump, steam vacuum, W. Burdon 135,198 

Pnmp, steam vacuum, W. Burdon 135,199 

Pump, steam vacuum, W. Burdon 135,200 

Pump, steam vacuum, W. Burdon 135,201 

Pump, steam vacuum, W. Burdon 185,202 

Pump, steam vacuum, W. Burdon 135,203 

Railroad chair, E. D. Mann 135,230 

Railroad track, D. S. Tuthlll 135,300 

Rake, horse hay, C. N. Goss 135,330 

Rake and tedder, horse, G. L. Ives 135,276 

Range, B. L. Palmer 135,356 

Reel, angling, C. L. Noe 185,238 

Register, counting, R. P. Hinds 185,336 

Refrigerator, E. S. Earley 185,209 

Refrigerator, A. B. Spencer 135,251 

Rudder for vessels, O. P. Tharp 135,385 

Bad Iron, W. A. Freeman, Jr 135,8^8 

Sash balance, B. F. Hartman U5.221 

Sash holder, C. Partello 135,358 

Sash rope fastening, L. Russell 135,368 

Satchel, school, B. Wallls 185,254 

Saw swaging machine, G. A. Prescott 135,361 

Saw sharpener, gin, J. M. Bailey 185,256 

Sawing machine, wood, S. Funck 135,216 

Sawing and splitting wood, A. G. Hagerstrom 185,382 

Screw driver, F. B. Bunt 185,340 

Screws, cast Iron, T. M. Tucker 135388 

Sewing machine, A. Bingham 185,194 

Sewing machine, G. Rehf uss (r) 5,260 

Sewing machine binder, M. J. Stoll 135,381 

Sewing machine lock, E . L. Gaylord 135,270 

Sewing machine i uffler, T. G. Perkins 185,359 

Sewing machine table top, W. Wilson 135,392 

Sewing machine clutch, J. Tisdale 185,297 

Sheet metal ware, forming, M. Bray (r) 5,257 

Shutter fastener, X. B. Byerley 135,319 

Shutter, metallic W. B. Rodden 185,246 

Sieve, revolving, A. E. Neat 135,855 

Skins, etc ., machine for graining 135,350 

Slate frame, W. F. Boucher 185,315 

Spindles, bearings for, Taylor and Prest 135,296 

Spittoon, E.Mather 135,254 

Stove, oooking, M. G. Fagan 135,826 

Stove, cooking, W. A. Greene 135,278 

Stoves, device for feeding, B. Connelly 185,265 

Table, extension, M . Hof man 135,274 

Table, Ironing, A. Wecbsler 136,303 

Table, self -waiting, M. Stone 135,882 

Tacks, etc. .separating, C. W. Glldden 185.329 

Tacks, etc , metal coating, C. D. Hunt 185339 

Tallow, purifying, B. F. Shaw 135,378 

Tan, liquid from, L. Brvval 135,317 

Tanning hides, A. Flelschhauer 135,214 

Telegraph Insulator, N. Hendricks 135,334 

Tilting machine, G. J. Smale 135,250 

Tobacco topper, Ackley and Ranney 135,305 

Trap, animal, F. Flora 185,268 

Trap, Insect, M. Rlgell 185,866 

Truck, Chlsholm and Mayer 135,205 

Truck, M. L. Senderllng 185,247 

Truck, barrel, V. Bell 135,309 

Tug fastening, J. Turley 135,299 

Turn table, W. Wharton, Jr 185,304 

Umbrella, etc. .runners, Cox and Holland 185,321 

Valve, duplex safety, T. Barang 135,220 

Valve, O. E. McMurray 135,352 

Vat,tan,C.B. Manning 135,231, 135,233 

Vehicle wheel, A. L. Blackmail (r) 5J264 

Vehicle wheel, N. Palmer 135,244 

Vent, O. S. Camp 185320 

Wagon, dumping, P. Bodley 135,195 

Wash basins, waste trap for, B. B. Cralgle 135,206 

Washing machine, S. Berry lfs.261 

Washing machine, W. P. Brooks :.. 185318 

Washing machine, B. Edgar 185,211 

Watch, stem winding, C. A. Montandon 135,241 

Watch case spring, Laurent and Menegay 186348 



Watch springs, attaching, J. Shaw 135,248 

Water wheel, turbine, Rlsdon and Tyler 185,367 

APPLICATIONS FOR EXTENSIONS. 
Applications have beenduly nled, and are now pending 
for the extension of the f ollowlngLetters Patent. Bear- 
ings upon the respective applications are appointed for 
the days hereinafter mentioned: 

120.— Watch Case.— J. Boss. April 16, 1873. 
23,882.— Cotton Pbebs.—H.W. Randle. April 16, 1873. 
24,022.— Sewing Machine.— J. Gray. April 30, 1873. 

EXTENSIONS GRANTED. 
22,809.— Baker's Oven.— G. C. Jennlson. 
22,885.— Harvester.— W. K. Miller, (r) 2,266. 
22385.— Harvester.— W. K. Miller, (r) 2,267. 
22,885.— Harvester.— W. K. Miller, (r) 2368. 
22,835.— Harvester.— W. K. Miller, (r) 2,269. 
22.835.-Harvebter.-W. K. Miller, (r) 2,270. 
22,890.— Carpet Sweeper. — N. B. Pratt. 

DESIGNS PATENTED. 
6,868.— Monument.— W. T. Cross, Kewanee, III. 
6369 to 6,372.— Stoves.— C. Harris etal., Cincinnati, O. 
6,378.— Ikon Fence.— M. Krumm, Columbus, Ohio. 
6,374.— Governor Babe.— W.B. Le Van,Phlladelph(a,Pa. 
6375.— Sewing Machine.— G. RehfusB, Phlladelphla.Pa. 
6,876.— Cover Handle.— R. B. Wardln, Philadelphia, Pa. 
6,377.— Cooking Stove.— B. A. Wood, Bangor, Me. 

TRADE MARKS REGISTERED. 

107.— Writing Paper. —A. Beach, Iowa City, Iowa. 

,1C8.— Pruning Shears. —Christy & Hughes, Clyde.Ohlo. 
1,109.— Cigars.— F. De Bary & Co., New York city. 
1,110.— Spoons, etc.— Hall, Elton & Co., Walllngford.Ct. 
1,111.— Cigars.— S. Jacoby & Co. .New York city. 
1,112.— Bitters.— W. H. Knoepfel, New York city. 
1,114.— Corsets— Thomas, Langdon & Co., New York city. 
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SCHEDULE OF PATENT FEES: 

On each Caveat 910 

On each Trade-Mark 825 

On tiling each application for a Patent (17 years). ..SIS 

On Issulngeach original Patent 820 

On appeal to Examlnere-ln-Chlef 910 

On appeal to Commissioner of Patents $20 

On application for Reissue 830 

On application for Extension of Patent 830 

On granting the Extension 830 

On filing a Disclaimer 810 

On an application for Design (SX years) 810 

On an application for Design (7 years) 815 

On a n application for Design (14 years) 830 




VALUE OF PATENTS 

And How to Obtain Them. 

Practical Hints to Inventors 



ROB ABLY no Investment of a small sum 
of money brings a greater return than the 
expense incurred in obtaining a patent even 
when the invention Is but a small one. Large 
Inventions are found to pay correspondingly 
well. The names of Blanchard, Morse, Blge- 
low, Colt, Ericsson, Bowe, Mccormick, Boe 
and others, who have amassed Immense for- 
tunes from their Inventions, are well known. 
And there.are thousands of others who have 
realized large sums from their patents. 
More than Fiftt Thousand Inventors have availed 
themselves of the services of Muira & Co. during the 
TWENTY-SIX years they have acted as solicitors and 
Publishers of the Scientific American. They stand at 
the head In this class of business ; and their large corps 
of assistants, mostly selected from the ranks of the 
Patent Office : men capable of rendering the best service 
to the inventor, from the experience practicallyobtalned 
while examiners In the Patent Office : enables Mumr & 
Co. to do everything appertaining to patents hxttxb 
and cheaper than any other reliable agency. 

HOW TO '#**- j^25££ 

qulry In 
nearly eve- 
ry letter, describing some invention which comes to this 
offlee. A positive answer can only be had by presenting 
a complete application for a patent to the Commissioner 
of Patents. An application consists of a Model, Draw- 
ings, Petition, Oath, and full Specification. Various 
official rules and formalities most also be observed. The 
efforts of the Inventor to do all this business himself are 
generally without success. Alter great perplexity and 
delay, he la usually glad to seek the aid of persons expe- 
rienced In patent business, and have all the work done 
over again. The best plan la to solicit proper advice at 
the beginning. If the parties consulted are honorable 
men, the Inventor may safely confide his Ideas to them ; 
they will advise whether the Improvement la probably 
patentable, and will give him all the directions needful 
to protect his rights. 

Rejected Cases. 

Rejected cases, or defective papers, remodeled for 
parties who have made applications for themselves, or 
through other agents. Terms moderate. AddressMuNN 
ft Co., stating particulars. 

Address • 

MUNN & CO., 

PUBLISBERS SCIENTIFIC AMERICAN, 

37 Park Bow, New Tork. 

OFFICE IN WASBINGTON-Corner F and 7th 
Htreett. opposite Patent Office. 



MACHINERY & MILL WORK. 

BY THE LATE 

WILLIAM JOHN MACQUORN RANKINE 

ProfessorClvll Engineering In the Unlversltyof Glasgow 

With Numerous Diagrams. 
One volume, crown 8vo. cloth $5.01) 

D. VAN NOSTRAND, 

Publisher and Importer, 
23 Murray St. & 27 Warren St., New York. 
*,* Copies sent by mall, post paid, on receipt of price. 

NASHVixiE 

Industrial Exposition. 



The Board o f Managers announce that their 
THIED OBAND INDUSTBIAL EXHIBITION 

WILL BE OPEN FROM 

MAY lot TO 31»t, 1873, 

Under the auspices of the mechanics' and Manl-fac- 
turebb' Association, Nashville Boabd of Trade, 
and Tennessee Bobticultubal Society, In Spacious 
Buildings, designed and erected for the purpose. 
Will be open to receive goods 

From April 1st to 30tu. 

Open to the Public from MA Y 1st TO Sl«(,1873. 

The various departments have been greatly extended, 
and will embrace the products of the Soil, Forest*, Mints. 
Manufactures and Art. 

Ample facilities for travel and transportation will be 
offered, and will, It la believed, largely Increase the un- 
precedented attendance of last year. 

tW Exhibitors should make Immediate application 
for space. 

t. r. pugh, wm. 8toekell, 

Cob. Sec'y. Pbes't. 

Nashville, Tenn. 



SAW GUMMERS, Single and Double Up- 
sets, Saw Tooth Swages, Mill Dog Holders, Siding 
Holders, Railroad Spike Pullers, and Tree Prunere. Send 
for circular. G. A. PKESCOTT, Sandy Hill, N. Y. 

/"T LAVERACK COLLKGlf and Hudson Riv- 
\j er Institute, at Claverack, N. Y. For both sexes ; 
1ST furnished rooms ; 20 Instructors. Term opens 
March 17. ALONZO FLACK, president. 



Only lO Cents.— "Every Man His Own Painter; or 
Paints— How to Select and Use Them." A plain treatise 
containing sample card with 42 different actually painted 
shades and tints, wit h Instructions for exterior and Inte- 
rior house decoration. 26 copies, bound in cloth, for $5. 
Sample copies, paper cover, mailed, post paid, to any ad- 
dress on receipt of 10 cents by the publisher, HENRY 
CAREY BAIRD. Box 1624, Post Office, Philadelphia. 

" A want long felt at last supplied."— Scientific Am. 



THE National Encyclopedia will be com- 
pleted and ready for canvassers Feb. 1. Agents 
and Canvassers wanted. Address NATIONAL ENCY- 
CLOPEDIA PUB. CO., Box S444, New fork. 



What 

Next 



T 



Wonderful!! 



The. Great Juvenile Magazine. Only 80 cents a year— 
raiajgepagesof choicest .....— ~. ^.. ... 

• -ery subscriber, bj 
rtn and beauty < 
__ club! Say where re 
DEN, Publisher, Chicago, 111. 



pages of choicest reading— a splendid $1.00 Cbro- 

-"* ■ J '" ■ "■ '"*"- J \ A: — ' "■" -'■ " 

Raise a* club! Say where you saw this. JOHN B. AL- 



mo ta every subscriber, by first mall. A marvel of cheap- 
ness, worth and beauty combined! Specimen, S cents 



WOOD AND IRON WORKING MACHIN- 
ERY of all kinds manufactured by T. R. BAILEY 
ft VAIL, Lockport, N. Y. Illustrated Catalogue free. 



SEE 



In another colnmn, advertisement about 
Iowa and Nebraska Lands. 



GENUINE CHESTER EMERY. 

A JOBS, 



EMERY 
CLOTH. 



OBTAIN 




3tdvertiseratnts. 



RATES OF ADVERTISING. 

Back Pace 81.00 a line. 

Inside Pace ...... r S cents a line. 

Engravings may head advertisement* at the same rate per 
line, bymeasurtment.as the letter-press. 



Ke>* 



EMERY 
PAPER. 



LOWEST FBIOES. 



BEST QUALITY. 

E. V. HAUGHWOUT ot CO., 
23 Park Place, MEW YORK. 



A MERICAN ROLLED NUT & TUBE CO., 

r\ Richmond, Va. Nuts from X In. to 8 In., hollow 
Shafting, Turnbuckles, 4c. .manufactured by Ostrander'B 
process. Better, and thirty per cent cheaper than any 
others made. Send for circular. WM. E. TANNER, Prest 



TO THE WORKING CLASS, male or fe- 
male, $60 a week guaranteed. Respectable employ- 
ment at home, day or evening ; no capital required ; full 
lnstructlonsand valuable package of goods to start with, 
sent free by mall. Address, with 6 cent return stamp, 
M. YOUNG St CO., 16 Courtlandt Street, New York. 




m packer ?>». 



'tfenttocuujSbortsman on Mai 

SEND FOR " " WE8T-MERIDEN 

circular PARKER-BRQg conn. 



Largest Organ Establishment in the World 

7 Extensive Factories. 

J. ESTEY & COMPANY, 

Bbattleboro, Vt., U.S.A. 

IRE CELEBRATED 

Estey Cottage Organs 

The latest and best Improvements. Everything that Is 
new and novel. The leading Improvements In Organs 
were Introduced first In this establishment. 

Established 1846. 
SEND FOR ILLUSTRATED CATALOGUE. 




THE 



SCIENCE RECORD 



FOR 



1873. 



A Compendium of the Scientific Progress and Dlscove 

lies of the Preceding Year. Illustrated with Steel 

Plate and other Eugravings. 500 pages, 

octavo. Price,f2. 

THIS NEW AND SPLENDID BOOK will 
be published about January 15,1873. Its con tents will 
embrace the most Interesting Facts and Discoveries In 
the various Arts and Sciences that hare transpired during 
the preceding year, exhibiting In one view the General 
Progress of the Worldln the following Departments: 
l.-CFEMISTRY AND METALLURGY.- Embruclng 
accounts of all the chief Chemical Discoveries, Im- 

frovements, and Processes Introduced In the various 
ndustrlal Arts, with engravings. Improvements In 
the Processes of Working Iron, Steel, Lead, Copper. 
Gold, Silver, and the various Metals with engrav- 
ings of New Apparatus, descriptions of New Alloys 
and much other vahiable Information. 

2.-MECIIANICS AXD ENGINEERING.- Embracing 
descriptions of New Mechanical Processes, Inven- 
tions, Public Works, Improvements In Steam En- 
gines, Boilers, Motors, Railways, Canal Navigation, 
Naval Engineering, Mechanical Engineering, Civil 
Engineering, Building, New Mechanical Inventions, 
with many engravings. 

8.— ELECTRICITY, LIGHT, HEAT, SOUND .-Embrac- 
ing the latest Improvements In Telegraphy and Tele- 
graph Engineering, Improvements in Galvanic Bat- 
teries, Electric Englnes.New and Useful Applications 
of Electricity In the Arts— with engravings. 

4.— TECHNOLOGY.— Embracing New and Useful Inven- 
tions and Discoveries relating to THE ARTS; Im- 
provements In Photography, Printing, New Imple- 
ments, New Machinery. New Processes, New Recipes, 
Improvements pertaining to Textile Industry, Weav- 
ing, Dyeing, Coloring, and the various branch** of 
Industrial Labor, with accounts of New Industrial 
Products, Animal, Vegetable, and Mineral— with en- 
gravings. 

5.— BOTANY AND HORTICULTURE. -Descriptions of 
New Plants, Trees, Shrubs and Flowers, Introduced 
during the preceding year, with New, Useful and In- 
teresting Facts in relation to Cultivation, Propaga- 
tion, etc.— with engravings. 

6.-AGRICULTURE.-New and Useful Information In 
the branches of Agriculture, with Notices of New 
Processes, New Implements, New Plants, Products 
etc. Improved modes of Treating Soils, Preparing 
Manures, Information concerning Domestic Animals, 
their Diseases, Treatment, etc.— with engravings. 

7.— RURAL AND HOUSEHOLD ECONOMY .-The Lat- 
est Information concerning Building Materials, Im- 
provements thereon, Improvements In Houses, Fur- 
niture, Lighting, Heating. Ventilation, Laundry Pro- 
cesscsana Apparatus, Valuable Information relating 
to Food, Its Preparation, Preservation, etc., including 
New and Valuable Recipes, and a great variety of 
Miscellaneous Information pertaining to the House- 
hold—with engravings. 

8.— MATERIA MEDICA, THERAPEUTICS, HYGIENE. 
—Exhibiting the progress of Medical Science In vari- 
ous branches, New Medicinal Preparations, New 
Health Inventions and Appliances, with much Inter- 
esting Informat lo n. 

9.— NATURAL HISTORY AND ZOOLOGY.-The latest 
discoveries In Microscopy, Implements and Applian- 
ces In Microscopic Investigation, Scientific Explora- 
tions, Physiology, Anatomy, Discoveries relating to 
Pre-hlstoric Man, Interesting Information and Dis- 
coveries re 1st tng to Mammals, Birds, Reptiles, Fishes, 
and Insects— with engravings. 
10 ft ll.-METEOROLOGY, TERRESTRIAL PHYSICS 
GEOGRAPHY.— Accounts of Interesting Atmosphe- 
ric an d Terres tri al Phenom ena,Travels , Explorations 
and Discoveries, Including descriptions of the Great 
National Parle— with engravings. 
13.-GEOLOGY AND MINERALOGY.-The Latest and 
most Interesting Geological Investigations and Re- 
ports, Accounts of New Minerals. New Mineral Dis- 
coveries, Fossils, and Remarkable Phenomena. 

13.— ASTRONOMY.— Recent Interesting Discoveries and 
Information relating to the Planets, Comots, Meteor- 
ites, Aurora, the Sun, with Reports of Astronomical 
Phenomena, Progress, New Instruments, etc. 

14 ft 15.— BIOGRAPHY, NECROLOGY.— Biographies of 
distinguished Men of Science, with steel-plate and 
other Portraits. Notices of Prominent Men con- 
nected with Arts and Sciences, recently deceased 
with Portraits. 

Every person who desires to be well Informed concern- 
ing the Progress of the Arts and Sciences should have a 
copy of Science Record fob 1873. It will be a most In- 
teresting and valuable Book, aad should have a place In 
every Household, in every Library. 

600 pages. Octavo. Handsomely Bonnd. Many Engrav- 
ings. Price, |2. 

Sent by mail to all parts of the country, on receipt of 
the price. A liberal discount to the trade and to can- 
vassers. For sale at all the principal Bookstores. 

MUNN & CO., Publishers, 

37 Park Row, New York City. 

The SCIENTIFIC AMERICAN wlllbe sentone year 
and one copy of SCIENCE RECORD FOR 1873, on 
receipt of $4-50. 

SCIENCE RECORD FOR 1873, uniform with the 
above. Price $3. 

THE SELDEN DIRECT-ACTING 



PATENTED CHEMICAL WATER FLAME 
LIME or CEMENT KILN— Fuel, any kind of coal 
or wood In same kiln. Will born pnrer, softer, and cooler 
working; Lime than can be burned any other way. and 
with one quarter less fuel. Apply to C. D. PAGE. 
Patentee, Rochester, N. T. ™*"> 



SEE 



In another colnmn advertisement about 
Iowa and Nebraska Lands. 



E. P. BAUGH'S 

PATENT SECTIONAL HILLS, 



For Grlni 
phate Bock, 



>■, ores, Clay, Feed, Ptaos- 

oano, and all Hard and Tonga Substances. 
BAUGH & SONS, 

Philadelphia, Pa. 



WANTED— Responsible Agentsin Buffalo, 
Chicago and Boston, for Mullen's Patent Feed 
Water Heater, the simplest and most durable ever In- 
vented, patented March 5, 1872. One hundred of them In 
use. Sena for Circular. G. M. MULLEN, ST Dey St, N.Y. 




Steam Pump 

IS THE BEST Steam 
Pump made. 

Send for Circular 
and Price List to 



A. CARR, 48 Conrtland Street, 

New York City 



THE Proprietors of C. N. Gofs' patents, re 
cently Issued, for Improvements In Horse Hay Rakes 
wish to arrange with a few more pai lie* to manufacture 
the best horse rake In the country, upon royalty or oth- 
erwise. Address F. G. BUTLER, BellowBl alls, Vt. 



ONE THOUSAND DOLLARS PER 
MONTH has been made by our Agists telllrg two 
new Patxhts. Address N. P. BOTER & CO., Parkes 
burg, Pa. 



© 1 873 SCIENTIFIC AMERICAN, INC. 
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BAIRD'S 



WHAIiEN TTJRBINE, No risks to purchaser 
amphlet sent free. Beth Whalis , Ballston Spa, N. T 




FOE PRACTICAL MEN. 



Mr new, revised and enlarged Catalogue of PRACTI- 
CAL AND SCIENTIFIC BOOKS— 96 pages. 8vo.-wlll be 
sent, free of postage, to any one who will f avorme with 



bis address. 



HENKY CAREY BAIRD, 

INDUSTRIAL PUBLISHER, 
406 WALNUT STREET, Philadelphia. 



KISDON'8 IMPROVED 

Mine Water Wleel 

Is Cheap, simple, strong and durable ; 
npon a teat has yielded over 86 per cent 
at full gate, and over 18 per cent at 
eight-tenths gate. 
Send for circular to 

T. H. RISDON ft CO., 
Mount Holly, New Jersey. 



"DURDON IRON WORKS.— Manufacturers 
_D of pumping Engines for Water Works, High and 
low Pressure Engines, Portable Engines and Boilers of 
all kinds, Sugar Mills, Screw, Lever, Drop, and Hydraulic 
Presses, Machinery in general. HUBBARD t. WHIT- 
TAKER, 10 Front St., Brooklyn, N. Y. 



But Barber's Bit Brace. 



1832. SCHENCK'S PATENT. 1871. 

W00DW0RTH PLANERS 

And Re-Sawing Machines, Wood and Iron Working Ma- 
chinery. Engines, Boilers, etc. JOHN B. SCHENCK'S 
SONS, Matteawan, N. Y. and 118 Liberty St., New York 



WOOD-WORKING MACHINERY GEN- 
erally. Specialties, Woodwortn Planersand Rich- 
ardson's Parent Improved Tenon Machines. 

Central, corner Union St., Worcester, Mass. „_„„„ 
WITHERBY RUGG & RICHARDSON. 



Purchasers of Saw Mills 

DON'T BE FRIGHTENED ! Having noticed an 
advertisement In the papers, from Lane, Pitkin & Brock, 
forbidding all persons from purchasing Circular Saw 
Mills made by us, we will say, tbat Dennis Lane claims 
the Invention vf mechanical devices which we nave 
made and applied to mills for years previous to the date 
ol his patents. We shull continue as before to manufac- 
ture Circular Saw Mills with all the modem improve- 
ments, and will defend our customers from any suits for 
damages, brought against them by Dennis Lane, or Lane, 
Pitkin & Brock. 

Luke Buzzkll, SI. Johnsbury, Vt. 

Belkxa p, Ely & Co., North field, Vt. 

Cole,Buqbee& Co.. Lebanon, N. Ii. 

*". C. Candee & Co, ST Liberty St., N. Y. city. 



WATER POWER & FACTORY BUILD- 
INGS FOR SALE— Main Building, 35x60 ft., two 
stories ; Foundry, 39x90 ft., with Cupola and Blower com- 
plete ; 30 ft. wheel; never falling stream of water, one 
half mile from K. K. Station, and one and one half miles 
from Steamboat Dock. A very desirable place for any 
light business. Will be sold cheap. Only $1,000 In cash 
required. D. C. SAGE, Cromwell, Conn. 

W00D-W0RKING~MACHfNERY. 

New and Improved Woodwork's, Daniel's, and Dimen- 
sion Planers, Moulding, Mortising, Tenoning, Sawing, 
Boring, Upright Shaping Machines, etc. Machine Chisels 
and Augers, Moulding Cutters and Former's Cele- 
brated Patent Matcher Heads and Cutters, con- 
tantly on hand and made to order. 

R. BALL & CO., 36 Salisbury St., Worcester, Maaa. 



WOODWARD'S COUNTRY HOMES. 



jvn DESIGNS and PLANS for 
I '"Hi Houses of moderate cost 
■*• *J V *1.50, post paid. 

ORANGE JTJDD cfe CO,. 

Publishers 245 Broailway, N. York 
IVSend for Catalogue of all books 
on Architecture, Agriculture, Field 
% Sports and the Horse 




tftps r 

t omat o-^ 



Corrugated Iron, 

Iron Buildings, Roofs, Shutters, 4c. 

MOSELY IRON BRIDGE ft ROOF CO., 



Send for Circulars. 



Office, 9 Dey St., New York. 



MASON'S PAT'T FRICTION CLUTCHES 
are manufactured by Volney W. Mason ft Co., 
Providence, R. I. Agents, L. B. BROOKS, 60 cliff street, 
New York j TAPLIN, RICE ft CO., Akron, Ohio. 

^PATENT^S^Patenr Rigid i Bought 
, and Sold on Commission. Agents make *500 per 
mono. Address NATIONAL P. R. AGENCY, 

Philadelphia, Pa. 

" THE~^PHILADELPHIA" 

HYDRAULIC JACK. 

PISTON guided from both ends; all working 
parts guarded from dust ; single or double pumps, 
cylinders, shafts, rocker arms, pistons, etc ., entirely steel. 
No. 14 N. 5th st., Philadelphia, f pun tp <s m«Tirir 
No. 48 Cliff St., New York. ' ( rHIUr s - JUSTICE. 



LEFFELIMPROVED DOUBLETURBINE 

WATER WHEEL. 



^?j WROUGHT 
- IRON 

Beams & Girder s 



THE Union Iron Mills, Pittsburgh, Pa. 
The attention of Engineers and Architects 1b called 
to our Improved Wrought-lron Beams and Girders (pat- 
ented), In which the compound welds between the stem 
and flanges, which have proved so iDjectlonable In the 
old mode of manufacturing, are e.:;iiely avoided, we are 
prepared to furnish all sizes at t inw« as favorable as can 
beobtalnedelsewhere. Fordesu-.-.u: v< lithograph address 
Carnegie, Klouiuu & Co, Union ir-m S. Ills, Pittsburgh, Pa. 



BUERK'S WATCHMAN'S TIME DE- 
TECTOR.— Important for all large Corporations 
and Manufacturing concerns— capable of controlling 
with the utmost accuracy the motion of a watchman 01 

Satrolman, as the same reaches different stations of hit 
eat. Send for a Circular. J. E. BUEKK, 

P.O.Box 1,057 Boston.MPSH. 
N. B.— This detector 1b covered by two U. S. PatentF 
Parties using or Belling these Instruments without au 
thorlty from me will be dealt with according to law. 

SICHARDSON, MERIAM & CO. 
Manufacturers of the latest Improvri Patent Dan 
and Woodwortn Planing Machines, Matching, Sash 
and molding, Tenoning, Mortising, Boring, Sha plug, Ver- 
tical, and Circular Be-sawlng Machines, taw Mills, Saw 
Arbors, Scroll Saws,. Hallway, Cut-off, and I lp-eaw Ma- 
chines, Spoke and wood Turning Lathes, and various 
other kinds of Wood-working Machinery. Catalogues 
andprlcellsts sent on application. Manufactory, Wor- 
cester. Mass. Warehouse, 107 Liberty bt, New 'York. 17 , 



OHINGLE AND BARREL MACHINERY.— 

IO Improved Law's Patent Shingle and ntuiiv.g Ma 
chine, simplest and best In use. Also, Shingle Heading 
and Stave Jointers, Stave Kqucllzers- Heading Plare.rs 
Turners, &c. Address TR KVOR & Co." T " *" 




FELT 



Cheapest, best, and most durable non- 
conductorknown. BOILER FELTING 
WORKS, 46 Courtlandt St., Sew York. 



E. a 

Patents 



6000 IN 

NEW WHEELBOOK I 



USE. 

P&GES.FOR 1872 



SENT FREE 

JAMES.LEFFELkCO.SPRINGFIELD.O. 

:- 109 LIBERTY ST, NEW YORK CITY. 



A NEW TOMATO! 

I introduce, this season, a new tomato, the Canada 
Victob. which i probably the mrllent qf all variette*. It 
combines just what is wanted, viz : extreme earllness, 
large size, the round stume, Bolldlty, richness of color, 
with an entire freedom from urcenness and cracking 
around the stem, and first class cropping qualities. Sin- 
gle packets of 25 seeds, Kcents: five packets, (1. Pack- 
ets of 25 seed selected from the few very earliest, SO 
cents each. My Seed Catalogue free to all. Dealers sup- 
plied at a liberal discount. 

JAMES J. H. GREGORT, Marblehead, Mass. 



"\TACHINERT of all kinds, New and Sec- 
JJJL ond Hand, bought and sold by S. C. HILLS, 51 
Courtlandt Street, New York. 



Upright Engine andTubular Boiler (4) Hobsi 
Power, with all Trimmings— also, (10) House 
Power. Send for circulars. VARIETY IRON 
WORKS COMPANY, Cleveland, Ohio. 



$425 




The 

ARI0N 

PIANO 

is 

Th e Bes t! 

Wood Working Machinery. 

Specialties: Daniels' and Woodworth Planing Ma- 
chines ; Pall.Tub.ClothesDln, and Washboard Machinery ; 
Gage, and Stretcher Lathes. CHARLES BUSS ft SON, 
Marlborough, N. H. 



SAVE MONEY by purchas 
lng the best Piano-Forte. Do not de- 
cide what make to get until you write 
for our Illustrated Circular, which we 
mail free. The " Arlon Piano " con- 
tains four patented Improvements 
that make It more durable than any 
piano In the market. 

Write for Circular, and mention 
where you saw this notice. 

Address THE ARION PIANO- 
FORTE COMPANY, 5 East Four- 
teenth Street, New York City. 



MILLIONS OF ACRES 

iDwa&NeliraslcaLantls 

FOB SALE BY TBS 

Burlington & Mo. River R R Co. 

On Jen Years* Credit at 6 per cent. Interest. 

Products will pay for the land and Improvements 
much within the limit of this generous credit. Better 
terms arc not offered, and probaoly never will be. 

Circulars giving full particulars, gratis; call for all 
that are wanted to circulate. 

Come Wist and thrive, Friends will follow. 

A Sectional Map, showing the exact location of Iowa 
lands, Is Bold at SO cents, and of Nebraska lands at same 
price. For Circulars and Maps, apply to 

GEO. S. HARRIS, 
Land Commissioner, Burlington, Iowa. 

$3T And please say In what paper this advertisement 



NEW PATTERNS. 

MACHINISTS' TCOL8— all slzes-at low prices. 
E. & R. J. GOULD, 97 to 113 N. J. R. R. Ave., 

Newark, N. J. 



Machinery, 

Wood and Iron Working of ever '' 
Rubber Belting. Emery wheels, Bal 
GEO. PLACE & CO., 121 Charabeis 



INVENTORS' NATIONAL UNION 
GIBBS & CO., 118 Broadway, New York. 
Sold on Commission. Send for Circular. 

~1voWeur Y's> at!:nt~ " 
Planing and Matching 

and Molding Machines, (Jray & Wood's Planers, Self -oil lng 
Saw Arbors, and other wood working machinery. 

" " """ """ ) 01 Liberty Btreet, N. Y.: 



S. A. WOODS, 
Send for Circulars. 

macwnery; 



( 67 Sudbury street, Boston. 

~NEW nntT ad-HAND^ 

Send for Circular. Chas. PLACE 
* CO. 00 Vesey St., New York- 



Also, Shingle Heading 
Heading Plarer 
Lockport, N. Y. 

PORTABLE~STEAM ENGINES, COMBIN- 
tng the maximum of efficiency, durability and econ- 
omy, with the minimum of weight and price. Thev are 
widely and favorably known, more than ttOO being In 
use. All warranted satisfactory or no sale. Descriptive 
circulars sent on application. Address 

J. C. HOADLKY 4: CO., Lawrence, Maw. 
Liberty St., Ne t York. 

RiVERVIEW r Milit"ary ~A<»tlemy7P<rog^ 
keepsie, N. V. A thorougli-go.i'-S school for boys. 

Niagara Steam Pump. 

CHAS. B. HARDICK, 
_ 23 Adams St., Brooklyn, N.Y. 

P. BLAISiDELL~&~Co,] 

MANUFACTURERS OF FIRST CLASS 



M 



MACHINISTS* TOOLS. Send for Circulars 
Jackson St., Worcester, Mass. 



SAFETY HOISTING 



U 1 lib Machinery. 

NO. 348 BROA°D T W I AV^ 8 Y0R fc K. C °" 



SILICATE OF SODA 

In Its various forms. PHILADELPHIA QUARTZ CO. 



PUNCHING 
AND 

DROP PRESSES. 



For the Best and Cheap- 
est Adress THE STILES 
& PARKER PRESS CO., 

MIDDLKTOWN, CONN. 



Andrew's Patents. 

Noiselem, Friction Grooved, or Geared Holat- 

er», salted to every want. 
Safety Store Elevators. Prevent Accident, It 

Rope^Belt, and Engine.break. 

1-2 to 
lions 



n.ojie* Den. p.uh ejukiuc urmK, 

moke-Burning Safety Boilers, 
iscillating Engines. Double and Single, 

1 OO-Horac power. 
!cntrlfngal Pumps, 100 to 100,000 Ga 

Ser Inlnute, Best rumps In the World, 
Ind, Sand, Gravel. Coal, Grain, etc., v 



out injury. 
All Light, Simp] 
Send for Circulars. 



with. 

le. Durable, and Economical. 



WM. D. ANDREWS * BRO.. 

414 Water Street, New York. 



100 YEAR ALMANAC, for 50 cents 

we send postpaid an Almanac §1 vine every Year .Month, 
Week and Day of the Century, also a Pocket Calendar for 
1873. Extra inducements to Agents. Address 

GEORGE A. HEARD & CO., Boston, Mass. 



ES1ABL1SBBD 1858. 




Txabz Mask. 
FIRST PREMIUM AWARDED BY THE AMERICAN 
INSTITUTE FAIR, 1871. 
Wasteno time, oil, or labor on worthless paints. Use 
PRINCE'S METALLIC, an Indestructible coating for 
iron, tin and wood. Send for a circular and sample 
For sale bv the trade, and PRINCE'S METALLIC PAINT 
COMPANY, 96 CEDAR STREET, New if oik. 



Wood and Iron Working of every kind. Leather and 
"Tieels, Babbitt Metal, &c. 

■■*--* 103 Reade Sts, N.Y 



CHAMPION SPRING MATTRESS— The 
latest and best Improvement. Do you want a 
neaitby and comfortable bed? Here It Is. The softest, 
easiest, cheapest, most popular, and durable Spring Bed 
In market. Sold by all leading dealers. No stock com- 
plete without It. Wholly composed of tenacious tem- 
pered steel springs, so unl ted that the pressure Is equally 
distributed. Easily moved or carried about the house. 
Can be lifted, turned, or rolled up like s blanket. Both 
sides alike. Noframe.no wooden slats, no straps. May 
be usea on floor without bedstead. No under bed re- 
quired. Needs only half thickness of hair mattress. The 
regular size double bed, 4 ft. 6 In. by 6 it., contains 192 
tempered steel upholstery springs and weighs only 25 
lbs. More sprl ngs fur your money In t his bed than In any 
other. Warranted noiseless. Any sizes made to order. 
Bend for pictorial circular. Retail price of double bed, 

flS. Shipped, by single bed or quantity, to all parts of 
be wnrld. Liberal dNcount to the trade. Agents want- 
ed. F. ''. BEACH 4 CO., Makcis, 1S1 andl33Duane Street. 
New York. 



Machinists' Tools. 

The largest and most complete assortment In this conn 
try, manufactured by 

NEW YORK STEAM ENGINE COMPANY. 
121 Chambers ft 108 Rease Streets, New York. 



Cold Rolled Shafting. 

Best and most perfect Shafting ever made, constantly 
on band in large quantities, furnished In any lengths up 
to 24 ft. Also, Pat. Coupling and Self-otllng adjustable 
Hangers. GEORGE PLACE A CO., 

121 Chambers & 103 Readc Streets, New York. 



Sturtevant Blowers. 

Of every size and description, constantly on band. 
GEORGE PLACE & CO., 
121 Chambers & 103 Reade Streets, New York. 



WINDER'S 



Pat. Punching Presses 



For Railway Shops, Agricultural Machine Shops. Bolle 
Makers, Tinners, Brass Manufacturers, Silversmiths. Ac 
Warranted the beet produced. Send for Catalogue. &c. 
NEW YORK STEAM ENGINE Co!, 
121 Chambers & 103 Rea de 



To Electro -Platers. 

BATTERIES, CHEMICALS, AND MATE- 
RIALS, In a ets or single, w Ith bo oks of In strnctlon, 
manufactured and sold by THOMAS HALL, Manufactur- 
ing Electrician, 19 Bromflcld Street, Boston, Mass. Illus 
trated catalogue sent free on application 



XHREE SPECIMEN COPIES of the Amer- 
ican Stock Journal, Handsomely Illustrated with 
.ravings of Horses, Cattle, Sheep, Swine, Poultry. 
Dogs, and Birds, and three Packages of N>w Faej- 
Sieds, best Frsi to all who send :wo Stamps for Port, 
age. Address N. P. BOYER * CO. Parkesburg, Pa. 



JH. WHITE, Newark, N. J., Manufac- 
. turer of Tin, Zinc, Brass and Copper Spun Bot- 
tom Oilers, Children's Carriage Trimmings, Cowell Pat. 
Door and Gate Spring, 4c. Ac. Stamped, Cast and Spun 
Metal Wort, Dies, Tools, and Patterns to order. 



ft TT'R'R'R'.B gTAMPs, Steel Letters, the Little Gem, 
It U DDEiiX Stencil Dies, Ac, U. S. SiI'f'b Co., 97 W. 
Lombard St., Baltimore. 110 a day to Agents. 



SAFETY FUSE S&tfOBP 



Avon, Conn. 



12 Samples sent by mall for 50 cts., that retail quick for 
1 10. R. L. WOLCOTT, 181 Chatham Square, New York. 



A |Ti k f9ATTfU7! Ak*M§ wanted! Allcl imti ofwnifclnic p** 
fV I'll fjVpl«,oFlllb» lex, youQjc orold.m.kemoreDioneyKt 
work for us i u tluslr spars moments or sU tbo iimo than atany thiol 
■IN. rullcuUrsbM. Addrea»O.Btln»oo»Co..Poitl«Jiil.lUla«. 



TXT'OOD CARPETING. 

Y V PARQUET AND INLAID FLOORS. 

Send stamp for Illustrated price list to the 

NATIONAL WOOD MAN'F'G CO., 

942 Broadway, New York 



Milling Machines. 

STANDARD, UNIVERSAL, INDEX, CAM- 

Q CUTTING and PLAIN, in every variety, of aneoual- 
led design and first-class workmanship. Send for illus- 
trated Catalogue to the Bkainakd Milling Machine 
Co., 11 Pemberton Square, Boston. Works at Hyde Park. 

You ask WHY we can sell fir** 
Class 7 Octave Piunos tor $290 t 
Weaii8w«*r— itcusUleHthaii $l30i# 
Ito make any $600 I'iuiio --*>.•( 
through Agents, all of whom make 
IOO per Ct. profit. We liavt 
'no Agents, but ship direct to fami- 
lies at Factory prim-, and warrant 
„ 5 Years. Send for illustrated cir- 
cular. In which we refer to over 500 Hankers, .Merchants, 
Ac. (some of whom you may know, u*iuj£ our Pianos, 
lu 44 Slates and Territories. Pit-use slate where you saw 
this notice. 

U.S. Piano Co.. 80S Broadway, N.Y. 




CINCINNATI BRASS WORKS-Engineers 
aud Steam-fitters' Bra 88 Work. Best quality. Send 
tor Catalogue. F. LUNKENHE1MER, Prop. 



SEE 



In another column, advertisement about 
Iowa and Neb aska Lands. 



LATHE CHUCKS— HORTON'S PATENT 
from 4 to 36 Inches. Also for car wheels. Addtess 
E. HORTON & SON, Windsor Locks, Conn. 




Write (or Large Illustrated Descriptive Price List to 



GREAT WESTERN 




PITTSBURGH, PA. 



Double, Single, Muzzle and Breech-Loading Rifles. Shot 
Guns, Revolvers, Pistols, Ac, of every kind, for men or 
boys, at very low prices. Guns, {3 to $300; Pistols, $1 to 125. 



Iron City and Siberian Iron forts. 

ROGERS & BURCHFIELD, 

MA1TUFACTOKEB8 OF 

Refined Charcoal and Best Bloom Sheet Iron, Brands 
Apollo and Siberian. Specialties: Stamping, Button, 
Trunk, Lock, Shovel, Tea Tray, Show Card, Tagger, and 
all other kinds of fine Sheet, from 12 to 40 gauge. Cut to 
size, as required by the trade. Equally to any Imported 
Office and Warehouse, 108' Water St., Pittsburgh, Pa. 



PROTECTION AGAINST FIRE. 

HALL BROTHERS 
Are prepared to intro- 
duce their " System of 
Sprinklers 19 into Mills, 
Factories, &c, at short 
notice. Call and see a 
practical operation of 
same at their works, 
36 CHARDON STREET, 



BOSTON. 



OP THE 

SCIENTIFIC AMERICAN. 

The Best Mechanical Paper in the World 

A year's numbers contain over 800 pages and several 
hundred engravlngB of new machines, useful and novel 
Inventions, manufacturing establishments, tools, and 
processes. 

The SCIENTIFIC AMERICAN 1b devoted to the inter 
ests of Popular Science, the Mechanic Arts, Manufac- 
tures, Inventions, Agriculture, Commerce, and the In- 
dustrial pursuits generally, and 1b valuable and Instru 
tlve not only in the Workshop and Manufactory, but 
In the Household, the Library, and the Reading Room 

To the Mechanic and Manufacturer/ 

No persan engaged In any of the mechanical pursuits 
should think of doing without the Scientific Ameri- 
can. Every number c ontalnsf rom six to ten engravings 
of new machines and 1 ivcntions which cannot be found 
In any other publlcatlo 

Chemists, Architects, MiUwHgJda a.*ii Farmrs 

The SCIENTIFIC AMERICAN will be found a most 
useful } -unial to them. All the new discoveries la the 
science of chemistry are given In Its columns; and the 
Interests of th3 architect and carpenter .ire not over- 
looked, all the new Inventions and discoveries apper- 
taining to these pursuits being published from week to 
week. Useful and practical Information pertaining to 
the Interests of millwrights and mlllowners will be found 
published In the Scientific American, which Informa- 
tion they cannot possibly obtain from any other source. 
Subjects In which planters and farmers nre Interested 
will be found discussed In the Scientific American. 
many Improvements In agricultural Implements being 
illustrated In its columns. 

We are also receiving, every week, the best sclcntlUc 
Journals of Great Britain, France, and Germany; thus 
placing In our possession all that 1b transpiring in me- 
chanical science and art In these old countries. We 
shall continue to transfer to our columns copious ex- 
tracts, from these Journals, of whatever we may deem of 
nterest to our readers. 

TERMS. 

One copy, one year - • $3.00 

One copy, six months • ... 1.50 

One copy, four months • ... 1.00 

One copy of Scientific American for one year, and 

one copy of engraving, " Men of Progress " • 10.00 
One copy of Scientific American for one year, and 

one copy of " Science Record," for 1873 - - - 4 .50 
Remit by postal order, draft or express. 
The postage on the Scientific American Is five cents per 

quarter, payable at the office where received. Canada 

subscribers must remit, with subscription, 25 cents extra 

to pay postage. 
Address all letters and make all Post Office orders or 

drafts payable to 

MUNN & CO., 

37 PARK [ LCW El« YCIX. 
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Advertisements will be admitted, on this page at the rate oj 
91.00 per line for each insertion. Engrvings may 
head advertisement* at the same rate ver line by meas- 
urement, as the. letter-press. 



To Investors. 



To those having funds to Invent, and those who wish 
to Increase their income from means already In* 
vested in other lei>s profitable securities, we recommend 
the Seven-Thirty Gold Bonds of the Northern Pacific 
Railroad Company as well secured and unusually pro- 
ductive. 

The bonds are always convertible at Ten percent, pre- 
mium (1.10) Into the Company's Lands at Market Prices. 
The rate of Interest (seven and three-tenths percent, 
gold) Is equal now to about 8>tf currency— yielding an In* 
come more than one-third greater than U. S. 5-30fl. Gold 
Checks for t\\v semiannual Interest on the Registered 
Bonds are mailed to the Post -Office address of the owner. 
All marketable stocks and bonds are received In ex- 
change for Northern Pacifies on most favorable terms. 

Jay Cooke & Co., 

Nkw York, Philadelphia, and Wabhikgtox, 
Financial Agent* Xorthern Pctctftc R. B. Co., 

I ou ^au by Basks and Bankers. 



I N D EPENDENT 

BOILER FEEDERS 

SEND FOR ILLUSTRATED CATALOGUE 

COPE&MAXWELLMFG.CO. 

HAMILTDN.DHI □. 



Good Watches 

FOR mmam 

Practical Men. 



SW We send our Descriptive Price List of 

Waltbam fatcbes 

Keek to all who Wbitk fok it. 



Mechanics, Engineers, and all others who require cor- 
rect time, will find Watches specially adapted to their 
' use described In this Price List. 



WE SEND SINGLE WATCHES TO ANY PLACE BY 
EXPRESS, WITH BILL TO COLLECT ON DELIVERY, 
t ND ALLOW THE PURCHASER TO OPES THE PACK- 
AGE AND EXAMINE THE WATCH BEFORE PAYING 
THE MLL-AXD FOR ANY WATCH THAT DOES NOT 
HIVE SATISFACTION, THE MONEY WILL BE 
PROMPTLY REFUNDED. 



Writi' lur the Price List, and please mention that you 
►aw tula advertisement In the Scientific Americas. 
Address 

HOWARD & CO., 

No. 865 Broadway, JfewYork. 

UJ^Extra Heavy Gold and Silver Cusen always on hand 

WANTED — By a man of &"> years* nxperi- 
iiire In BuildluV UepulrliiK. aud runnlnc Engines, 
a situation as Engineer in Boint; first clans establishment. 
South or West preferred. First class References from 
iircueut Employers, and others, if desired. Address EN"- 
i;l\EEK,care of J. Cupps and Sons, Jacksonville, 111. 



THE UTWk 




STEAM ENGINES, 

PORTABLE & STATIONARY. 

" The Bkht, Cheapest, Most Durable." 

Improved Circular Saw Mills, Screw and 
Jjpver 8et. l^~ send for Circular. 
UTIC.% STEAM liNGINECO.. Utlca, N. Y. 

Li. tJ. YOTNG, Genkhal Agent, 

Vt Cortlandt St., New York. 



Grant's Bolt Cutter & Drill ComMned 



Smallest size, 
LENGTH, VI IX.-WEIGHT, 140 LBS. 



Thread* of 
any form cut 
on bolts cf 
any length by 
hand or pow- 
er— perfect In 
once going 
_ over. Dies ad- 
justable for 
wear. Fine 
efficient dura- 
ble machines. 

The smallest shop cannot aflord to do without one. Used 
by Third Ave. car shop and Brooklyn Bridge Co, Send for 
.tfrculart. WILEY & RUB&LL, Greenfield. Mass, 




A. S. CAMERON & CO., 

ENGINEERS, 

Works, foot of East 23d 
street, New York City. 

Steam Pumps, 

Adapted to every possible 
duty. 
Send (or a Price List. 




MORRIS, TASKER & CO., 

MANUFACTURERS OF 

AMERICAN CHARCOAL IRON 

Boiler Tubes. 

wr0uoht-ir0n tubes 

and Sittings, for gas, steam 

water, and oh. 

|ysteam and Gas Fitters' Supplies Machinery for 
oal Gas Works, Ac, &c. 

NO. IS GOLD ST.. NEW YORK. 



MAHOGANY, 

B0BEW00D, FBENCH WALNUT, SATIN 
WOOD, HUBGABJAN ASH, CEDAR, ETC. 
Large and Choice Stock Foreign and Domestic Woods, In 

VENEERS, BOARDS. AND FLANK. 

Imported and Manufactured by 

GEORGE W. READ <fc CO., 

Office, Mill and Yard, 186 to 200 Lewis St., cor. 6th, E. B. 
Branch Salesroom-170 <fc 172 Centre St., N, Y. 
Orders by mall promptly and faithfully executed. 
lysend for Catalogue and Price List. 



SCHLCNKCR'S PATENT 



^HTkWJ 



New Invention. ADDRESS, 
Howard Iron Works. Buffalo. N.Y. 



R. A. Tervalen's Brick Machines, 

Made at Haverstraw, Rockland Co., N. Y. Making nine 
tenths of all the brick usedln the State. Sendforclrcular. 



New York PLASTER WORKS 

MANUFACTURERS or Calcined and Land Plaster, Marble Dual, Terra Alba, ic.ic. Our 
Double Extb\ Planter Is unnurpa'setl. Every Bsnrl wnrmuinl. 
OurQuarrlcsurelnXovaScoila. WOliKS. 469, 411 & 473 CHERRY STREET, NEW YORK. 



® Union Stone Co., 
Patentees and Manufacturers of 
Emery Wheels & EmeryBlockg 
In size and Form to Suit various 
Mechanical Uses : 
GRINDERS, SAW GtTMMERS. DIA- 
MOND TOOLS, and WOOD'S PA- 
TENT KNIFE GRINDER, 
For Planing, Paper Cutting, Leather Splitting, and al 
ot her Long Knives. 

Office, lb Exchange Street, Boston, Mass. 
hrakph nmnva i w - s> Jarboe, US Liberty Street, X. Y. 
bbakch offices j gg commerce street, Phiiadelphla.Pa 
t3F~Send for circular. 



RANSOM SYPHON CONDENSER perfects 
and maintains vacuum en Steam Engines at cost of 
one per cent Its value, and by Its use Vacuum Pans are 
run with full vacuum without Air Pump. Send to WM. 
ALLEN, 51 Chardon St., Boston, for a personal call, or 
he Company, at Buffalo. N. Y., for a circular. 




MACHINERY for grinding 
Tools and Metals, gumming Saws, 
cleaning Castings, grinding Planer 
Knives perfectly straight— unequal- 
ed for the sterling quality of its 
material and workmanship, the du- 
rability of every part. Address 
AMERICAN TWIST DRILL COM- 
PANY, Woonsocket, R. I. 



"The Harrison Boiler." 

Seven years' service In some of the largest establish- 
ments In New England and elsewhere, with hollers 
varying from Fifty to Fifteen Hundred Horse Power. 
with repeated orders from the same parties, shows that 
this improved eneratorhas taken a permanent place in 
the use of steam. 

Fifty Thousand Horse Power have been made and put 
In operation with a present steady demand. 

All the surface of the Harrison Boiler Is either steam 
generating or superheating surface, and when this needs 
entire renewal it can be made as good as new at an outlay, 
of only one half tit* cost of a new boiler. It can he taken 
out and replaced by simply removing the loose bricks on 
the top, without disturbing the fire front or brickwork 
of the original setting. It is most difficult and expensive 
to take out and replace the ordinary wrought Iron boiler, 
which, when worn out, in comparatively worthless, and 
can scarcely command a purchaser at any price. 

Hani bo u Boilers of any size can be made ready for 
deliver)', after order 1b given, as fast as they can be put 
In place, the setting costing no more than that of the 
ordinary wrought iron boiler. 

For all Information, circulars, etc., application must 
be made direct to the 

HARRISON BOILER WORKS, 

Grays Ferry Road, 
Phliadelphla.Pa 



COVERING for BOILERS 

AND PIPE8. Superior Quality. First Prise Am. Institute Fair. VAN TUYL MF'G CO., 528 Water St„ N. Y. 





Wright's Double-Actlng Bocket- 
Flanger. 

STEAM PUMPS. 

Made by the Valley Machine Co. 
EASTHAMPTON, Mass. 



IRON PLANERS, ENGINE LATHES, 
Drills, and other Machinists' Tools, of superior qual- 
ity, on hand, and finishing. For Bale low. For Descrip- 
tion and Price address NEW HAVEN MANUFACTUR- 
ING CO.. New Haven, Conn. 



Send for Shearman's Illustrated Catalogue 

of American Machinery, with monthly Reporter of 
New and Second Hand Machinery ready to deliver In the 
United States. Price SO cts. per year. ISAAC H. SHEAR- 
MAN. 132 N. Id St., Philadelphia. Pa. 



ROTARY HAND CORN SHELLER— 
Guaranteed to work well. Send for Sample and 
Circular to the 
HARRISBURG, PA., FAMILY CORNSHELLER CO., 

Lock Box 9 



WIRE ROPE. 

JOHN A. ROEBLING'S SONS. 

MANUFACTURERS, TRENTON, N. 



Conductors of Copper. 
Ing rope of all kinds for 



Special attentlou given to hotsf- 

Mlr ' •" ' ... 

._ ng price and l „ 

pamphlet on Transmission of Power by wire Ropes. A 



— uesand Elevators. Applyfor 

circular, giving price and other Information. Send for 



arge stock constantly on hand at New York Warehouse, 
No. 117 Liberty street. 



American Saw Co. 

No. 1 Ferry Street, corner 
Gold Street, New York. 

MANUFACTURERS OF 

Patent Movable Toothed 

CIRCULAR SAWS, 

Patent Perforated 

Circular, Mill, 

AND 

Cross-cjrtSais. 

tySend for Descriptive Pam- 
phlet. 




MANUFACTURERS, NOTICE! 

TO RENT — In a thriving New England City, 2 Stories of a first class Brick Building (just 
finished), 160x30ft.. with power. Splendidly lighted and well warmed. All the modern Improvements. Espe- 



cially adapted for Wood Working, Shoe Manufacturing; and the like 
Is situated near the R, " * J "* ■»■--» — >- - ~> •*--• 



country. Address 



R. depot and Steamboat wharf. The city Is 
8HEPARD. DAY] 



one 
IS A- 



largest "Lumber Markets "In the 
CO.. Burlington, Vermont. 



Shipping facilities abundant. The building 
ne of thr 



THE HEALD & SISCO 




PATENT CENTRIFUGAL PUMPS, Vertical and Horl- 
zontal.are used all overthe United States and the Can- 
adas.and also In Great Britain. Send for our new Illustra- 
ted Pamphlet, containing nearly 600 references to Tan- 
ners, Paper-makers, Con tractors.Brick-makers, Distillers, 
etc., with 22 pages of the strongest possible testimony. 

Address HEALD, SISCO & CO., Baldwlnsvllle, N. Y. 

t&Tbe H. ft S. Pump was triumphant at New Orleans, 
1871, and at Cincinnati. Brooklyn, and New York (Am. 
Institute), 1872— being thus proved to be the Best Centrif- 
ugal Pump In the world. A cheaper, better, or more du- 
rable Wrecking-Pump, Fire-Pump, or Irrigator, is tmpoe- 



WATER WHEEL 



r^x Over 15.000,000 sqnare 

i leet in use. 



AS&ESlVfOS 

wmmm 



For steep or flat Roofs, In all climates, 

Asbestos Roof Coating. 

For restoring old Tin, Felt, and Shingle Roofs, l 

ASBESTOS BOILER FELTING. 

The best non-conductor, and the lightest and most eco- 
nomical covering for Steam Pipes, Boilers, Oil Stills, etc., 
whether housed or exposed to the weather. 

These materials are prepared ready for use, and can 
be easily applied by anyone. 

i ROOFING AND SHEATHING FELTS. ASBESTOS 
BOARD, ASBESTOS PAPER, ASBESTOS, ASPHAL- 
TUM, ftc. 

Send for Descriptive Pamphlets, Price Lists, Terms to 
Dealers, etc. 

H W JOHNS 

jEstabltslud) New Offices. 87 MAIDEN La'nE, cor. 

1 to. 18S8. t GOJ.Jl STREET. New York. 



Boilers & Pipes covered 

with "ASBESTOS FELTING;" saves 25 per cent la 
fuel. Send for circulars. 

Asbestos Felting Co., 

Noa. 316, 318, 320. 322, Front St., N, Y. 

IT Asbestos In all quantities and qualities for sale 



T> EACH'S Scroll Sawing Machine,Improved 
JLJ guaranteed the cheapest and best In use. Thirty 
days' trial gives. Send for Illustrated circular and price 
lilt, Address H. L, BEACH, 90 Fulton St., New York. 



fy T. V. Carpenter, Advertising Agent. Address 
Box 773, New York city. 



PETER COOPER'S 

Refined Neats' Foot Oil, 

FOB FIRST CLASS MACHINERY. 

It contains no gum or acid, and Is warranted pore and 
equal to the best Sperm Oil. 
pTFor sale at No. 17 Burling Slip, New York. 



STEAM DRILLS 



THE adoption of new and improved applica 
tlons to the celebrated Leschot's patent, bave mule 
these drills more fully adaptable to every variety of 
ROCK DRILLING. Their unequalled efficiency and 
economy are acknowledged, both In this country and 
Europe. The Drills are built of various sizes and pat- 
terns; WITH AND WITHOUT BOILERS, and bore at a 
uniform rate, of THREE TO FIVE INCHES PER MIN- 
UTE Inhardrock. Theyareadapteu to CHANNEL! IKG. 
GADDING, SHAFTING, TUNNELLING, and open cut 
work; also, to DEEP BORING FOR TESTING THE 
VALUE OF MINES AND QUARRIES. TEST CORE 
taken out, showing the character of mines at any depth. 
Used either with steam or compressed air. Slmpleand 
durable In construction. Never need sharpening. Man 
ufactured by 
THE AMERICAN DIAMOND DRILL CO.. 
No. 61 Liberty St., New York. 



KEFP TOUR BOILERS CLEAN. 



ANT1 LAMINA 



FtreventB and removes scale In steam Boilers— does nm 
(.Jure the Iron. In use over five years. 

J.J.ALLEN, Patentee. Philadelphia ? 

NEW YORK SAFETY STEAM POWER 00. 

30CORTLANDT-ST., NEW YORK. 

SUPERIOR 

STEAM ENGINES 

AND BOILERS, 

by special machinery 
& duplication of parte. 
They are Safe, Econmii- 
tal, Easily Managed, aud 
not liabie to derange- 
■- Their COMBIN- 
KD ENGINE & 
BOILER is pe- 
culiarly adapted 
to all purposes 
requiring small 
power. Mor*; 
than 3 00 <:n- 
fzines, from 2 bj 
- 100 horse-pow- 
er, in use. bund 
, for illustrated 
PJ%£>' circular. 




THE TANITE CO., 

INVENTORS & BUILDERS OF SPECIAL 

MACHINERY CONNECTED WITH 

EMERY GRINDING. 

SOLID EMERY WHEELS, from 1 In. to 3 feet In dlaln- 

The Tanite Emery Wheel Is rapidly taking the place 

of thejtle and the Qrindntotie. If you wish to make Im- 



provements In your Factory, Foundry, Mill or Shop, 
introduce our Emery Grinding Machinery, endnote 
the saving on Files, Labor, anil Wage*. A judicious use 



of Tanite Emery Wheels and Grinding Machinery will 
more than repay the cost lu this year's work! Nothing 
will shape, reduce or remove Metalso cheaply and quickly 
as a Tanite Emery Wheel. The cutting points or a Die 
are steel, and each minute's use Injures Its cutting edges, 
A Tanite Emery Wheel never grown dull I Eni- 
eryls a substance harderthau any metal! We have lately 
Introduced half a dozen new Styles of Machines for 
Emery Grinding. Prices: *r., |S0, «50, |60, *■», ITS, »90, 
|9S, 1110. tVS. "'"t $175. Send for Circulars and Photo- 
graphs to 

The Tanite Co., 

Stroudgbnrg, Monroe Co., Pa. 




AMERICAN 

Mine Water Wheel 

Has recently been Improved and sub- 
jected to thorough testa by James 
Emerson, Holyoke, Mass., showing 
higher average results than any Tur- 
bine Wheel ever known. A full re- 
port may be obtained of STOUT 
MILLS & TEMPLE, Dayton, Ohio. 



Machinist's Tools. 

EXTEAHEAVY AND IMPEOVED. 

LUCIUS W. POND.MANUFACTUBEB 

Worcester, Mass. 
Warerooms, 96 Liberty Street, New York. 

A. C. STEBBINS, Agent. 



S 

A 

if 



EMERS0NS PATENT READY GUMMED 
CROSS CUT SAWS 

WITH PATENT REMOVEABLE 

1 SAW SET SOCKETS FOR ' 

HANDLES WARRANTED- 1 -"."^;. 

'EMERSON FORD 11° BEAVER FALlS Pi 
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IDDER'S PASTILES— A Sure Relief for 
Asthma. STOWELL & CO. Charlestown, Mass. 



PATENT 
OLD ROLLED 
SHAFTING. 



The fact that this shafting has 15 per it greater 
"trength, a finer finish, and Is truer to gage .than any other 
In Hse, renders It undoubtedly the most economical. We 
are also the sole manufacturers of the Celebrated Col- 
lins Pat. Coupling, and furnish Pulleys, Hangers, etc., 
of the most approved styles. Price lists mailed on appli- 
cation to JONES & LAUGHLINS. 
Try street, 2d and Sd avenues, Pittsburgh, Pa. 
190 S. Canal St., Chicago. 
JVStocks of this Shafting In store and for sale by 
FULLER, DANA & FITZ, Boston, Mass. 
GEO. PLACE & CO.. 126 Chambers street, N. T. 
PIERCE & WHALING, Milwaukee. Wis. 

THE " Scientific American " is printed witb 
CHA8. ENEU JOHNSON & OO.-S IKK. Tenth anl 
Lombard eti., Philadelphia and 99 Go'd St., New York 
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